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Significance of Heat Consumption 
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Information for System Analysis and Restructuring 

Strategies for the Energiewende in Sector Heating 

 Increase of Energy Efficiency 

 Use of Waste Heat from Power Generation (CHP) 

 Use of Renewable Energies 

 

Heat System Analyses for Optimizing centralized and decentralized 

Heat Supply:  

1. Drivers of Heat Consumption 

2. Spatial Distribution of Heat Consumption 
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Heat Consumption Analysis based on Spatially Referenced 

Conflation of Buidling Data 
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Heat Consumption versus Heat Demand 

 

Heat Demand: 

Energy Performance Rating 

 

 

 

Heat Consumption:  

Reality 

 Historic period of construction 

 Volume of heated area 
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Own visualisation similar to Blesl (2001) 
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Specific Final Energy Consumption / Demand 

by Historic Construction Period 
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Specific Final Energy Consumption / Demand  

per Construction Period and Volume Class 
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Specific Final Energy Consumption / Demand  

per Construction Period and Volume Class 
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Conclusion & Discussion 

 Information about the building stock 

 

 Correlation between building parameters and 

heat consumption 

 

 Results: 

 More realistic and precise heat consumption 

predictions 

 Better understanding of the correlation 

between building parameters and 

consumption 

Data 

Analysis 

Forecast 
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Historic Construction Periods by Color and Building Profile  
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Baujahresabhängiger Wärmeverbrauch 
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Schätzfehler von Wärmeverbrauchsschätzungen 

 Szenarien: 

Berücksichtigte 

Gebäudeparameter 

45.000 kWh/a 

23.000 kWh/a 

68.000 kWh/a 

±?  

±?  

±?  

 Gebäude-

gruppierung 
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Schätzfehler für Ein- und Zweifamilienhäuser 
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Raumbezüge 



Datenmodell: Raumbezüge / Topologie 



Daten-

verarbeitung 

und 

Konfliktlösung 



Datenmodell: Primärparameterverarbeitung 



Import und Aufbereitung von Originalquellen 

19 
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Datenmodell: Sekundär-  / Gebäudeparameter 



Anonymisierte Gasdaten 
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A/V-Verhältnis Anschluss-Nr A/V-Verhältnis-ID Gruppen-Nr Verbrauch 
                         0,62    81132983 0,6 1 20000 
                         0,63    81130256 0,6 1 21000 

                         0,64    81114324 0,6 1 29000 

                         0,64    81124817 0,6 1 37000 

                         0,65    81110234 0,6 1 45000 
                         0,66    81105221 0,7 2 53000 

                         0,67    81103214 0,7 2 21000 
                         0,69    81131763 0,7 2 29000 

                         0,71    81130150 0,7 2 37000 
                         0,71    81119250 0,7 2 45000 
                         0,74    81108900 0,7 2 53000 

Gebäudeparameter und 

Anschlussbezug aus der 

Gebäudedatenbank 

Runden der 

Angaben für die 

Gruppenbildung 

Vergeben einer 

Gruppen-Nr für 

Datensätze mit gleichen 

Parametern 

Verbrauchswerte je 

Gruppen-Nr. und 

OHNE Gebäudebezug 




