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Executive Summary

The rising population in urban areas around the world ampli�es issues that are present nowa-
days, like the lack of housing and the ecological impact of large cities. The problem of
increasing tra�c is also worsening, especially for growing cities and their citizens. On-demand
mobility (ODM) services have the potential to be a part of the solution of this problem,
addressing needs of the key stakeholders: city authorities aim to decrease the net vehicle
mileage, service providers try to maximize the pro�tability, while o�ering a high-quality service
that is perceived well by the users. Ride hailing and ride pooling service models are o�ered by
various companies and studied extensively in literature. In this work, a research background
is provided, including overviews of the state of the art in regard to problem formulations,
optimization techniques and current ODM service models.

One challenge for ODM service models is to operate a service that combines the optimization
of assignments of service vehicles to requests while being able to quickly respond to customers.
In the literature, ODM service simulations are often based on very simplistic customer models
that can impair the plausibility of results in studies of ODM services. Hence, this work aims
to answer two research questions:

� How to design an ODM service model in order to bring together optimal request assign-
ments and quick responses to users, considering both ride hailing and ride pooling use
cases?

� How to improve the comparability of system performances of ODM service models to
real-world applications and how to measure the impact of customer models on the system
performance?

Three service models for the ride hailing and ride pooling use cases are compared in agent-
based simulations within a case study of Manhattan, using the open source New York City Taxi
data set. These service models di�er in their respective way to communicate and interact with
customers. Service Model 1 is based exclusively on heuristic assignments of vehicles to user
requests. This allows the service operator to quickly respond to requests and to immediately
send out exact pickup information. Service Model 2 combines heuristic assignments with
periodic global optimization in a 2-step service model. That model includes initial service o�ers
with projected pickup time windows based on heuristics. In a second o�er, users receive their
exact pickup times after vehicles potentially have been reassigned according to the outcomes
of global optimization. In Service Model 3, the assignments of vehicles to requests is based
entirely on global optimization. This implies that many customers do not receive any immediate
response to their service requests. Instead, the service operator decides at the end of each
optimization period which of the new requests are served by which vehicles according to the
currently optimal solution to the dynamic assignment problem.
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The system performances of these service models are compared with respect to key perfor-
mance indicators (KPIs), such as daily pro�t, percentage of customers served, empty vehicle
mileage, and user waiting time in scenarios with 10 % of the demand from the NYC taxi data
set and 100 to 500 vehicles. In simulations with a conventional customer model, in which
every o�er that implies a pickup waiting time that is shorter than a certain maximum waiting
time is immediately accepted, results indicate that the di�erences between service models of
each of the use cases in most of these KPIs are rather small in total scale. The pro�tability
of Service Model 3 is up to 3 % (2 %) higher than that of Service Model 1 in the ride hailing
(ride pooling) use case, mainly due to the higher percentage of customers served. However,
because of the implied delay in response times, Service Model 3 performs worst in average
user waiting time until pickup, which is one of the most relevant measures of the perceived
quality of the service from user perspective. In many KPIs, Service Model 2 performs as good
as Service Model 3 or better, and does not imply late responses due to the use of heuristics.
A parameter sensitivity analysis is conducted for Service Model 2 in both use cases. For most
evaluated parameters, the service model is found to be resilient against changes, especially in
the ride hailing use case. In the ride pooling use case, modi�cations of the objective weight
of distance in the objective function are found to have a signi�cant impact on the system
performance.

In order to address the second research question, a di�usion customer model is introduced.
In contrast to conventional customer models, it allows to take into account the individual
decision-making process of service users. The analysis of the interaction between customers
modeled in this way and service operators in three di�erent service models is one of the main
contributions of this work. The decision-making process is simulated by means of a di�usion
model, based on a drifting random walk. This means, the probability of accepting an o�er
as well as the average decision duration is determined by the quality of the o�er provided by
the service operator and certain model parameters that de�ne the characteristics of decision-
making of customers. O�ers that are perceived as good imply a positive drift in the random
walk model and are more likely to be accepted than o�ers that imply long waiting times until
pickup and are therefore perceived as bad. If an o�er is neither particularly good nor bad,
customers in this model tend to take longer in their decision making, because the associated
drift in the random walk model is smaller in value. Longer decision durations imply uncertainty
for service operators as they need to decide if and when to send vehicles to potential pickup
locations. On the one hand, they want to avoid delayed pickups due to hesitance, on the
other hand, if a vehicle is on its way to a pickup location and the respective user rejects
the o�er, unnecessary mileage is produced, which adds tra�c in the business area and costs
for the service provider. The di�usion customer model represents real-world circumstances
in the context of ODM services better than conventional customer models. The �ndings of
simulations of ODM services that use this customer model are therefore assumed to be more
reliable and conclusive than �ndings of studies that make use of conventional customer models.

Results conducted in simulations with Service Model 2 indicate that the more diverse the
modeled o�er qualities, the more the system performance varies. In both use cases, ride
hailing and ride pooling, KPIs like daily pro�t, requests served, empty mileage and correctly
predicted pickup time windows are worse in scenarios with di�usion customer models with
higher diversity of modeled o�er qualities, while the average user waiting time until pickup
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decreases. These observations indicate that the di�usion customer model works as expected:
customers that receive \bad o�ers" (with long associated waiting times) are more likely to
reject these o�ers, which reduces the average waiting time of all customers served, but also
the overall number of requests served compared to customer models in which the o�er quality
is less diverse. In the latter case, requests that cannot be served quickly are more likely to be
rejected by the operator immediately, which reduces the risk of rejections by the customers and
leaves more freedom to optimize the assignments of vehicles, leading to fewer empty mileage
and more pro�t. In a sensitivity analysis of two critical parameters of the di�usion customer
model, decision durations and acceptance rates are found to be correlated with the modeled
decisiveness of individual service users. Such customer-speci�c characteristics are another
advantage of the di�usion customer model compared to conventional customer models.

This work answers both of its research questions: in a detailed study of three service models
in the ride hailing and ride pooling use cases, a conclusive comparison between their respective
strengths and weaknesses is presented. A 2-step service model that combines the advantages
of quick initial assignments based on heuristics with the potential of global optimization is
found to perform better than purely heuristic approaches while avoiding long response times
for users implied by service models based exclusively on global optimization. A di�usion
customer model is introduced, which is able to simulate the decision-making process of service
users more accurately than conventional customer models. This improves the comparability
of system performances in studies about ODM service models.

The �ndings of this work can be used in other studies and the di�usion customer model can
be adopted to di�erent service models. The characterization of various service user groups
and the potential to prioritize and target them optimally is an intriguing research area for
the future. Another aspect of the di�usion customer model that needs to be studied in more
detail is the response-strategy of service operators. If rejections of o�ers can be predicted
more accurately and service operators prioritize other requests instead, empty mileage can
be avoided. This work lays the ground work for a variety of potential follow-up research
and allows service providers to make better predictions about the real-world performance of
simulated service models.
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Chapter 1

Introduction

In our globalized world more and more people can move and travel wherever they want. Since
cities often o�er better job opportunities, infrastructure and other bene�ts, there is a trend
of urbanisation [United Nations , 2019], which means that the population of cities all over
the world increases relative to the rural population. This development ampli�es the problems
already existing in cities nowadays, such as gentri�cation, a lack of housing, ecological and
social con
icts, as well as tra�c.

Urban mobility has always been a very important aspect of city planning, because it directly
a�ects the quality of life of the citizens. It has an impact not only on people who are actively
moving from one point to another and are spending a considerable amount of life time either
in { or waiting for { a public transportation vehicle, riding their bike on often insecure bike
lanes or sitting in their own vehicle during rush hour congestion. Residents are also a�ected by
it when staying at home due to air pollution, noise emission and a reduction of usable space
within the city { space that could be used for parks, playgrounds or community areas instead
of broad streets and parking vehicles.

Therefore, in the last decades many cities all over the world started to search for alternatives
to the way mobility worked so far. Some of the examples include: building more bike lanes
and improving the safety of people using them [National Institute for Transporta-
tion and Communities , 2014], expanding the public transportation sector, improving their
schedules and frequencies, modernizing railroads and vehicles, and exploring new alternatives to
traditional transportation modes. Meanwhile, the continuous digitalization and rapidly evolv-
ing technologies are changing every aspect of daily life, especially since the rise of internet at
the start of this millennium. One of the businesses that is transformed by this development is
the transportation sector.

Concepts like \smart mobility" [Porru et al., 2020] and applications for multi-modal transit
[Pinto et al., 2020] are facilitating mobility for people, especially in urban areas, while also
allowing cities to optimize tra�c for the existing infrastructure. Last-mile solutions emerge
for logistics and transit, opening a whole new business area of so-called \micro-mobility"
[Shaheen et al., 2020]. However, one of the most disruptive trends in the industry might
be autonomous driving. Fleets of self-driving cars on the streets would potentially increase
safety and reduce emissions due to a more regulated and cleaner style of driving than average
human drivers. While in transit, passengers of autonomously driven vehicles could use their
time to work, relax or even sleep. A large-scale realization of this vision is the goal for many
competitors in the automotive and tech industry, but it is uncertain how long it will take to
get there [Coppola andSilvestri , 2019].
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1 Introduction

Meanwhile, more and more people are gaining access to high speed mobile internet. Espe-
cially in urban areas, the rate of internet users rises continuously and the mobile-broadband
network coverage is close to a hundred percent [International Telecommunication
Union and United Nations , 2021]. This enables online service providers to make service
o�ers for all aspects of life to almost everyone owning a smartphone in urban environments.
The trends of sharing economy and on-demand services are results of this development, both
of which have a direct impact on urban mobility.

On-Demand Mobility Services and Their Role in Modern Urban Tra�c

Companies such as Uber and Lyft compete in the market of on-demand mobility (ODM).
ODM service providers o�er the bene�ts of individual door-to-door transportation without the
need for users of the service to own a car. This provides a crucial complement to traditional
modes of transportation in cities. The market for ODM services is currently worth more than
$140 billion in China, Germany and the USA alone [Accenture , 2020], with an anticipated
compound annual growth rate of between 15 and 28 % [Arthur D. Little GmbH , 2020].

This enormous economic potential only increases considering the future outlook of au-
tonomous vehicles, which would reduce the costs for drivers of ODM vehicles e�ectively to
zero. Hence, the competition between companies willing to take part in this business is �erce.
More often than not the aggressive expansion to new cities and service areas as well as reports
about bad working conditions for employees cause con
icts with local taxi drivers and politics,
ultimately leading to bad reputation and sometimes costly penalties and the withdrawal of
local services.

Nevertheless, service providers like Uber and Lyft have become a vital part of urban mobility,
especially in the USA, because they o�er some major improvements in ease of use for their
users. Without making a commitment to privately own a car { including high costs for
purchasing, maintenance and insurance { users are promised to experience the same level of
mobility and reliability when using an ODM service. They also avoid the tedious search and
payment of parking in urban centers, which tends to take a considerable amount of time and
is often expensive. Another bene�t of ODM services is the fact that people that are not able
to drive a car by their own { be it permanently because of disabilities or age, or situational
because of alcohol or drugs { can still be mobile within the service areas.

In comparison to taxi services, which o�er similar advantages and are also widely available,
ODM companies o�er transportation services at lower fares for the customer, while being able
to often provide shorter customer waiting times and a more convenient booking procedure.
This allows parts of society to use individual transportation that traditionally could not a�ord
it or were otherwise excluded from it.

ODM services are most commonly categorized in two types: ride hailing and ride pooling.
In ride hailing services, users are guaranteed to be transported directly from their pickup
location to their destination, without sharing their rides with other groups of people. In the
ride pooling use case, rides can be shared between service users, which typically increases the
average number of customers on board and the e�ciency of the service 
eet. Such services
imply detours for customers, but are often o�ered at cheaper conditions.

Since ODM services have become such an important part of the transportation system,
especially in metropolitan areas, much recent research focus on their e�ects on tra�c as well
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as the targeted user group. Most of them show that ODM services are actually increasing the
amount of vehicles and driven on-street mileage in many cities [Schaller Consulting ,
2018a;Schaller Consulting , 2018b;Henao and Marshall , 2018]. It is found that
most customers are not substituting their own vehicle, but are using ODM services instead
of public transportation, biking, walking or would not have made the trip in the �rst place.
The additional vehicle mileage { much of which is driven emptily due to pickup trips of ODM
vehicles { often leads to an even greater tra�c problem, making ODM providers a part of the
problem they are claiming to solve with their services.

The COVID-19 pandemic had an immense impact on the transportation sector and urban
tra�c [ McKinsey Center for Future Mobility , 2020a], especially on ODM services.
The risk of infections became the most important reason to choose a transportation mode
[McKinsey Center for Future Mobility , 2020b], which lead to a signi�cant increase
in the relative share of rides being made in private vehicles compared to other modes of
transportation, including ride hailing and ride pooling. At the same time, the overall tra�c in
urban areas was drastically reduced [Texas A&M Transportation Institute , 2021],
which lead to less congestion and fewer accidents, showcasing the potential bene�ts of fewer
vehicles in urban street networks, which is what ODM services claim to be aiming for.

The challenges for ODM service providers as well as cities willing to include such services in
their urban transportation system are therefore manifold. On one hand, in order to contribute
to an improved tra�c e�ciency in urban areas, ODM providers have to make sure their services
are not producing signi�cantly more vehicle mileage than needed in order to serve the current
demand for mobility. This can be achieved by minimizing empty vehicle mileage, improving

eet utilization and increasing the average occupancy of ODM vehicles. On the other hand,
in order to run a successful long-term business, ODM services need to be pro�table, which
implies that the service also needs to be optimized in respect of minimizing the 
eet size and
maximizing the number of customers served and overall revenue generated.

Meeting the local regulatory requirements for sustainability and tra�c reduction, while
providing a high quality service and running a pro�table business is not a trivial task. Therefore,
most ODM service providers use an optimization algorithm to operate their 
eets. Such an
algorithm needs to be able to both handle high user demand fast enough to allow quick
responses to customer requests and �nd optimal assignments in order to minimize 
eet costs
and maximize the revenue for the operator.

Most currently used ODM service models allow only one of these goals to be met. In one
version, customers have to wait a considerable amount of time before getting a response to
their service request while the algorithm tries to �nd an optimal match. In another model, an
assignment is found very quick, but the algorithm cannot guarantee that the assigned vehicle
is globally optimal in terms of service pro�tability and/or quality, because the search procedure
to �nd this match was designed to be quick, not exact. On top of this dilemma, there are
plenty of uncertainties for both customers and providers of ODM 
eets:

� Unforeseen incidents like tra�c jams or accidents might delay the pickup of waiting
customers, who then need to be updated about changing pickup times, which decreases
the perceived service quality and may even lead to cancellations, and therefore a loss in
revenue for the operator.
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� In case the ODM vehicles are driven by human drivers, there is always a chance for
human failures. Taking wrong routes, responding late or not at all to assigned pickup
tasks or even being unfriendly in conversations with customers might impair the service
experience of users, decreasing the probability of using the service again or recommend
it to friends causing long-term losses for the service providers.

� From an operator's perspective, customers can a�ect the seamless service process in
multiple ways. Cancellations, late arrivals at pickup locations or no-shows have the
potential to not only cost the service provider the revenue of this one service request
but also might delay later planned pickups and increase the empty mileage driven by the
ODM 
eet.

� Another variable in customer behavior is the amount of time it takes the customer to
accept or decline an o�er made by the operator in response to the request. In addition,
the decision to accept or decline an o�er altogether might vary from one customer to
another, adding another layer of uncertainty for service operators.

Since it is most often not a practical option to test new algorithms and service models with
real customers in a live service, tests are normally run using simulations. These simulations
are designed as con�ned environments, that represent certain aspects of the real world while
being simple enough to be comprehensible and reproducible, yet complex enough to be plausible
and conclusive. Operators evaluate service parameters and scenarios, comparing the system
performance in terms of indicators such as driven mileage and customers served, as well as
computation time. This helps to make future business decisions and presents transparent and
compelling arguments to cities and stakeholders. Hence, well designed simulation frameworks
and models are crucial for ODM service providers in order to make reliable predictions and
suitable decisions.

Research Questions

As the role of ODM services in urban tra�c systems became increasingly important and the
value of the business for service providers increased, the research interest in this area grew
considerably throughout the last decades. This work focuses on two main research questions
(RQ).

The �rst research question (RQ1) addresses the problem that service providers need to make
sure that their service (a) is pro�table in order to run a successful business and therefore want
to optimize the assignments of requests and vehicles while (b) providing quick responses to
customer requests for a good service experience. These con
icting service goals need to be
met for both ODM use cases considered in this work, the ride hailing and the ride pooling use
case. RQ1 can be summarized as follows:

How to design an ODM service model in order to bring together optimal request
assignments and quick responses to users, considering both ride hailing and ride
pooling use cases?

This work tries to answer RQ1 with the following research contributions:
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� Introduction and implementation of three ODM service models for the ride hailing and
ride pooling use cases

� Incorporation of all service models into a modular simulation framework

� De�nition of key indicators to measure system performances

� Implementation of a case study of the three service models for both use cases by means
of simulations of the services within the business area of Manhattan

� Parameter sensitivity analyses of service model parameters

� Examination of all service models considered with respect to pro�tability and user expe-
rience, as well as their impact on urban tra�c and the environment

The second research question (RQ2) focuses on the plausibility of models used to simulate
ODM services, especially the aspect of the customer model. As conventional customer models
include many assumptions and simpli�cations that a�ect the system performance, they are
prone to overestimate the capabilities and potentials of any method evaluated during a sim-
ulation. Service providers using such customer models might �nd that their service in fact is
not pro�table or performs worse than expected in other key categories, like saving mileage.
RQ2 is stated as follows:

How to improve the comparability of system performances of ODM service models
to real-world applications and how to measure the impact of customer models on
the system performance?

In this work the following steps are taken in order to answer RQ2:

� Explanation and implementation of a novel di�usion customer model

� De�nition and setup of model parameters

� Evaluation of key performance indicators in comparison to the conventional customer
model considered in the ride hailing and ride pooling use case

� Model evaluation and parameter sensitivity analysis of the di�usion customer model

� Interpretation of the results and the analysis of the impact for service providers

This work answers these research questions by running and evaluating agent-based simulations
in a modular framework. The simulation framework is designed to compare service models in
the ride hailing and the ride pooling use cases.
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Structure of the Work

The structure of this work is as follows. In Chapter 2, an in-depth review of the literature
of research topics touched during this work is presented, providing insight to the current
state of the art in solving similar problems. Chapter 3 describes the evaluated services, the
underlying optimization problem and the conventional customer model, which is used as a base
model, as well as the case study, including the simulation framework, data, parameters and
key performance indicators. The subsequent Chapters 4 and 5 present the results obtained for
the ride hailing and ride pooling use case, respectively, using the conventional customer model.
Each provides a description of use-case-speci�c assignment approaches, an evaluation of all
service models considered and a parameter sensitivity analysis for one of them. In Chapter 6,
the di�usion customer model is introduced in detail and evaluated for both use cases. The
work concludes with a discussion of the results and their implications and an outlook to what
questions remain open for future research (Chapter 7).

Figure 1.1: Overview of the structure of the work.
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Chapter 2

Research Background Review

With the increasing interest in the potential of ODM services during recent years and decades,
the research area became rich with contributions. Because of the complexity of the topic, as
well as the sheer endless number of models, approaches and applications there is plenty of
literature on many of the aspects of the problems and research questions this work is trying
to solve and answer.

In order to understand the formal optimization problem in the core of ODM operations, the
�rst section of this chapter will give a short introduction to the taxonomy of the problem and
the family of vehicle routing problems. It connects the origin of mathematically formulated
logistic problems, the traveling salesperson problem, with the most recent variations of dial-a-
ride problems and the problem formulation used in this work.

The subsequent section focuses on the approaches and techniques that were used in re-
cent works to solve these optimization problems. It presents the backgrounds of heuristics,
metaheuristic procedures and exact optimization software, including the methods that are
part of the methodology used in the model examined in this work. The section also presents
alternative approaches and summarizes the respective strengths and weaknesses.

The last section of this chapter reviews service models and the evaluation of simulated
ODM services in the literature. It highlights service models that are currently standard in
the industry, algorithms that proved to outperform the competition, and introduces 
eet and
customer models that are used as base models in subsequent chapters.

2.1 Problem Formulation

One of the �rst mathematical formulations of a transportation problem was published in 1949,
titled \On the Hamiltonian game (a traveling-salesman problem)" [Robinson , 1949]. There-
after, the term \traveling salesperson problem" (TSP) was used to describe an optimization
problem in which it is the goal to minimize the total length of connecting lines (travel distance)
between points in a network, starting from and �nishing at one speci�c point (the salesperson),
so that all points in the network are connected. As simple as this problem sounds, research
struggled to �nd a generic approach to �nd globally optimal solutions for this kind of problem.
The main reason for this: when increasing the number of points in a network, the number of
possible combinations of pairwise connections between all points in this network grows much
faster. In 1972, it was found that the TSP is a so-called \NP-hard" problem [Karp , 1972],
which means that it is not solvable in polynomial computation time. Following the \exponen-
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2 Research Background Review

tial time hypothesis" it is even implied that the computation time increases exponentially with
growing problem size [Impagliazzo andPaturi , 2001].

The TSP over time became one of the most widely studied combinatorial optimization
problems. An overview of applications, formulations, exact and approximate algorithms can
be found in [Matai et al., 2010] and [Laporte , 1992]. Many variants and generalizations
of it have been formulated to date in order to solve more and more complex transportation
problems of modern societies. Most of these problem formulations are considered part of the
family of \vehicle routing problems" (VRPs). First formulated in 1959 as \the truck and
dispatching problem" [Dantzig and Ramser , 1959], the VRP in general deals with the
optimized routing of a 
eet of vehicles instead of only one individual. As a generalization of
the TSP, the VRP and its variations are NP-hard problems as well.

Taxonomy of the Problem

The number of publications in this research area grew steadily due to the increasing interest
from the transportation research community, the economy, and politics, especially since wors-
ening tra�c problems hampered the free 
ow of goods and people's individual mobility. The
resulting monetary losses, as well as the negative impact on the quality of life for residents and
car drivers alike, triggered many studies and research projects focusing on �nding solutions
for growing transportation problems. As the VRP is the generalization of most problems con-
cerning 
eets of vehicles moving through a de�ned network, many of these studies included a
variation of the VRP in one form or another.

To give an overview of the variety of the VRP, many books and review papers present
classi�cations of the problem and list a selection of representative publications for each of
them. One of the �rst works that classi�ed publications on VRP in this manner is [Bodin
and Golden , 1981]. Its taxonomy includes the de�nition of dimensions to consider when
formulating a variant of the VRP, e.g., the type of time constraints, the number of depots, the

eets size and heterogeneity, as well as the types of vehicles, the demand and the underlying
network. It also classi�es the operational constraints in terms of the kind of ODM service that
is o�ered, the costs and objective function. Additionally, it presents an overview of solution
strategies for these kinds of problems, ranging from greedy heuristics to exact procedures.
Moreover, a \hierarchy of vehicle scheduling problems" is also introduced, spanning the range
of problem varieties from simple VRPs to more complex ones, which include time window
constraints and scheduled rides. Most of the publications about classi�cation and taxonomy
of the VRP are structured in a similar fashion, some of them with a focus on a single aspect.

[Toth and Vigo , 2002a] lists more characteristics of vehicles and customers, and more
optimization objectives to solve the problem. It focuses on the problem de�nition of VRP
variants and their interconnections and classi�es basic models for the VRP, including vehicle

ow and set-partitioning models. In [Irnich , Toth , et al., 2014], the spectrum of problem
formulations is even further explored, adding variations in the types of transportation requests
and mixed versions of established problem de�nitions, including location routing problem, in
which the objective is to simultaneously optimize location and routing of the vehicle 
eet.

More recent works focus on the thorough exploration of the problem parameter space in
which the VRP and all its variations are de�ned. In [Drexl , 2012], this parameter space is
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cut into �ve distinct categories, in which all the variables are sorted in. These categories are

� \requests" { including the parameter \type of time windows",

� \
eet" { with parameters like \type of costs", \type of capacity constraints" and \type
of driving speed",

� \route structure" { summing up parameters like \interdependence of routes" and if
routes are needed to be closed or open-ended,

� \objectives" { a category that covers the \dimensionality of objective functions" used
for optimization, the speci�c \optimization target" and the \hardness of constraints",

� \scope of planning" { including parameters like the \time horizon" of a problem, as well
as its \data availability and accuracy".

This categorization helps to keep an overview of the numerous dimensions VRPs can vary in
and helps to identify problem formulations that are similar to one another. Later publications
did not necessarily follow these categories, however. [Psaraftis et al., 2015] de�nes eleven
categories, many of which include similar parameters as in [Drexl , 2012] and are therefore
rather split up and rearranged. Additionally, it presented new parameter space dimensions, like
the \nature of dynamic elements", including options such as dynamic requests, travel times or
vehicle availability, as well as \solution methods", listing a number of heuristic and exact opti-
mization procedures. An even richer taxonomy is presented in [Hyland andMahmassani ,
2017]. On top of the traditional taxonomic categories, it introduces a number of new ones,
many of which are closely connected to the variations of the VRP that are used for describing
ODM services. The most important ones in this regard are the \
eet size elasticity", the
inclusion of \reservations" and the respective time horizons, the \pricing" concept and the
\type of repositioning". Figure 2.1 shows a combined taxonomy of parameters used in various
formulations of the VRP.

The Family of Vehicle Routing Problems

In order to understand what kind of problems have been formulated in this vast parameter
space, in the following a short introduction is given into some of the most important members
of the family of VRPs.

One of the earliest and most established variants of the VRP is the capacitated vehicle
routing problem (CVRP). In its basic form, the CVRP consists of a single depot and a number
of points of demand. CVRPs can be formulated on undirected or directed graphs. The problem
statement is to �nd tours to optimally deliver goods from the depot according to the demand
using a homogeneous 
eet of vehicles that have the following properties:

� all tours of the vehicles start from and end in the depot,

� all have the same capacity, meaning they all can transport the same maximum amount
of goods,

� all are operating at identical costs.
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Figure 2.1: Summary of the taxonomy of problem parameters in [Drexl , 2012], [Psaraftis
et al., 2015], and [Hyland andMahmassani , 2017], categorized as in [Drexl ,
2012].

An important supplement to the classical VRP is the so-called arc routing problem (ARP),
where the general goal is to visit all the edges of the graph instead of all the vertices, as is the
case in the classical VRP. This kind of problem is often referred to as the \postman problem",
because it is closely associated with the daily business of a postman or a postal carrier trying to
cover the streets of his or her area of responsibility e�ectively. In [Cordeau andLaporte ,
2006], the most general version of the ARP is referred to as the Chinese postman problem
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(CPP), which is solved by determining a shortest closed path on a graph. The constraint
that no edge is allowed to be traversed more than once makes this graph Eularian. The CPP
can be de�ned on both directed and undirected graphs. In both cases optimal solutions can
be found in polynomial computation times. If the problem is de�ned on mixed graphs, the
CPP becomes NP-hard. More constrained variants of the ARP include the rural postman
problem, in which only a subset of required edges needs to be traversed by one vehicle, or
the capacitated ARP (CARP), in which a 
eet of identical vehicles with a certain capacity
needs to serve a non-negative demand on the edges of the graph. Both of these variants are
NP-hard as well. The CARP in particular is an active research area with many subvariations
of its own, much like the CVRP. A summary can be found in [W�hlk , 2008] together with
an introduction to common optimization methods and a number of real-world applications.
An even more extensive overview is presented in [Corber �an andPrins , 2009], in which the
whole spectrum of ARPs is covered. Since the problem formulated in this work is part of the
family of VRPs, the remainder of this subsection focuses on these variants instead of ARPs'.

Because of its generality, the classical VRP, and the CVRP in particular have mostly academic
relevance. These early variants are more focused on static use cases. Nowadays, due to
digitalization and the widespread access to mobile internet, transportation problems tend to
be more dynamic in their nature. The formulation of the CVRP, however, introduces variables
and constraints that are necessary to understand many of the more recently de�ned problem
variants. [Irnich , Toth , et al., 2014] introduces the chapter about the family of VRP for
this reason and states four di�erent mixed integer programming (MIP) models that are able
to optimally solve the CVRP, at least as long as the number of vertices in the network is
small enough. The CVRP is also depicted as the core version of all variants of the VRP
in [Toth and Vigo , 2002a], where it is split up in several subcategories, depending on
if the graph the problem is de�ned upon is directed (asymmetrical CVRP) or undirected
(symmetrical CVRP) and if the capacity constraint is de�ned for the vehicles' capacity to load
goods (classical CVRP), the length of the routes (distance-constrained VRP [DVRP]) or both
(distance-constrained CVRP [DCVRP]).

A step towards applicability is done when considering time intervals in which tasks at certain
nodes in the system need to be performed. This broad area of problem formulations is referred
to as VRPs with time windows (VRPTW). VRPTWs come in many di�erent variations on
their own, depending on properties like what aspects of the problem are associated with
time windows: the availability of vehicles, the pickup of goods or the time of arrival at the
destination. Another factor is the type of constraint that is imposed by time windows. Are
assignments outside of the interval considered feasible but carry a penalty in the evaluation
of the quality of the solution (soft time windows) or are they not allowed at all (hard time
windows)? An introduction and overview to the variety of VRPTW is given in [Desaulniers
et al., 2014] and [Cordeau , Desaulniers , et al., 2002]. In [Tan et al., 2001], several
heuristic methods to solve a version of the VRPTW are described, evaluated and compared.
A combination of simulated annealing and large neighborhood search is used in [Bent and
Van Hentenryck , 2004] to �rst minimize the number of vehicles considered and then their
travel costs, in order to serve a given number of customers.

Besides intra-route constraints, another area in which VRPs can be di�erentiated is the �eld
of 
eet characteristics and the number of depots. A version of the VRP in which more than
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one depot exists is presented in [Renaud et al., 1996]. This variant is referred to as the
multi-depot VRP (MDVRP) and in combination with the constraints of the CVRP it is often
more applicable to real-world logistic problems which do not necessarily include one single hub
of operation.

In another expansion of the problem, the 
eet of vehicles considered is heterogeneous
(HFVRP), meaning the vehicles of the 
eet vary in capacity, costs per traveled distance or
both [Naji-Azimi andSalari , 2013]. This problem formulation allows for the presentation
of a number of real-world applications [Irnich , Schneider , et al., 2014]. A subcategory of
the HFVRP is the truck-and-trailer routing problem (TTRP) in which (at least) two groups
of vehicle types are considered separately: single trucks and trucks with trailers. In [Chao ,
2002], a tabu search methodology is used to solve this problem heuristically.

A crucial aspect of VRPs is their respective degree of dynamism (DoD). This measure
indicates how dynamic a problem is in respect to the extent of information revealed in real
time compared to the overall information [Lund et al., 1996]. In general, VRPs can be
characterized as static, if the DoD is close to or equals zero, which is equivalent to the case
in which all or most of the information is available at the beginning of the solution �nding
process, or as dynamic, which generally means that signi�cant shares of information are only
revealed after parts of the problem have already been solved. Static VRPs have long been the
standard formulation of the problem, because the access to all the information about vehicle
positions and requests allows to focus on the formulation of the problem itself rather than
the challenges that come with the lack of information and related questions [Berbeglia ,
Cordeau , Gribkovskaia , et al., 2007;Brand ~ao , 2011].

However, for many of the applications for which the VRP is used, a dynamic formulation
of the problem is needed. In [Jaillet and Wagner , 2008], a dynamic (referred to in the
publication as \online") version of a TSP is presented and later generalized to multiple ve-
hicles. [Berbeglia , Cordeau , andLaporte , 2010] surveys dynamic pickup-and-delivery
problems (PDPs), in which people or objects need to be collected and transported in real time.
In-depth investigations into the subject are provided by [Pillac et al., 2013] and [Bektas�
et al., 2014].

Another version of the VRP, in which the information is not fully known at the beginning,
is the stochastic formulation of the problem. Here, the uncertainty of system conditions is
generally described by probability distributions. The goal of stochastic VRPs is to evaluate
the impact of uncertainty on the system and the respective solution quality. In order to
optimize routes to unknown future demand, in [Bertsimas , 1992], sequences of customers are
calculated a priori based on probabilistic assumptions with the goal to minimize the total length
of routes. It is found that this approach is a competitive alternative to dynamic formulations of
similar problems. A broader review of stochastic VRPs is presented in [Gendreau , Jabali ,
et al., 2014], in which, similar to the dynamic problem formulation, is stated that the source
of uncertainty can be the volume of the demand, the time and location of customer requests,
the travel times for vehicles or some other parameter of the system.

One of the broadest categories in which VRPs di�er is the type of transportation request
that is served. If service vehicles deliver or collect goods from or to the nodes of a network,
the problem is part of a subcategory referred to as \delivery and collection". One of the
most-common formulations of such a problem is the VRP with simultaneous pickup and de-
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livery (VRPSPD). In its most general form, this formulation describes the problem, in which
customers of a service can both send and receive goods at their positions on the graph. One of
the �rst works on the VRPSPD is [Min , 1989], in which a model and solution procedure for a
case study of a library distribution system is presented. In [Bianchessi andRighini , 2007],
the de�nition of the problem is to optimally integrate goods distribution and waste collection,
when the operations can be performed in any order. For this purpose, a number of heuristics
is applied to solve the problem for use cases in which customers may request waste collection,
deliveries of goods or both at the same time. A detailed overview of applications and models
of the VRPSPD is presented in [Battarra et al., 2014].

Another variant of the VRP that deals with the delivery and collection of goods that are
brought to or collected from nodes in a network, is the so-called VRP with backhauls (VRPB).
If the handling and rearrangement of goods inside of the vehicles is di�cult or not possible at
all, e.g., if bulky or fragile materials are transported, all deliveries must be performed �rst before
the pickups of new goods. [Toth andVigo , 1997] formulates the VRPB as an integer linear
programming model and solves it optimally by using a branch-and-bound algorithm. A heuristic
approach for the same kind of problem is presented in [Osman andWassan , 2002], in which
the solutions are found to be competitive with the considered benchmarks. Comprehensive
overviews of use cases, solution methods and modeling approaches are given in [Ropke and
Pisinger , 2006a] and [Irnich , Schneider , et al., 2014].

In contrast to problem formulations of delivering and collecting goods from and to customers
at the nodes in a system, \point-to-point transportation" problems describe services that deal
with the transportationof the customers or treat the transported goods as such. The latter is
also referred to as PDP and di�ers from the VRPSPD and the VRPB in one important aspect,
which is that goods are not necessarily directly from or heading to a depot, but are instead
transported from one regular node to another. This kind of problem is also known as one-
to-one problem, whereas the problems summarized before are characterized as many-to-many
problems, in case the transported goods are identical and interchangeable, or as one-to-many-
to-one problems, in which there are either certain kinds of goods for certain customers or
the load is otherwise identi�able and cannot be interchanged. A more detailed explanation
and de�nition of the PDP and the di�erences to related problem variants is presented in
[Savelsbergh and Sol , 1995]. The most important models and solution approaches for
the PDP are summarized in [Cordeau , Laporte , and Ropke , 2007]. In [Berbeglia ,
Cordeau , andLaporte , 2010], the focus is the dynamic version of the PDP, its formulation
and the introduction to some speci�c solution methods. One of these methods is presented in
[Mitrovi �c-Mini �c et al., 2004], which tries to approach the dynamism of the problem by a
heuristic based on a so-called double-horizon. This means, that the optimization objective is
split into a short-term and a long-term goal, re
ecting that the currently best solution (short-
term) is not necessarily suited to be the solution that leads to the optimal outcome over a
certain period of time (long-term).

If point-to-point transportation is requested for customers themselves rather than goods, the
problem is referred to as dial-a-ride problem (DaRP). This variant of the VRP received much
attention in recent years and decades, especially since the emergence of ODM services. The
unique feature compared to any other type of VRP is the combination of 
eet management
with the goal to maximize the pro�t of the operator running the service and the challenge

13



2 Research Background Review

to provide a high service quality to the customers in terms of minimal waiting times, a high
percentage of requests served and other comfort indicators, like quick response times and
information transparency. The DaRP was �rst investigated 1980 in [Psaraftis , 1980] for a
single vehicle. It already included the aspect of customer dissatisfaction and was formulated
in two separate variants, as static and dynamic problem. The static version of the DaRP is
mainly relevant for academic purposes and as part of the proof of concept for new problem
variants. In [Cordeau andLaporte , 2003], a tabu search metaheuristic is applied to solve
a rather simple version of the static DaRP in a way that can easily be adapted to other,
more speci�c problem formulations, including heterogeneous 
eets, multiple depots and more
sophisticated objective functions. [S.Ho et al., 2018] proposes an upgraded version of the
tabu search in order to further accelerate the search procedure by quicker identifying an initial
feasible solution and faster convergence to the optimal solution. Dynamic versions of the
DaRP are very common to describe real-world applications of ODM services of all kinds. Since
the problem formulations considered in this work share the characteristics of a dynamic DaRP,
Section 2.3 is dedicated to the research background of this subcategory of problems. An
overview of variants, models and solution approaches of the DaRP is presented in [Cordeau
andLaporte , 2003], a literature review on research developments in the area of this problem
can be found in [S. C.Ho , Szeto , et al., 2018]. A really comprehensive introduction to the
topic is given in [Doerner and Salazar-Gonz �alez , 2014], where the DaRP is also put
in perspective to other VRPs.

To conclude this introduction to the family of VRPs, it should be mentioned that this is
by no means a complete representation of the broad scope of variants of the VRP. There are
countless speci�cations, variations, problems and subproblems to all kinds of versions of the
challenge to optimize a 
eet of vehicles according to certain objectives and constraints. In
order to give an impression of the width of the research area, two more problem variants may
be mentioned. In the vehicle scheduling problem (VSP) the goal is to �nd optimal routes
and schedules for regular transportation services, o�ered by public transportation vehicles,
like busses or trains. The number of variants of this problem formulation alone is immense,
considering the variability of use cases in which public transportation is found. An overview
of VSPs is presented in [Desrosiers , Dumas, et al., 1995].

The last example of a member of the family of VRPs is the periodic VRP (PVRP) in which
customer requests are given as visiting patterns within the planning horizon of the service
provider. If customers require a service twice per week, without the need of specifying which
days exactly, feasible visiting patterns might be (1,4) and (2,5) representing visits at Monday
and Thursday or Tuesday and Friday. The PVRP needs to solve the subproblems of selecting
feasible patterns, assignments of vehicles to these patterns and routing the selected vehicles op-
timally. This complex problem formulation is needed for use cases in waste collection, product
distribution and health care. An introduction to the topic is given in [Irnich , Schneider ,
et al., 2014].

The range of variations of the VRP grew constantly in recent years and decades and still
does. An overview of the presented, non-exhaustive selection of VRP variants is shown in
Figure 2.2.
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Figure 2.2: A non-exhaustive overview of varieties of the vehicle routing problem and related
problem classes, ordered by the properties and abbreviated as found in the text.

2.2 Optimization Techniques

After giving an overview of the problem formulations of the VRP, the upcoming section covers
the methods that are used in the literature to solve these kinds of problems in more detail.
The order in which these methods are presented is based on their respective approach to
the problem. There are two fundamental metrics in which the performance of optimization
problem solving techniques are measured:

� Optimality is the system performance in terms of the quality of the found solution. In
static problem instances, optimality is normally measured by the objective function value
relative to the global optimum and the ability to identify this optimal value. In dynamic
problem formulations, it is often measured in terms of key performance indicators (KPIs)
like \distance driven by the 
eet", \customers served", or \pro�t generated", also in
comparison to solutions that provide the best respective KPI.

� The computation timeof an optimization technique represents the resources it takes to
�nd the solution to a given problem. The most critical resource is often time, assuming
the hardware the problem is solved on is generally able to calculate the solution. There-
fore, the computation resources are normally measured as a value of time, spanning from
fragments of a second to hours or more, depending on the complexity and size of the
problem.

Most methods known can be categorized into one of three groups of approaches: \heuristics",
\metaheuristics", and \exact optimization". Each of these concepts focuses on di�erent
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Figure 2.3: Schema of optimization approaches in dimensions of optimality and computation
time.

aspects. Heuristics are methods based on simple rules to quickly �nd a solution to a given
problem. The kinds of rules di�er depending on the respective heuristic. The advantage of
being able to potentially solve very hard, complex and large optimization problems in short
computation times is opposed by the fact that the quality of the solution found is uncertain,
meaning the solver is not able to give an estimation of how far away the solution is from
the global optimum. Metaheuristics are more sophisticated and generalized procedures that
aim to �nd solutions to optimization problems in computation times comparable to heuristics,
while providing solution qualities which are closer to the global optimum. The means by
which metaheuristics work are manifold and the scope of accomplished computation times
and optimality measures is wide. The group of exact optimization techniques solves problems
globally optimal. The approaches of the members of this group vary, but most of them include
an algorithmic element that can guarantee that certain parts of the solution space are not worth
of further exploration as the solution currently found is ensured to be better than the best
solution possible out of this part of the solution space.

Figure 2.3 is a schematic representation of the three groups of optimization approaches in
terms of their respective strength and weakness between optimality and computation time.

Heuristic Approaches

Some methods to solve optimization problems rely on simple sets of rules to search the solution
space. This approach is referred to as \heuristic" and is very common for problems that are
either too hard to solve globally optimal because of their complexity or size, or that rely on
speed rather than optimality. In literature, there are many examples for heuristic methods and
their applications in research and real-world use cases.

One of the most intuitive procedures to assign requests that are added to a system in a
certain order is the �rst-come-�rst-served heuristic (FCFS). Such an ordering is needed dynamic
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formulations of the problem. The only criterion that is considered when making the decision
which vehicle is assigned to a new request, is the availability of vehicles at the time of the
request. If more than one vehicle is able to serve the customer, the closest one is assigned. If
no vehicle is available, the request is put on a waiting list, until the next vehicle is available
and assigned to the waiting request. This heuristic's focus is to minimize the complexity of
the problem solving procedure in order to solve very dynamic or large problems, or to compare
such simple approaches to more sophisticated ones. The latter is done in [Bertsimas and
Ryzin , 1991], where a model for the stochastic and dynamic VRP is introduced and a number
of policies is presented to �nd solutions for varying use case scenarios. It is found that the
FCFS is competitive compared to other models in scenarios with light tra�c conditions, but
struggles to perform on similar level in scenarios with heavy tra�c.

The heuristic concept referred to asnearest neighbor policy(NNP) can be described as the
procedure of searching for the vehicle that is able to pick up a new request the earliest or
the vehicle that is able to perform the pickup while producing the lowest cost according to
an objective function. The set of vehicles considered can be restricted, e.g., to those that are
idle, meaning vehicles that do not currently have planned assignments. In [Lee et al., 2004],
the NNP is used to manage a 
eet of taxis in a case study of Singapore. The search algorithm
considers assignments as �xed, as soon as they are made. This implies that customers can
be informed about their respective assignment immediately. On the other hand, the fact that
requests cannot be reassigned after the initial match with a vehicle can lead to suboptimal
solutions later. This shortcoming is addressed in [Sheridan et al., 2013], where a dynamic
version of the NNP is presented. If it is bene�cial for the overall system, vehicles on their
way to a pickup location can be reassigned to new requests. Depending on the constraints
used in that version of the NNP, responses to customer requests can only be sent after a
certain period of time, or customers that already received an estimated pickup time can even
be rejected later, which translates to a very bad user experience. A comparison between the
NNP and the FCFS is presented in [Maciejewski andBischoff , 2015] for a case study of
Berlin, in which the results further indicate that the NNP is superior to the FCFS in scenarios
with high demand.

Both FCFS and NNP are part of a group of methods referred to as \insertion heuristic". The
general idea such heuristics are based on, is to minimize the additional costs according to the
respective objective function whenever a new request is added to the system by inserting this
new request into the task queue of a vehicle without violating the feasibility to the customers
already assigned to the respective vehicle. [Jaw et al., 1986] demonstrates how to use this
heuristic for the DaRP. After �rst identifying all feasible insertions of a new request for all
vehicles of the 
eet, the algorithm aims to �nd the optimal assignment of this request by
comparing the costs that would be added by each of the con�gurations. In [Madsen et al.,
1995], this approach is applied to the problem of transporting elderly and disabled people
with specialized vehicles, adding a number of multi-dimensional capacity constraints to the
problem, making it considerably more complex. In a recent paper, an insertion heuristic is
used to assign customers of a ride-pooling service to the vehicles of an ODM 
eet in a case
study of Munich [Dandl , Engelhardt , et al., 2021].

Insertion heuristics are also often used as part of a multi-step optimization procedure. In
[Gendreau , Hertz , et al., 1992], the TSP is solved using a combination of two methods.
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First, a request is inserted into an oriented route between two requests that have already been
assigned to the tour, taking into account all combinations of two requests, not only those
which are planned to take place consecutively. After reconnecting the requests, it is checked
if all requests are part of the tour. If not, the process is repeated inserting the new request
between another combination of requests. In a second step, a route is further optimized by
removing a request from it and trying to insert the request in another position of the tour.
[Mitrovi �c-Mini �c et al., 2004] applies a double-horizon based approach to solve the PDP
with time windows and splits the problem into two subproblems, the routing and the scheduling
problem. The routing problem is solved by inserting new requests that have been added to the
system during a certain period of time and reinserting those that were not picked up yet. After
a feasible solution is found, a tabu search is performed during the next optimization period in
order to optimize the assignments.

Because of the vast range of problem formulations, use cases and corresponding heuristic
approaches, there are plenty of publications presenting reviews of the most important devel-
opments in this area of research. They often compare the performances of classical heuristics
with those of metaheuristics ([Cordeau , Gendreau , Laporte , et al., 2002], [Laporte
et al., 2014], [Prodhon andPrins , 2016]) and exact optimization techniques ([Cordeau
andLaporte , 2006]).

Metaheuristics

Compared to classical heuristics, metaheuristics are more sophisticated methods, which aim
to �nd close-to-optimal solutions for hard optimization problems in computation times com-
parable to heuristics by intelligent search procedures. Generally, there are two distinct parts
of the search procedure when it comes to metaheuristics: diversi�cation and intensi�cation.
Diversi�cation refers to the ability to identify promising areas of the solution space, in which
the solution qualities are overall better than average and chances to �nd the global optimum
are higher. Searching promising areas of the solution space for the very best solutions and
being able to identify the globally optimal one is referred to as intensi�cation.

The scope of metaheuristics for variants of the VRP is very wide, spanning from methods
that use smart combinations of classical heuristics, to techniques that are inspired by nature's
processes of optimization, to applications that make use of arti�cial intelligence. This wide �eld
of approaches can be divided into \local search" algorithms, \population-based" algorithms,
and \machine learning" algorithms.

Local search algorithms typically start with an initial solutionsi , then build a neighborhood
of solutions that are similar tosi according to speci�c similarity rules, �nd the best solution
si +1 in this neighborhood in terms of the objective function that satis�es the given constraints
and repeat that procedure iteratively until a termination criterion is met. Depending on
the neighborhood-de�ning parameters, some local search metaheuristics tend to be prone to
cycling, which means that already found solution are considered as \new" later in the search
procedure, leading to iteration loops that reproduce the same solutions over and over again.
Therefore, the most successful of the local search algorithms use techniques to circumvent
this weakness in one way or another.

In [Prosser andShaw , 1997], four simple heuristics are used to de�ne the neighborhood
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of solutions. In order to �nd one neighbor in such a neighborhood, each of these heuristics
manipulates the current solution by changing one or two of the routes that are part of this
solution in a speci�c way. Such a change is referred to as \local move" and is either considered
to be \intra-route" (if the change a�ects only one route, e.g., if the order of two requests
that are scheduled to be picked up by the same vehicle is reversed) or \inter-route" (if the
move happens between two routes, e.g., if two requests swap the vehicles, they are assigned
to). Local moves are performed in all local search metaheuristics, however, the number, types,
and complexity of moves vary a lot. In [Prosser and Shaw , 1997], the neighborhood is
searched following a steepest descent approach, which means the neighbor which o�ers the
best solution quality is chosen and the process is repeated until no neighbor is found that
o�ers a better solution quality than the last one found. This approach tends to terminate very
quickly, because it stops the search at the �rst local optimum encountered. This solution,
however, can be arbitrarily far away from the global optimum.

The concept of large neighborhood search (LNS) metaheuristics is to build neighborhoods
that are large enough to assume that their local optimum is close to the global optimum of the
problem. It was �rst introduced in [Shaw , 1998] using constraint programming techniques,
which aim to solve optimization problems along the restrictions that are set by the constraints
rather than trying to explore the solution space more freely. Since the generation and search of
large neighborhoods can be very time consuming, such combinations with methods that �lter
the search space are found to be very promising optimization techniques to solve VRPs that
are not too dynamic in their nature. Another unifying feature of LNS procedures is the use of
heuristics that purposely destroy and rebuild the current solution in order to �nd better com-
binations of its elements. In [Ropke and Pisinger , 2006b] and [Syed , Kaltenh •auser ,
et al., 2019], three di�erent removal heuristics and two insertion heuristics are used to generate
very large and diverse neighborhoods. Furthermore, the heuristics are dynamically weighted,
depending on how often they produced a better solution in recent iterations of the search.
The respective weighs decide which of the respective removal and insertion heuristics is used
in the next iteration of the search.

Another metaheuristic concept is \simulated annealing". The underlying idea for this
method originates from the process of the physical annealing with solids, in which crystalline
substances are heated and then allowed to slowly cool down until they achieve a lattice con-
�guration that is stronger than the original one. If the cooling process is su�ciently slow, the
lattice energy level is minimized and the resulting crystal is free of structural defects. This
behavior observed in thermodynamics is translated to discrete optimization problems by imple-
menting a temperature parameter, which decreases steadily over the course of an optimization
process. The \temperature" of the search is directly a�ecting the probability of accepting
non-improving solutions out of a neighborhood. This concept aims to ensure a diverse search
at the beginning, when the temperature and the probability of escaping local optima is high,
while being able to intensify the search in promising areas of the solution space towards the
end, when temperatures are low and only improving solutions are accepted. A thorough intro-
duction to the methodology and the history of applications is presented in [Nikolaev and
Jacobson , 2010]. In [Baugh et al., 1998], a multi-objective DaRP is solved with simulated
annealing, showing that simulated annealing performs well in terms of optimality and compu-
tation time for this kind of problem. [Osman, 1993] combines simulated annealing with a
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steepest descent heuristic for the initial solution and tests the algorithm on 26 instances of
static, symmetric VRPs, in many of which the optimal solution was found considerably faster
compared to other methods.

Like simulated annealing metaheuristics, \tabu search" methods avoid cycling and premature
terminations of searches by allowing worse or even infeasible solutions to be considered as next
step in the iterative search under certain conditions. These methods depend on lists of solutions
that already have been encountered during the search, not only to compare new solutions with
the best one found so far, but also to declare recently found solutions as \tabu", which avoids
cycling. Besides these \tabu" solutions, the iterative search is allowed to overcome local optima
by choosing neighboring solutions that are worse than the current solution. Implementations
of tabu search methods were found to be very e�ective for many variants of the VRP, both for
static and dynamic problem formulations. Static versions of the HFVRP and the DaRP are
solved with tabu search metaheuristics in [Brand ~ao , 2011], [Li et al., 2012], [Cordeau
andLaporte , 2003], [Pandi et al., 2018], and [S.Ho et al., 2018]. Both the MDVRP and
the PVRP are considered in [Cordeau , Gendreau , and Laporte , 1997]. [Toth and
Vigo , 2003] presents a granular tabu search approach for the DVRP and DCVRP in which
the neighborhoods are kept very small in order to further accelerate the search procedure.
Use cases of tabu search metaheuristics for dynamic variants of the VRP are presented in
[Gendreau , Guertin , et al., 1999] and [Attanasio et al., 2004], where the algorithm
was implemented on a parallel computing platforms to further increase the computation speed.
The dynamic DaRP is solved by means of a hybrid tabu search and constraint programming
algorithm in [Berbeglia , Cordeau , andLaporte , 2012]. Even more applications of tabu
search metaheuristics and overviews of various implementations can be found in [Br •aysy and
Gendreau , 2002], [Cordeau andLaporte , 2005], [Gendreau andPotvin , 2010] and
[Glover , 2013].

The second group of metaheuristics { the population-based algorithms { is characterized
by their shared inspiration from natural concepts. The range of implementations of these
concepts is very wide, and so is their applicability to various forms of the VRP. Probably the
most studied population-based approaches are \genetic algorithms" and the very closely related
\evolutionary algorithms". As the names of these metaheuristics suggest, the inspiration
for both of them is the concept of evolution in nature, where information is transmitted
via genes from one generation to the next. As in nature, populations (of solutions) can
mutate whenever o�spring (new solutions) is produced, leading to the eventual displacement
of one part of the population (old, bad solutions) by another (new, good solutions). The
�rst formulation, the theoretical foundations and �rst applications of a genetic algorithm are
presented in [Holland , 1975]. In [Prins , 2004], it is �rst implemented for a version of the
VRP and shows the potential to e�ectively �nd optimal solutions for static problem instances.
The static DaRP is solved with a genetic algorithm in [Jorgensen et al., 2007], a dynamic
version of the DaRP for the use case of ride pooling is considered in [Herbawi andWeber ,
2012].

Two methods that can be seen as improvements of procedures like genetic algorithms are
\scatter search" and \path relinking". The former addresses the fact that genetic algorithms
tend to produce solutions of poor quality at the step of so-called \cross-over operations",
when old solutions are randomly combined to produce an o�spring solution. This potentially
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detrimental element of the search procedure is avoided by the de�nition of a reference set
of solutions, which is a subset of the overall population that includes the best and most
diversi�ed solutions. This reference set is then iteratively combined and improved by means of
local search procedures. An implementation of this metaheuristic is applied on the VRPSPD
in [T. Zhang et al., 2012], where its performance is compared to a genetic algorithm and
found to be more e�cient, especially for large problem instances.

Path relinking, on the other hand, produces new solutions by gradually transforming one
solution into another, preferably connecting two solutions that are fairly far apart in the
solution space, and thereby exploring it e�ectively. This technique is often used to improve
the diversi�cation and intensi�cation of other metaheuristics, rather than as a stand-alone
optimization approach. In [S. C.Ho and Gendreau , 2006], this technique is combined
with a tabu search metaheuristic, which is found to improve the performance in terms of
both optimality and computation time. [Resende and Ribeiro , 2010] presents a detailed
introduction to both scatter search and path relinking techniques, together with applications
and common use cases.

Another concept to solve discrete optimization problems that is directly inspired by na-
ture is the so-called \ant colony" algorithm, which rely on information transmission based
on pheromone deposits. Starting from an initial solution, the search proceeds by choosing
solutions that are good according to the respective objective function. Subsequent iterations
follow that trail of former found solutions because of the pheromones that are placed there,
thereby increasing the pheromone deposit even further. Hence, the algorithm focuses on
promising areas of the solution space, intensifying the search where it needs to and moves
on from explored regions, whenever more promising areas are discovered. This approach is
found to be very e�ective for the minimization of 
eet sizes in the static DaRP in [Tripathy
et al., 2017]. An overview of implementations and applications is presented in [Dorigo and
St •utzle , 2010].

The third and �nal group of metaheuristics is summarized under the term \machine learn-
ing". Even though, technically, these concepts are inspired by nature as well, namely by
the processes that happen in brains, they are distinct enough from any other metaheuristic
approach to be considered as a group on their own.

Out of all approaches presented, the �eld of machine learning algorithms is probably the one
getting the most attention in recent years. The potential of its problem solving abilities is huge,
for all kinds of VRPs and optimization problems overall. With the increasing research focus,
the range of variants grows continuously. A few of the most promising ones are presented in
the following.

For purposes of categorization of machine learning approaches in context of the family of
VRPs, this work follows the structure from [Bai , Chen , et al., 2021], which provides a review
of recent literature on machine-learning-based optimization approaches for the VRP and its
variants. The �rst category considered decomposes large problem instances into subproblems,
thereby cutting the solution space into smaller parts that are faster to explore. In [C•omert
et al., 2017], this is achieved by �rst assigning customers to vehicles based on the solutions
found with three di�erent machine learning approaches: k-means, k-metoids, and density-
based spatial clustering of applications with noise (DBSCAN). Both k-means and k-metoids
build clusters of nodes by learning to minimize the distance between points that are labeled as
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part of a group and the respective center of this group. In the case of k-metoids, this center
needs to be a node itself, which is not the case for k-means algorithms. DBSCAN is based on a
nearest neighbor logic that clusters densely packed nodes, while isolating outliers. Out of these
three approaches, the best solution found is then further improved with a linear problem solver.
This two-stage method is shown to be very e�ective for the VRPTW. Another decomposing
strategy is applied in [Morabit et al., 2020], where a \graph neural network" is used to
select the most promising subset of columns generated in each iteration of a column generation
process. The concept of neural networks is based on the idea of richly interconnected nodes
to transmit information. Each link between these nodes is dynamically weighted, depending
on the \experience" of the algorithm with solutions generated using this link. The approach is
found to improve the column generation process by up to 30 % in terms of computation time.

The next category of machine learning approaches improves (meta-)heuristic procedures by
guiding the search process more e�ciently. [Bai , Burke , et al., 2007] uses a hyper-heuristic
method to solve the VRPTW and selects the heuristic to use at each step of optimization by
applying \reinforcement learning". The idea of this concept is to interpret the consequences
of a decision made by an agent (in this case the selection of a heuristic) in the system into a
reward and weigh future decisions accordingly, depending on the respective resulting state of
the system. Instead of reinforcement learning, [Syed , Gaponova , et al., 2019] uses a neural
network to �nd the best parameters for a LNS without manual tuning.

The third and �nal use case for machine learning techniques in the optimization of VRP
variants presented here is the construction of (initial) solutions from scratch. The CVRP is
solved using reinforcement learning in [Nazari et al., 2018], where this technique is found
to outperform classical heuristics in small to medium-sized problem instances with compara-
ble computation times, if the training time of the learning model is not considered. \Deep
reinforcement learning" is used to solve a complex formulation of a stochastic and dynamic
CVRP that also includes pickup-and-delivery constraints and time windows. In addition to
the concept of reinforcement learning, deep learning procedures allow the input data for the
problem to be less structured by the utilization of neural networks to transform it before the
optimization process starts. This method outperforms classical heuristics in terms of optimality
for small problem instances.

Before the conclusion of the review of metaheuristics for the VRP it should be mentioned
that in addition to the pure implementations of individual metaheuristics there is a whole �eld
of research about metaheuristic hybrids. As explained in more detail in [Raidl et al., 2010] and
[Talbi , 2016], methods from various categories can be combined to make use of the respective
strengths of the approaches in order to improve the diversi�cation or intensi�cation of the
search, and hence the performance of the algorithm in terms of optimality and computation
time. Overviews of metaheuristics, both pure and hybrid, can be found for all kinds of VRP
formulations, e.g., [Gendreau , Laporte , et al., 2002] focuses on the CVRP, [Tan et al.,
2001] on the VRPTW, and [D'Souza et al., 2012] on the PDP.

Exact Optimization

In contrast to both heuristic and metaheuristic approaches, exact optimization algorithms are
designed to be able to �nd solutions to discrete optimization problems that are globally optimal
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according to the respective objective function. Another de�ning feature of these techniques is
their ability to �nd bounds in which the optimal solution value is guaranteed to exist during
the search procedure. Hence, they can assess the optimality of the current solution relative
to the upper or lower bound of the problem, depending on if the objective function value is
to be maximized or minimized, and stop the search procedure when the respective bound is
found. Exact optimization methods are therefore often used as benchmarks to evaluate other
optimization techniques for all kinds of problem formulations.

The downside of this guaranteed global optimality is the relatively low speed in terms of
computation time compared to heuristic procedures. In many problem formulations, these
approaches rely on thorough searches of large parts of the solution space in order to �nd the
global optimum. In the family of VRPs, exact optimization algorithms are therefore often
used for static problem formulations, which are not too large or multi-dimensional in terms of
problem size and complexity. Exceptions to this rely on formulations that include smart cuts
into subproblems, strict constraints or other methods that e�ectively reduce the size of the
solution space.

Most exact optimization concepts rely on some kind of solution space reduction. One
of the �rst successfully implemented optimization methods for the TSP was the so-called
\branch-and-bound" algorithm in [Little et al., 1963]. The basic idea of this approach is to
explore the solution space by building a so-called decision tree. The \branches" of this tree
represent values of decision variables, each of which indicates whether or not a speci�c element
(e.g., a vehicle-request pair) is part of a solution. In order to avoid searching large parts of
the solution space, branch-and-bound algorithms determine upper and lower bounds during
the search by means of relaxation. This concept estimates the lower bound (in the case of a
minimization problem, without loss of generality) by relaxing certain constraints of the problem
and �nding the global optimum for this relaxed problem formulation, which is designed to be
quickly solvable. The implementations of branch-and-bound algorithms most often di�er in
the way the relaxation is executed. In [Little et al., 1963], the number of available vehicles
is relaxed, which means the lower bound of the problem to minimize the distance driven by
a single vehicle, while visiting all nodes in a network is found by calculating the minimal
distance assuming an arbitrary number of vehicles. Later publications focus on improvements
of the relaxation method in branch-and-bound algorithms, for example relaxing the constraint
of integer decision variables, hence reformulating the integer programming problem to a linear
problem. Overviews of these methods are presented in [Toth andVigo , 2002b] and [Semet
et al., 2014].

If the number of constraints of a VRP (or an integer programming problem in general) is too
large or the relaxation is found to be not strong enough, the problem often cannot be solved
by branch-and-bound algorithms in a reasonable amount of time. One concept that aims to �ll
this gap is referred to as \branch-and-cut" method, which �rst solves the linear relaxation of
any formulation of the VRP. If the solution includes non-integer decision variables, a \cutting-
plane" algorithm is applied to �nd additional linear constraints that are satis�ed by the integer
parts of the solution but not the fractional ones. Such constraints are called cuts, and solving
the resulting two subproblems with the bounds de�ned by the solutions of the relaxed problem
follows the branch-and-bound method. This procedure is repeated iteratively until an optimal
solution to the original formulation of the VRP (which is an integer programming problem) is
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found. Deeper introductions to branch-and-cut algorithms as well as a number of applications
in VRP solvers are presented in [Naddef andRinaldi , 2002] and [Semet et al., 2014].

Another approach to solve large-scale formulations of the VRP is to not consider each link
of the network the problem is de�ned upon to be part of the solution in the form of a decision
variable that is either 1 (in case the link is part of the solution) or 0 (if not). In [Balinski and
Quandt , 1964], the CVRP is served instead by treating whole routes (lists of nodes to cover,
referred to as \columns") of vehicles as variables that constitute a solution. Solutions are only
considered feasible, however, if each node in the network is visited exactly once. This kind
of problem formulation is called \set partitioning". The main weakness of this concept is its
scaling behavior: the number of columns grows exponentially with the number of customers.
The concept of \column generation" aims to avoid that. It starts with solving the linear
relaxation of the original problem with only a subset of feasible routes. Out of all the routes
not included, the optimal one is derived according to an objective function that aims to �nd
variables that improve the original objective function value. This subproblem is often referred
to as \pricing problem". If the pricing problem is not able to �nd a variable that further
improves the original objective function, the solution is optimal. Column generation is found
to be very e�ective for the exact optimization of the VRPTW [Desrosiers , Soumis, et al.,
1984] and the HFVRP [Taillard , 1999].

Combinations of branch-and-cut algorithms and column generation methods are currently
found to be among the most e�ective exact optimization techniques to solve a variety of VRP
formulations. Such hybrids are termed \branch-and-cut-and-price" algorithms. [Fukasawa
et al., 2004] presents an implementation that solves the CVRP optimally with 135 customers.
In [Pecin et al., 2016], the approach was further improved to solve similar problems with
up to 360 customers. A more complex problem formulation is considered in [Ceselli et
al., 2021], where electric vehicles are routed optimally between charging stations that use
varying charging technologies. An overview of more applications of branch-and-cut-and-price
algorithms is presented in [Costa et al., 2019].

Depending on the problem formulation, the number of constraints and the complexity of the
model, optimal solutions to variants of the VRP can also be found using simpler procedures.
Commercial solvers, such as CPLEX ([IBM ILOG CPLEX , 2017]) and Gurobi ([Gurobi
Optimization , 2021]), solve generic integer programming and linear problems using the
\simplex" method. This method makes use of the fact that the feasible region of the solution
space of such problems can be represented as a polytope. The simplex algorithm is designed
to move along the edges of such a polytope, representing an improvement of the objective
function, until another vertex is reached. If an edge is found to be in�nitely long, the problem
is not solvable, otherwise the next vertex represents a better solution than the one before.
If no further improvement can be obtained, the optimal solution is found. This procedure is
found to be very e�ective for a variety of di�erent problems in the family of VRPs, e.g., for
the VRPTW in [Baldacci et al., 2011] or the DaRP in [Hyland andMahmassani , 2018]
and [R.Zhang , Rossi , et al., 2016].

Many real-world applications of the VRP are intrinsically dynamic and need to be solved
quickly. If the solution space of such problems is too large, exact optimization algorithms
alone may take too long to �nd feasible solutions for the whole problem. However, many
dynamic problems can be divided into smaller subproblems that are constrained enough for
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Figure 2.4: The three stakeholders of ODM services and a selection of performance indicators
that need to be optimized from their perspectives.

such solvers to �nd globally optimal solutions. Aggregating the solutions of these subproblems
does not add up to the global optimum of the overall problem in general. Nonetheless, this
method produces good results for dynamic problem formulations, especially in combination
with heuristic procedures. Examples can be found in [Berbeglia , Cordeau , andLaporte ,
2012], [L.Zhang et al., 2017] and [Erdmann , Dandl , and Bogenberger , 2021], all
solving dynamic DaRPs, which is the standard problem formulation used in modern ODM
services, as discussed in this work.

2.3 On-Demand Mobility Services and Customer Models

The �nal section of this research background focuses on presenting the applications and use
cases of the problem formulations and optimization methods introduced in the other sections,
speci�cally in ODM services. Such services allow customers to be transported comfortably
within a de�ned business area. In order to provide a high-quality user experience, minimize
the negative impact on (or even improve) tra�c in the business area, and to be pro�table at
the same time, ODM operators need to make sure their 
eets are managed optimally. The
three key stakeholders of ODM services are shown in Figure 2.4, together with important
performance indicators from their respective point of view. The resulting problem formulation
translates to a version of the dynamic DaRP.

Most ODM services can be categorized in \ride hailing" or \ride pooling" use cases. Ride
hailing services are characterized by the fact that customers are served individually, which
means there are no rides shared with other customers and therefore no detours between a
pickup location and the respective destination. Such services are very similar to classical taxi
services, one di�erence being the lower fares. One of many reasons for these lower fares is
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the central optimization of the ODM 
eet in contrast to the more independent taxi drivers.
Ride hailing can imply a higher service quality compared to ride pooling due to the direct and
individual transportation, but often lacks a positive tra�c impact, because in order to pick up
the next customer, an ODM vehicle needs to drive there emptily from its respective location.
Since ODM services are most pro�table in regions with dense demand, they are mainly o�ered
in urban areas, which tend to su�er from tra�c problems anyway. Therefore, ride hailing
services often are opposed not only by taxi drivers, who fear the competition, but also city
o�cials, who do not want to have additional vehicles on the streets, which on top drive around
emptily a considerable amount of time. In [Henao andMarshall , 2018], the average ride
hailing vehicle is found to drive around emptily 40.8 % to 83.5 % of the time.

Ride pooling services, on the other hand, o�er rides that can be shared between customers,
potentially reducing the fares for each of them. When sharing a ride, service users need to be
willing to make a detour in order to pick up or drop o� another user of the service, which might
delay their own arrival at the destination. Together with the lack of privacy and possibly space,
pooled rides are often considered to be less comfortable than rides that are taken alone. Due to
the high occupancy of ride pooling vehicles, this kind of service has the potential to e�ectively
decrease the tra�c in its business areas, even though not every ride pooling trip is actually
a shared ride. Recent studies found that most of the customers using ride pooling services
are not substituting trips they would normally make with their own car, though. [Schaller
Consulting , 2018b] presents a meta-study of the mode replacement due to the availability
of ODM services in several US-metropolitan areas and found that even if half of all rides made
with a ride pooling service would be shared (which is a rate that is currently not met by any
service provider), such services would increase the miles driven in the respective business area
by around 120 %, because most of the users switch from modes other than their own car.

Another reason for empty mileage due to ODM services is the process of repositioning parts
of the 
eet in periods of low demand in order to be able to serve more customers when the
demand is higher. This �eld of managing ODM 
eets is not the focus of this work. However,
since an e�ective repositioning algorithm is crucial for the performance of any ODM service,
a short review of the research done in this area is presented.

Ride Hailing Services

The variety of studies about ride hailing services is broad, since this transportation mode
is closely connected to taxi services, which are part of urban transportation systems for the
better part of the last century. The central optimization of assignments of vehicles of a uni�ed

eet to service customers is what distinguishes the ODM ride hailing use case considered
in this work from the classic taxi service. Established service providers like Uber, Lyft or
DiDi o�er such services since around ten years now [Uber , 2021], [CNN , 2021], [Chuxing ,
2021]. The concept often includes non-professional drivers who transport customers using their
private vehicles. The connection between customer and driver is provided via the respective
company's mobile application. Even though labor conditions and payments are reported to
be poor [Kollewe and The Guardian , 2019], the driver is by far the largest cost factor
for ODM service providers. Therefore, many research studies assume automated ODM 
eets,
which also allows the use of less complex simulation models because of fewer constraints and
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model parameters, like individual drivers' working hours, the freedom of choice for each driver
to reject customers or human errors, like using the wrong route to a destination.

A dispatch algorithm for DiDi is presented in [Xu et al., 2018], in which a reinforcement
learning procedure is used to optimize both the short-term assignments of vehicles to users
as well as the long-term service performance. [R.Zhang , Rossi , et al., 2016] proposes a
model predictive control approach, which includes the repositioning problem in the general
objective function and allows the integration of additional constraints, like the charging of
electric vehicles. Another study that combines the optimization of assignments in a ride
hailing service with the repositioning problem is presented in [Hyland , Dandl , et al., 2020],
indicating that the service performance depends heavily on the quality of the repositioning
algorithm. In [Nair et al., 2020], the relative amount of empty mileage produced by a ride
hailing service in a case study of Austin is investigated. Empty mileage is found to constitute
to at least 36 % of all miles traveled by the ODM 
eet, mainly in suburban and rural parts of
the business area.

A very commonly used data set for simulations of ODM services in general is the open-
source Manhattan taxi data set [NYC Taxi & Limousine Commision , 2021]. This data
set provides rich data about the entirety of customer requests for yellow cabs in the business
area of Manhattan in New York City, including exact time stamps, ride durations and pickup as
well as drop-o� locations, which are provided as zones rather than exact coordinates since July
2016. In [Syed , Kaltenh •auser , et al., 2019], ride hailing services with varying batching
times are tested in an asynchronous simulation framework using 5 %, 10 % and 20 % of this
data set. The batching time is the period of time the operator of an ODM service waits
for new requests before globally optimizing the assignments. As this study is conducted in
asynchronous simulations, meaning the optimization is done in parallel to the actual simulation

ow, the batching time is also equivalent to the maximum duration allowed to optimize the
assignments, since at that point a batch of new requests would be needed to be optimized. It
is found that longer batching times improve the system performance, while they intrinsically
mean longer response times for customers, as they need to wait until the initial assignment of
their request is found during the �rst optimization after they have sent it.

In [Hyland andMahmassani , 2018], arti�cially generated demand in a Manhattan grid
is studied, introducing six variations of ride hailing services, changing model parameters, for
instance the kind of optimization (heuristic or global), the set of considered vehicles (only idle
ones or also vehicles en-route to a drop-o� location) and the inclusion of reassignments of
requests. It is found that global optimization improves the system performance, especially in
scenarios considering more subsets of vehicles and requests, in particular if the 
eet size is
small relative to the demand rate. A study of ride hailing services in Manhattan using the
full data set is conducted in [Erdmann , Dandl , and Bogenberger , 2021]. In order to
avoid long response times for customers, a two-step optimization approach is used, which
�rst formulates pickup time windows based on one of two considered heuristics, referred to
in this context as \immediate response strategies", before periodically performing a global
optimization. This approach, �rst introduced in [Erdmann , Dandl , and Bogenberger ,
2019] and improved in [Erdmann , Dandl , Kaltenh •auser , et al., 2020], is compared to
service models that either only use immediate response strategies or only global optimization
and it is found that the two-step method performs very similar to the service model relying
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only on global optimization without the drawback of long initial response waiting times.
This work builds upon the �ndings of [Erdmann , Dandl , andBogenberger , 2021], by

enhancing the evaluation of the ride hailing services used in this study, to �nd an answer the
question, how an ODM service model needs to be designed to combine optimal assignments
of requests with quick response times, as formulated in RQ1 at the end of Chapter 1.

Ride Pooling Services

Ride hailing services are associated with much empty mileage driven and low vehicle occupancy,
which are disadvantageous not only for cities, but also for service providers that need to pay
for the energy consumed during empty trips and want to maximize the number of paying
customers. This led to a shift of focus of ODM providers towards ride pooling services, which
allow customers to share their rides, often in exchange for discounts on their fares. Operators
on the other hand can thereby increase the e�ciency and pro�tability of each vehicle in the

eet, which leads to more customers who can be served or smaller 
eets to serve the same
amount of customers compared to ride hailing service models.

[Alonso-Mora , Samaranayake , et al., 2017] presents an optimization algorithm that
is able to e�ciently �nd optimal assignments of groups of customers to available vehicles. The
customer groups need to be precalculated in order to �nd combinations that result in solutions
with minimal travel delays for service users. This method is shown to be very e�ective for
large problem instances, which makes it rather unique in the area of ride pooling optimization
algorithms, which often su�er from the enormous solution space involved in such problems.
Results indicate that a 
eet of 3000 vehicles can serve 98 % of the demand currently covered
by roughly 13 000 taxis in Manhattan when ride sharing is o�ered. A case study for Munich
which makes use of a similar optimization algorithm is presented in [Engelhardt et al.,
2019]. It also �nds the algorithm to be very e�ective for the assignment problem. Evaluating
500 to 7500 requests per hour, results indicate that with growing demand and proportionally
increasing 
eet sizes the percentage of customers served also increases, further indicating the
capability of the algorithm to perform well in large problem scenarios. The system performance
is measured for varying maximum detour times, which is the allowed additional trip duration
relative to the time needed for the direct ride from the pickup to the drop-o� location. Longer
maximum detour times result in more shared rides, more served customers and improved
service performance overall. These results are also con�rmed for a case study of Manhattan
in [Hyland andMahmassani , 2020].

Other important model parameters are examined in [Bilali , Dandl , et al., 2019] and
[Bilali , Engelhardt , et al., 2020]. The maximum waiting time, as well as the time that
requests are reserved before the planned pickup, are both shown to also have a signi�cant
impact on the system performance. The models used in these studies are based on the
analytical calculation of the \shareability", �rst introduced in [Tachet et al., 2017]. This
concept relies on the analytical computation of the chance to �nd shareable trips in a business
area. It is deterministic, in contrast to most of the other studies mentioned in this section,
which rely on agent-based simulations. Therefore, the impact of service parameters can be
evaluated easily, since the system performance depends directly on each of them. However,
such models cannot re
ect systematic e�ects of individually acting agents, which typically
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results in additional e�ects on the service performance that cannot trivially be accounted
for in analytical models and implies a certain level of randomness and unpredictability for
su�ciently complex models. The uncertainty in ride pooling services is further investigated
in [Fielbaum and Alonso-Mora , 2020]. In addition to the uncertainty of the individual
waiting times of customers, which is also present in ride hailing services, in ride pooling another
unreliable factor is the trip duration, which can change while a customer is already on board
due to new requests that are served by the same car.

In this work, the challenging question, how to make full use of the potentials of ride pooling
by using an ODM service model, that needs to handle the complex assignment of shareable
trips, is examined further. The investigated service models are compared in their system
performances and their respective way of interacting with the customer, as explained in RQ1.

Repositioning Methods

In [Horn , 2002], repositioning is part of a service that includes ride hailing and ride pooling
considering \online" requests for immediate transfer and \scheduled" trips reserved by cus-
tomers a certain amount of time before the pickup is supposed to happen. The repositioning
algorithm uses heuristics to determine which locations in the network are undersupplied with
vehicles to serve the projected demand. Two heuristics are applied: one assumes a \pseudo-
omniscient" forecast of demand, taking into account the entire data set used in the respective
simulation and counting the requests during a certain period of time within prede�ned areas
of the network, accumulating vehicles accordingly. The second method projects upcoming
demand based on historical data, interpolating the demand that recently occurred in the areas
of the network. Both of these concepts are common in many repositioning algorithms, the
latter varies in what historical data is used to project the demand, though.

The concept of using time-varying Poisson models for demand prediction was �rst introduced
in [Ihler et al., 2006]. It is based on the idea to use the periodicity of demand patterns,
e.g., anticipating higher demands for mobility on weekdays or during rush hours. The system
performance varies depending on three parameters: information quality, temporal and spatial
granularity. The information quality typically rises with the amount of time that is used to
determine the periodic demand patterns and the number of requests that constitutes this
demand, because smaller data sets generally tend to be more error-prone. The impact of
temporal and spatial granularity is evaluated in [Wen et al., 2019], [Dandl , Hyland , et
al., 2019], and [Hyland , Dandl , et al., 2020], indicating that higher spatial resolutions
improve the system performance signi�cantly, whereas the temporal granularity is found to
have a smaller impact.

The repositioning problem can be solved as part of the vehicle-assignment problem, inte-
grated in the objective function of the respective VRP, or as a separate optimization prob-
lem, solved periodically, using the vehicle schedules as input and constraints. The integrated
method, also referred to as short-term repositioning, is used in [Alonso-Mora , Wallar ,
et al., 2017] and [Dandl , Hyland , et al., 2019] for ride pooling services and is found to
perform well in highly dynamic scenarios, but struggles to optimally distribute ODM 
eets over
large business areas. A survey of a number of short-term forecasting methods is presented in
[Sayarshad andChow , 2016].
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On the other hand, long-term repositioning allows to consider longer time horizons of de-
mand forecasts and therefore to balance the supply of ODM vehicles over the entire business
area according to the anticipated demand. However, long-term strategies su�er from the
fact that predictions further in the future are less reliable and cannot react on short-term
imbalances. A case study for the city of Austin using this method in a ride pooling service is
presented in [Fagnant et al., 2016]. A combination of both short- and long-term reposition-
ing is introduced in [Dandl , Hyland , et al., 2020], making use of the advantages of both
approaches and showing promising results in ride pooling service simulations for the cities of
Chicago and New York City.

Customer Models

In the research area of ODM services and the simulation of such, the subject of customer models
is a rather new one and the literature background is rather scarce. The system performance
as well as the degree of realism of the respective simulation evaluated is heavily impacted by
the choice and design of it, however. Most of the aforementioned works use a very simplistic
customer model that includes a certain minimum level of o�er quality, which results in an
immediate acceptance of the o�er if it is met and an immediate rejection otherwise. This
o�er quality is mostly de�ned exclusively by the waiting time associated with the respective
o�er, meaning that operators who are aware of the maximum waiting time accepted by their
customers, can make sure to maximize the number of accepted o�ers by completely ignoring
requests that cannot be picked up in time and only optimizing requests which can be assigned
to vehicles that serve them before their maximum waiting time is up.

Such a customer model is problematic for a number of reasons. First, simulations using it
tend to overestimate the system performance in comparison to real-world applications because
of the neglected reaction times of customers when responding to o�ers made by the service
providers and the possibility of delayed rejections. They also do not account for the fact that
each customer is di�erent from another, including the priority and length of the maximum
waiting time when it comes to the decision if an o�er is accepted or not. This may result
in unexpected rejections of o�ers, potentially after the assigned vehicle is already on its way,
causing extra empty mileage, costs and blocked vehicles that might have been able to be
assigned to other requests in the meantime.

The need for more sophisticated customer models is addressed in recent publications. A
probabilistic model is presented in [Al-Kanj et al., 2020], where a customer model is imple-
mented in a ride hailing service model that includes \surge pricing", a concept in which the
fares for customers vary depending on the current demand. Increasing the fares during peak
hours also increases the probability of customers to reject o�ers, which is bearable for the
service provider because in these periods of the day, the utilization of the ODM 
eet should be
close to maximum if the 
eet size is chosen appropriately. In [Dandl , Engelhardt , et al.,
2021], it is shown that it can be bene�cial to reject customers immediately who cannot be
picked up within a de�ned maximum waiting time, allowing operators to focus on a relevant
subset of all requests. If this maximum waiting time is su�ciently long, it can be assumed that
the share of rejected customers is low enough to guarantee a net pro�t from this approach
compared to service models that do not include any parameter for the maximum waiting time.
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A novel approach to model customers in ODM services is presented in [Yu andHyland ,
2020]. The concept of this so-called \di�usion customer model" is based on the idea of users
going through decision-making processes when receiving an o�er from the service provider. The
duration and outcome of each decision-making process depends on individual user parameters
as well as the quality of the o�er. Because of the novelty of this approach, it is mainly found in
other research areas, often closely connected to behavioral science. The impact of age on the
decision-making process is examined in [Theisen et al., 2020], where it is found that older
people are slower in non-decisional processes, like understanding information and the motoric
execution of responding, and tend to make more conservative decisions than younger persons,
who decide more spontaneous. A detailed overview of applications of di�usion decision models
is presented in [Ratcliff et al., 2016].

A detailed evaluation of the di�usion customer model as part of an agent-based ODM
service simulation has not yet been conducted. This work implements a variation of it in
order to address the lack of customer models used in evaluations of ODM service models, as
stated in RQ2. That includes varying durations of decision-making processes, depending on
o�er qualities as well as customer model parameters and analyses of the interaction between
customers and service models and the e�ects on the system performance.
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Chapter 3

Problem Formulation and Methodology

After the introduction to the state of the art in the research �eld of ODM services, the following
chapter provides details of the approach used in this work to answer the research questions
formulated in Chapter 1.

The investigated service models are described and compared in Section 3.1. Section 3.2
provides the mathematical problem formulation of the optimization problem used to manage
the ODM 
eet throughout the conducted simulations. It also describes the di�erences and
relations between the objectives of a service and the control function used to make assignments
during a dynamic optimization problem. Section 3.3 introduces a customer model used in many
studies presented in the literature, which serves as base model for this work.

The subsequent section focuses on the case study presented by �rst introducing the simula-
tion framework used to test the various service models in Section 3.4.1. The parameters used
during these simulations are described in Section 3.4.2, di�erentiating between constants and
variables evaluated in parameter sensitivity analyses of the service models. The performance
indicators used to compare the models are presented in Section 3.4.3.

The de�nition of the service models investigated and the formulation used to describe the
dynamic optimization problem in this work are essential to understand its means and results.
This section therefore �rst introduces the ODM use cases considered, namely ride hailing and
ride pooling. Subsequently, three service models are described: Service Model 1 relies on
assignments of user requests and ODM vehicles only based on a heuristic procedure, Service
Model 2 combines this heuristic approach in a 2-step service model with the potential of
global assignment optimization, while Service Model 3 does not use any heuristics and only
uses globally optimized assignments.

The concept of how the 
eet of ODM vehicles is managed in each of these service models
varies, albeit some aspects remain unchanged. For example, the global objective and the
control function used in all three service models are the same. Also, the repositioning algorithm
used to increase the availability of vehicles in all relevant parts of the business area stays the
same throughout all simulations. Both of these constant elements of this work are described
in Section 3.2, followed by the de�nition of the customer model used as a base model in this
work.

3.1 Service Models

Like many other ODM services described in the literature, the models considered in this work
share some common properties:
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� Vehicles in the 
eet are coordinated by a central operating algorithm (\operator"), which
assigns jobs to them, that are listed chronologically in each vehicle's own task queue.

� While the 
eet as a whole is homogeneous, each individual vehicle acts as an agent
within the simulation framework.

� Service requests are unknown to the system until they are sent to the service operator
and need to be handled dynamically.

� Assignments of vehicles to requests are based on a control function designed to optimize
the service performance.

� If the user waiting timetw until pickup implied by an assignment made by the operator
surpasses a certain maximum waiting timetmax, the user rejects the service o�er.

� The repositioning of vehicles within the business area of the service is managed by a
separate algorithm which remains unchanged between the simulations.

Besides these shared features, the three service models that are compared in this work di�er
in their basic concepts for assigning vehicles to requests and their respective customer-operator
interactions, which are explained in detail next.

Service Model 1: No Global Optimization

The �rst service model is in many ways the simplest one. The reason for this is its main
characteristic: assignments of vehicles to user requests are exclusively based on a heuristic
procedure. It is therefore referred to as Service Model 1 with \no global optimization".

Figure 3.1: Concept of Service Model 1.
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Figure 3.1 illustrates the concept of the assignment process in Service Model 1. Orange
items represent the start (\request") and end point (\pickup") of the assignment process,
green items describe backend processes on the side of the operator, and blue items indicate
elements which depend on user decisions.

Using this service model, after a user has sent a service request (box 1), the operator is
able to communicate an o�er immediately, based on an assignment made with a use-case
speci�c heuristic method (box 2). If the service o�er is rejected by the customer, the request
is removed from the system (box 3). If it is accepted by the user, the assigned vehicle is
immediately locked to the respective request. The user then receives the vehicle identi�cation
number (ID) as well as either (i) the exact pickup time, because later changes are impossible
due to the design of the heuristic method (ride hailing use case), or (ii) a projected pickup
time window, because changes within the task queue of the assigned vehicle are allowed by the
(ride pooling) heuristic until the projected waiting time becomes shorter thant lock (box 4).

Service Model 1 can provide a very good service experience for customers in terms of
response time and reliability, because the initial assignment can be found and communicated
very quickly. On the other hand, the assignments made for each request independently, based
on the heuristic methods, do not necessarily lead to an optimal { or even good { solution for
the whole system.

Service Model 2: 2-Step Service Model

The second service model aims to combine the advantages of quick responses due to initial
assignments based on heuristics with the potential of global optimization. The concept in-
cludes possible reassignments of individual requests that can be part of solutions found during
periodical optimizations, which include all assignments that are not locked yet. When the pro-
jected pickup of a particular user is imminent, the currently assigned vehicle is locked to the
respective request and the user receives a second o�er with the details of the pickup. Service
Model 2 is therefore referred to as \2-step service model", because unlike Service Model 1 two
o�ers are sent to the users.

An overview of the assignment process of Service Model 2 is presented in Figure 3.2. Similar
to Service Model 1, after the request is sent and the initial assignment is made based on a
heuristic method, the respective user decides whether or not the associated o�er is accepted or
not (boxes 1-3). The initial o�er includes a pickup time window in which the user is projected
to be picked up in. If the initial o�er is accepted, the operator checks if the implied user
waiting timetw until pickup is shorter than a prede�ned service variablet lock. This parameter
is referred to as \lock time" and speci�es at which point before the pickup an assignment is
locked. If the pickup is imminent and hence the waiting time shorter thant lock, the assignment
is immediately locked and the user does not receive a second o�er until the eventual pickup
(box 4). In fact, the service experience for a user of Service Model 2 is then indistinguishable
from Service Model 1.

If, however, the time until pickup is longer thant lock, the assignment is not yet locked, but
instead subject to the next global optimization, happening at the end of each optimization
period, during which requests are collected and bundled. This process is referred to as \batch-
ing". As a result of optimization, vehicles can potentially be reassigned to other requests or
assignments can remain unchanged, depending on what is globally the best solution according
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Figure 3.2: Concept of Service Model 2.

to a prede�ned control function (box 3a). A request can only be reassigned to another vehicle
during global optimization as long as the assignment is not locked. As soon as the currently
assigned vehicle is close enough to the pickup location, so that the remaining waiting time is
shorter thant lock, a second o�er is sent to the user, including the exact pickup time as well
as the vehicle ID (box 3b). Again, this o�er can be rejected by the customer, which results
in the request to be eliminated from the system. If it is accepted, though, the assignment is
locked and will not be changed until the pickup.

This 2-step service model targets the weak spot of Service Model 1 by including periodic
reassignments of vehicles according to a control function, which aims to optimize the system
performance overall. Hence, the user experience is no worse in terms of response times,
because the same heuristic procedures are used, and the average waiting times until pickup are
potentially better because of the global optimization. The downside of decreased reliability for
customers because of the chance to be picked up before or after initially projected is addressed
with the inclusion of a pickup time window in the initial service o�er, that limits the uncertainty
of the waiting time.

A 
aw of both Service Models 1 and 2 is the intrinsic �rst-come-�rst-serve principle that
leads to a higher chance for users that send their requests later to receive a worse service
o�er, ultimately potentially resulting in a rejection. The probability for this is independent
of the potential pro�t or the impact on the system implied by the requests in question, but
solely depends on the order in which they have been sent. The potential forfeit in system
performance can only be avoided by not immediately respond to user requests, but instead
delay the initial o�er in order to evaluate service requests that are sent shortly after and
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compare them with each other before sending the best service o�ers to the most bene�cial
ones for the overall system. Such an approach can decrease the perceived service quality
for users, though, because the response time after the initial o�er is crucial for a good user
experience.

Service Model 3: Only Global Optimization

The third and �nal service model considered in this work exploits precisely this chance for
improved system performance at the cost of longer response times. It does not make use
of any heuristic method to �nd an initial assignment for new requests, but delays the initial
service o�ers until the end of each optimization period after taking into account all new and
all unlocked requests in a global optimization. Hence, Service Model 3 is referred to as the
one using \only global optimization".

Figure 3.3: Concept of Service Model 3.

In Figure 3.3, the concept of this service model is illustrated. Most of the service's aspects
are similar to Service Model 2, including the period between initial o�er acceptance (box 3) and
eventual pickup (box 4). The crucial di�erence between both models can be found between
the service request (box 1) and the initial o�er (box 3). Instead of immediately responding to
the user, the initial assignment of a vehicle to the new request is only made after it is batched
with other new requests during the current optimization period and the subsequent periodic
global optimization takes place (box 2). Since the optimization period is a �xed service model
parameter, the average response time is half this period's length, which results in a noticeable
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delay of information as well as potentially longer pickup waiting timestw experienced by
customers due to the delayed assignment of vehicles.

The optimization potential added by the globally optimized assignments leading to the initial
o�ers to service users has to make up for these systematic 
aws of the service model. While the
simulated users in this work take into account the longer waiting times when reacting to service
o�ers, the added response time is not directly considered in the evaluation of o�er qualities.
The system performance achieved with Service Model 3 therefore has to be considered as an
upper bound of the optimization potential.

Figure 3.4: Chronologies of communication for three service model concepts. Note varying tim-
ings of communicating acceptances/rejections (A/R), pickup times (PT) and time
windows (TW). Inspired by [Erdmann , Dandl , andBogenberger , 2021].

All three service models presented in this work include unique features that bring bene�ts
as well as disadvantages for service providers, o�cial authorities and service users. Evaluating
them and quantifying these di�erences will help decision makers to decide which service models
�ts their needs best. An overview of the chronologies of communication processes between
service providers and users for various assignment concepts is presented in Figure 3.4.

Note that Chronology 1, shown on the left, only represents the temporal order of communi-
cations in Service Model 1 in the ride hailing use case. As described before, the decision if the
request is accepted or rejected (\A/R"), as well as { in case of an acceptance { the information
about the exact pickup time (\PT") can be communicated to the customer immediately when
the request is answered by the operator.

In the ride pooling use case, Service Models 1 and 2 appear very similar from a customer's
point of view. In both models, when initially responding to the customer, the service operator
communicates a projected pickup time window (\TW") to accepted users. As soon as the
remaining waiting time until the anticipated pickup timetpu reaches a prede�ned lock time
t lock, the exact pickup time is locked and sent to the customer. This chronology is presented
in the center of the �gure and also represents Service Model 2 in the ride hailing use case.

Chronology 3 is the temporal order of communication in Service Model 3 in both the ride
hailing and ride pooling use case. As shown, the decision if a certain request is accepted or
not is made by the operator during the �rst global optimization after the time of request. At
this point, accepted users receive a projected pickup time window, before also receiving the
exact pickup time as soon as it is locked.
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3.2 Fleet Management

The ODM services evaluated in this work are all operated by a central entity, referred to
as service operator. The service operator aims to e�ciently coordinate a 
eet of vehicles in
order to ful�ll certain objectives. These objectives can be manifold and complex, because the
operator has to consider multiple stakeholders, including the service provider, who wants to
maximize the pro�tability, the customers, who need to be satis�ed with the service experience
in order for the service to be successful, as well as the o�cial authorities of the area the service
is o�ered in, which have the power to e�ectively shut down the local business entirely.

The means how exactly to achieve that goal varies between the service models and use
cases considered in this work. However, one central element of the operator remains the
same in order for the scenarios to be compared equitably: the control functionFcon. This
function de�nes the basis on which assignments between service vehicles and user requests
are made, both in heuristic and globally optimized procedures. Because these assignments are
made dynamically, the control function is not necessarily identical with the objective function
Fobj of the service, which represents the long-term optimization of certain service parameters.
However,Fcon andFobj are closely connected and need to be formulated carefully in order for
the service to perform well in the most important categories.

The control function used in this work includes three termsF1; F2 and F3. F1 represents
the total driven mileage associated with a solution,F2 the total user waiting time andF3 the
number of requests served. Their respective priorities are represented by the weights� , � and

 , each associated with one of the terms. The general form of the control function is

Fcon = �F 1 + �F 2 + 
F 3: (3.1)

Fcon evaluates the quality of a solution to the current state of a dynamic DaRP, which consists
of assignments of task queues� i of lengthN i to vehiclesi 2 I . Every task queue is a list of
jobs, which the respective vehicle needs to perform at an associated location. In the context
of vehicle-user assignments, a job can be either a user pickup or a user drop-o�.

The standard set of constraints of the DaRP formulation used in this work can be summarized
as follows:

� Constraint 1:Unitarity
Each user is served by one vehicle at most and to each vehicle at most one task queue
is assigned.

� Constraint 2:Precedence
Each served user's pickup takes place before that user's drop-o�.

� Constraint 3:Capacity
At no time any vehicle carries more passengers than it can carry.

� Constraint 4:Maximum Waiting Time
No assignment implies a user waiting timetw longer thantmax.

All of these constrains are commonly used in DaRPs and guarantee that solutions are valid
and physically feasible. In the simulations of this work, Constraints 2-4 are handled as part of
the preprocessing of the optimization.
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Depending on the use-case speci�c constraints, a task queue might consist of multiple jobs
associated with one or more user requests. The task queue of a vehiclei 2 I that serves a
subset (\bundle") of usersk � J on the best tour, is de�ned as� ik . The means of how to
�nd the best tour for a bundle of users are described in the chapters covering the ride hailing
and the ride pooling use cases, respectively. Additionally,K j describes the set of bundles
k 2 K j which contain requestj 2 J , K i the set of bundlesk 2 K i which can be assigned
to vehiclei 2 I , and I k the set of vehiclesi 2 I k that are connected to a bundlek. The
number of users in bundlek who are picked up by vehiclei outside of their respective time
window when applying the associated task queue� ik is referred to asnp(� ik ), while the subset
Ja � J contains usersj 2 Ja which already accepted an o�er and should hence be part of
subsequent solutions. These sets are also generated in the aforementioned preprocessing step
of the assignment procedure.

If an assignment of vehiclei 2 I to a bundle of usersk � J is part of a solution, the
corresponding decision variablex ik is de�ned as 1, otherwisex ik = 0. Since the solution,
encoded as a set of decision variablesx ik , is the only variable in the control function, the
minimization ofFcon can be written as

min
x ik

(Fcon(x ik )) = min
x ik

(�F 1(x ik ) + �F 2(x ik ) + 
F 3(x ik )) (3.2)

s.t.
X

k2 K i

x ik � 1 8i 2 I (3.3)

X

k2 K j

X

i 2 I k

x ik � 1 8j 2 J (3.4)

X

k2 K j

X

i 2 I k

x ik = 1 8j 2 Ja (3.5)

x ik 2 f 0; 1g 8i 2 I; 8k 2 K i : (3.6)

Equation 3.3 ensures that to each vehiclei 2 I at most one bundle of requestsk 2 K i and
therefore one associated task queue� ik is assigned. In Equation 3.4, the maximum number
of vehiclesi 2 I k to which a bundlek of requests can be assigned to, is set to one for
all requestsj 2 J . Already assigned requests are guaranteed to be part of the solution by
Equation 3.5. Together with the de�nition ofx ik as a binary decision variable in Equation 3.6,
the combination of the constraints in Equations 3.3 and 3.4 represents the unitarity constraint.

The �rst term F1 represents the total mileage driven by all vehiclesi 2 I of the 
eet. It is
calculated by adding the distancesd between the current position of the vehicle to the �rst
stop and between all stops associated with the jobs in each vehicle's task queue� i .

F1 =
X

i;k
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�
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ik )
�
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N iX
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�
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ik

�
; z (� n

ik )
�
!

x ik ; (3.7)

wheren is the index of the task queue of vehiclei with length N i , z (� n
ik ) is the location

associated to the job with indexn in the task queue� ik and d(z1; z2) is the route length
between locationsz1 and z2. Note that if a task queue is empty, the subsetk of served
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requests is empty too and the mileage of vehiclei does not contribute to the overall sum. If
only one job is in the task queue� ik of vehiclei , N i = 1 and the second sum in Equation 3.7
covering the distances between jobs in� ik does not contribute to the distance driven by the
vehicle.

Because the optimization target in Equation 3.2 is to minimize the overall sum of the
weighted terms, preferable solution attributes contribute negative values, while undesired as-
pects of assignments are modeled as positive parameters, that need to be avoided in order to
minimizeFcon. Hence, the weighing factor� is chosen to be positive. The values chosen for
all weighting factors are presented in Section 3.4.2, in which the parameter sets of the case
study are described.

The second termF2 in Equation 3.1 is the representation of the total user waiting time
implied by a solution. The sum of individual waiting timestw;k (� ik ) of each bundlek � J of
users is calculated for all potential task queues� ik as part of the preprocessing. The total user
waiting time then reads as

F2 =
X

i;k

tw;kx ik : (3.8)

Again, this term is targeted to being minimized, hence� is chosen to be positive.
The third and �nal termF3 of the control function represents the total number of user

requests served by vehicles assigned according to the solution and penalizes assignments that
imply pickups outside of time windows associated to users. Because of the unitary constraint,
the number of requests served is equivalent to the sum over the cardinalities of the subsets
k � J of requests that are part of the solution.

F3 =
X

i;k

(jkj � ptwnp(� ik )) x ik (3.9)

The penaltyptw > 0 is subtracted from the sum for each user who is not picked up within
the time window communicated in the initial o�er. Becausenp(� ik ) � j kj, if the value of
ptw is chosen to be not greater than 1,F3 � 0. UnlikeF1 and F2, the goal of the operator
is to maximizeF3. Therefore, it contributes a negative value toFcon by choosing
 to be
negative. Because of the relatively low values expected forF3 compared toF1 and F2, the
absolute value ofj
 j should be chosen to be considerably higher thanj� j and j� j, especially
if the priority of accepted requests is set high. The relation of� , � and 
 states the priority
of assignments between minimizing driven distances, user waiting times and pickups outside
of pickup time windows. Their relation is further explored in parameter sensitivity analyses in
Sections 4.2.2 and 5.3.2.

In addition to the control function used to make the assignments of user requests and service
vehicles, the operator has another tool to e�ciently manage the ODM 
eet: repositioning.
This term describes the (periodic) redistribution of vehicles in anticipation of upcoming local
demand. The repositioning approach used in this work is based on the rebalancing policy
introduced in [R.Zhang and Pavone , 2014] and the forecasting method used in [Dandl ,
Hyland , et al., 2019].

The concept can be summarized as follows: in prede�ned intervalst r the operator executes
an optimization process which is separated from the assignments of vehicles and user requests
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discussed before. This process aims to assign a third kind of job to vehicles that are currently
idle and whose task queues are therefore empty, namely \reaching repositioning zone". A
repositioning zone is one of several parts of the business area, all designed to be roughly the
same in size. For all zones the demand during the day is assumed to be approximately known
from historic data.

At each repositioning decision time stept, for each zonez the number of vehiclesvz is
counted, which a) are currently in the zone and idle, b) are currently heading towards the zone
and �nish their task queue there, or c) are scheduled to do so. This number of vehiclesvz is
compared to the anticipated demandcz in zonez at a certain time in the future, referred to
as repositioning time horizonthor, and the di�erence is called \excess vehicles"vz

exc(t).

vz
exc(t) = max( vz(t) � cz(t + thor); 0): (3.10)

Note that vz
exc(t) is de�ned to be 0 if the projected demandcz(t + thor) is higher than the

number of vehiclesvz that is expected to be in zonez. The goal of the optimization procedure
is to evenly split the excess vehicles among all zones while minimizing the driven distance to
do so, only using idle vehicles. If a repositioning task is assigned to an idle vehiclei 2 I , the
associated job is added to the respective task queue� i .

This approach is e�cient in terms of balancing vehicle supply according to upcoming de-
mand. Its e�ectiveness, however, depends on the de�nition of the zones, as well as the
temporal and spatial distribution of demand. Because it only considers idle vehicles eligible
for repositioning, it tends to be rather conservative in the sense that it produces less mileage
compared to other methods, while being less active in periods of high demand, potentially
leading to growing imbalances during the day.

The repositioning algorithm used in this work is the same throughout all simulations. Its
parameters are listed in Section 3.4.2.

3.3 Conventional Customer Model

In ODM service models, the other integral part besides the 
eet management is the customer
model used to simulate the behavior of service users. As mentioned in 2.3, many studies rely
on rather simple customer models to focus on the system impacts of the evaluated services and
assignment methods. This work introduces a more sophisticated approach to model customers
in Chapter 6, which is compared to a \conventional customer model" (CCM). The latter is
described in this section.

The �rst property of the CCM is also a simulation framework speci�cation: user requests
join the system dynamically, making it necessary for the operator to react accordingly. This
characteristic makes the vehicle-user assignment optimization problem to a dynamic DaRP.

Each of the user requests contains the following individual attributes:

� Identi�cation number (ID) of the requestj 2 J ,

� Request timet req,

� Pickup locationzpu;j ,
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� Drop-o� location zdo;j ,

� Number of passengers

The ID j 2 J is unique for each request and is used to track each user during the simulation.
The request timet req is the simulation time at which the request joins the system. It also
de�nes the point in time at which the user starts waiting for the pickup. The pickup location
zpu;j as well as the destinationzdo;j of userj 2 J are coordinates inside of the business area of
the service. Each request is associated with a certain number of passengers that are treated as
an inseparable group of people that is picked up and dropped o� together at the same location
and the same time. For the purpose of easy reading, in this work such a group of passengers
is referred to as \customer" or \user", independent of the size of the group, if not speci�ed
otherwise.

Besides these variable request attributes, all users in the CCM share some model parameters
and features. Every boarding process, both entering and leaving a vehicle, takes a certain
amount of time, referred to as boarding timetboa, which is assumed to be constant for all
users. This boarding time is neither added to the waiting timetw when a vehicle arrives at the
pickup location, nor to the travel time on board of a vehicle, but merely increases the overall
time it takes for vehicles to serve user requests on top of the travel time on the road. This
feature of the CCM can be considered a step towards a realistic customer model compared
to models used in most of the works in literature that neglect this additional delay in the
operation of ODM services.

However, the CCM also simpli�es certain aspects of real-world users. If the waiting timetw

associated with an assignment made by the operator is not longer than a prede�ned maximum
waiting timetmax, users in the CCM always accept the o�er. Likewise, if the o�er is considered
\bad" becausetw > t max, the o�er is always rejected. This simpli�cation of the perceived
o�er quality does not take into account gradual di�erences between o�ers or individual user
expectations.

Another crucial feature of the model is the fact that every decision, both acceptances
and rejections, are assumed to be made within one simulation steptstep. Again, this is a clear
simpli�cation of the real-world behavior of service users, who often take a considerable amount
of time weighing the options or compare o�ers of multiple ODM service providers.

The CCM is a simplistic customer model designed to be used in large-scale ODM service
simulations. It facilitates the understanding of correlations within the framework by reducing
the properties of users to their most fundamental characteristics. Therefore, it is chosen as a
base model in this work.

3.4 Case Study

To test the service models introduced in Section 3.1, agent-based simulations are conducted in
a framework designed to evaluated system performance. This simulation framework is stated
in the following Section 3.4.1, including technical details, used data sources and the typical
simulation 
ow, which is used in both the ride hailing and ride pooling use case.

Since the models' performances depend on �ne-tuned parameter settings, a parameter sen-
sitivity analysis is conducted for crucial system variables of the 2-step service model. Those

43



3 Problem Formulation and Methodology

are introduced alongside the constant system parameters which remain the same throughout
all simulations in Section 3.4.2. The most important key performance indicators are de�ned
and speci�ed after that in Section 3.4.3.

3.4.1 Simulation Framework

For comparability, the simulations presented in this work are all executed on a single central
processing unit of one multi-core computer, namely an Intel Xeon Silver 4114 processor with
ten physical cores at 2.20 GHz and 64 GB random access memory. This allows ten simulations
to run in parallel without a�ecting each others computation performances, thereby speeding
up the overall process of conducting all simulations considered in this work.

The main language used to write the code of the simulation framework is Python 3.7
[Python Software Foundation , 2021], which facilitates the implementation of all as-
pects of such a framework with its vast open-source libraries and packages, including data
management (pandas[McKinney et al., 2010]), array computation (numpy[Harris et al.,
2020]) and visualization (matplotlib [Hunter , 2007]). The structure of the code is modular,
meaning individual parts of the code can easily be changed without interfering with the rest of
it. Therefore, all service model use cases can be simulated using the same general framework,
only varying in how the respective service operator manages the 
eet or in what customer
model is used. This allows to examine and compare the models easily.

The data set used in the simulations is based on the Manhattan taxi data set [NYC Taxi &
Limousine Commision , 2021], which is a often used in the research area of ODM services.
In order to test the performances of the considered service models in various demand scenarios,
simulations are executed over the span of a whole week of simulation data. This allows to
include high densities of demand, e.g., weekdays during peek service hours in the morning
or the afternoon, as well as periods of low demand, like weekend or night times. The week
considered in this work is Sunday, November 12, 2018 to Saturday, November 18, 2018. In
addition to the general variations between the days of a week, this data set includes an outlier
at Wednesday, November 15, 2018, in which the overall demand drops around 28 % compared
to the demand on the other weekdays. This can be explained by the fact that at this day a
blizzard hit the area of New York City [Fitzsimmons et al., 2018], resulting in a signi�cantly
lower demand for taxis and transportation in general.

In order to fairly compare system performances of service models in the ride hailing and the
ride pooling use case, the simulations use the exact same data sets. Since the optimization
problem considered is a dynamic version of the DaRP, it is NP-hard and is therefore assumed
to scale exponentially with the problem size in terms of computation time, as described in
Section 2.1. This prohibits the usage of the full data sets, because simulations would take
an unreasonable amount of time to �nish, especially scenarios considering the ride pooling
use case. Hence, this work uses data sets containing 10 % of the original Manhattan taxi
data sets. This allows all simulations to �nish in a reasonable amount of time, while still
representing problem instances large enough to encounter systematic e�ects that are associated
with dynamic, agent-based simulations.

In Figure 3.5, the number of requests in all seven demand data sets considered in this work
are presented. As described, each consists of 10 % of the original Manhattan taxi data set from
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Figure 3.5: Requests per day at simulation dates.

[NYC Taxi & Limousine Commision , 2021]. The respective requests in the sampled
data sets are chosen randomly, thereby preserving the original overall demand distribution over
the day. The drop in demand at the weekend (Sunday, November 12 and Saturday, November
18) is apparent, as well as the sharp decrease in the number of requests at November 15,
which correlates with the aforementioned blizzard in the area of Manhattan.

Besides the overall reduction of the data set sizes, another adjustment of the original data
sets is the local accuracy of the pickup and drop-o� positions, which is provided as one of 265
zones in the original data, segmenting the entire business area of Manhattan. The adjusted
data sets connect speci�c network coordinates with the pickup and drop-o� locations of each
request, which represent randomly chosen locations in the respective zones the user was picked
up and dropped o� in according to the original data set.

The �nal adjustment made to the data set is the number of passengers associated with
each request. Because taxis in Manhattan vary in size and their number of passenger seats
from four to nine, individual requests can be made for groups of up to nine passengers. In
the service model considered in this work, however, the service vehicles are all supposed to
have four passenger seats, which means all potential requests of �ve or more passengers could
not be served and would hence be rejected by the service provider. It is therefore assumed
that such requests would not even be made in the �rst place, meaning the demand data sets
include only requests with one to four passengers. The number of passengers associated with a
request is determined randomly using a probability distribution based on the respective number
of requests with one, two, three and four passengers in the original data sets.

Figure 3.6 illustrates a typical simulation 
ow. After initializing the simulation and setting
the simulation timetsim, as well as measured quantities, like the number of served requestsRs

and driven vehicle mileagesD i , to zero (box 1), the main simulation loop is started (box 2).
In each iteration of the loop,tsim is increased by the simulation time steptstep and a check is
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Figure 3.6: Flow chart of the simulation.

performed, which stops the simulation if the �nal time stept f is reached (box 3).
If not, the status of the 
eet is updated, meaning the positions of vehicles are adjusted

with respect to their respective task queues. The driven mileageD i of each vehiclei 2 I is
increased accordingly. In addition, if a vehicle executes a job of its current task queue, e.g.,
reaching the pickup location of a user request, the job is deleted from the task queue and the
execution of the next job is started, e.g., the boarding process of a user. For each request
that is dropped o� during this step,Rs is increased by one and the request IDj is added to
the set of served requestJs.

After updating the positions and task queues of all vehicles of the 
eet, the simulation
proceeds by reading the demand data �le and bundling all requests that are sent at the
current timetsim. If the service model used in the simulation includes an immediate reaction by
a heuristic, the respective method is carried out for each of the new user requests. Depending
on the decision made by the heuristic, the request is either accepted, an o�er is made based on
the heuristic assignment, the task queue of the respective vehicle is updated and the request
is added to the list of currently open requests or the request is rejected and removed from the
system.

When every request has been handled according to the service model in use, all users that
are considered open begin or continue their respective decision-making process. Its parameters
depend on the customer model used in the simulation. The available outcomes of one iteration
of this process are (a) the rejection of the last o�er made by the operator, (b) the acceptance
of the last o�er made by the operator, or (c) the continuation of the decision-making process.
In case of (a), the request is deleted from the list of open requests and from the system as a
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whole. If the outcome of the decision-making process is (b), the request is also not considered
open anymore, but is instead added to the list of accepted requests. In simulations of service
models that do not include global optimization, the assignment is also immediately locked. If
the process ends neither in a positive nor negative decision, the outcome is (c) and the request
remains open.

In the subsequent part of the simulation loop, the global optimization is conducted in case
it is part of the service model considered and if the current simulation timetsim coincides with
the optimization periodto, meaning the remainder of a division oftsim by to is zero. This
remainder is calculated with the so-called modulo function (%). Therefore, iftsim is a multiple
of to and the optimization period is over,tsim % to = 0. The global optimization takes into
account all requests, which are associated with a user that accepted the service o�er, but
which is not locked to a vehicle yet. The assignments implied by the optimal solution found
during the optimization process overwrite the latest vehicle assignments and the vehicle task
queues are adjusted accordingly.

Similar to the global optimization, the repositioning of vehicles happens periodically in
intervals oft r. If tsim % t r = 0, this interval is over and the repositioning algorithm described
earlier in this section is executed. The task queues of vehicles that are identi�ed to be relocated
by the algorithm are updated with the repositioning jobs when the process �nishes.

The last part of a simulation loop before its next iteration starts is the check for users
that are close to being picked up and whose assignments therefore become locked. This step
is only necessary in simulations which use a service model that includes global optimization,
because otherwise all accepted requests are automatically locked. If executed, during this step
all projected pickup timestpu implied by assignments associated with accepted requests are
compared totsim. If the remaining time betweentsim and tpu is shorter than a certain lock
time t lock, the request is removed from the list of accepted requests and instead added to the
list of locked requests. Hence, the respective vehicle-user assignment is �xed and cannot be
changed anymore during future global optimizations.

With that, the main simulation loop closes andtsim is increased again by the value oftstep.
If tsim = t f, the loop stops and the simulation enters its �nal phase (box 3). All remaining
jobs in the task queues of the vehicles are executed and the statistics collected during the run
are saved. Finally, these statistics are evaluated in the form of performance indicators, which
can be compared between all simulations.

3.4.2 Parameter Sets

The simulation framework of this work depends on a number of system parameters that
a�ect the performance of the service models investigated. Some of these parameters are
kept constant throughout all simulations considered in this work, while others are treated as
variables and analyzed in a parameter sensitivity analysis (PSA).

Constant Parameters

Parameters of the simulation framework that are considered constant meet one or more of the
following conditions.

47



3 Problem Formulation and Methodology

� The parameter is a fundamental part of the framework and variations would imply
massive changes in the overall system.

� Variations of the parameter would reduce the reproducibility, transparency or plausibility
of simulations and results.

� Changing the parameter would result in obvious consequences for the system perfor-
mances of all service models and are therefore irrelevant for their evaluation.

Fundamental parameters are the underlying network the simulations run on, including distance
matrices conducted from a preprocessed routing procedure based on Dijkstra's algorithm [Di-
jkstra , 1959], business areas and vehicle models, as well as the repositioning algorithm that
is used to e�ciently distribute vehicles to areas of the business area in which the upcoming
demand is high.

An example for a parameter that is kept constant because modifying it would imply worse
reproducibility or transparency is the static travel time matrix used in all simulations. Instead
of dynamically changing tra�c and weather conditions and therefore varying travel times
between nodes of the network, this work assumes constant values during all simulation dates.
This choice was actively made, even though it is a simpli�cation of the model that might seem
to decrease its plausibility.

The reason for this decision is the fact that dynamic travel times are a layer of modeling,
which adds complexity to the overall system without adding signi�cant insight to the evaluation
of the models. Results found with dynamic travel times may be closer to real-world service
performances, depending on the quality and accuracy of the data used for generating the
matrices. However, di�ering results between evaluated scenarios would be harder to evaluate
because of the additional modeling layer, a�ecting system performances independent of the
respective service model considered.

This is avoided in this work by using a single travel time matrix, which is not updated during
simulations or between simulation dates. The values in this matrix are generated by calculating
the average travel times between two nodes in the network throughout all simulation dates.
Hence, vehicle velocities tend to be overestimated during peak hours, because travel times
would normally be higher than average, while the static travel time matrix implies trips being
made outside of periods with high demand take longer than they would be if dynamic travel
times would be used.

One constant element of the simulation framework that actively adds plausibility to the
evaluation is the static demand data set for each simulation day considered. This means
for all simulations of a speci�c day, the demand data consists of the same set of requests
with their respective request time, pickup and drop-o� locations and associated number of
passengers. As described before, this data set is based on the original Manhattan taxi data set
of the week from November 12, 2018 to November 18, 2018 (see Section 3.4.1), assuring a
realistic local and temporal distribution of requests. Every date is simulated independently to
allow parallel simulations. Considering several days, including weekdays and weekend, allows
to avoid unnecessary randomness and arbitrariness, which would be implied by other methods,
like randomly generated data based on only one simulation date.

The last kind of constants are parameters which would lead to obvious changes in the
performances of the evaluated models. There are plenty of such, e.g., an increased value for
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the 
eet costs due to driven distances would directly a�ect the potential pro�t of a service or
a longer boarding time would imply a lower vehicle e�ciency, resulting in less served requests
and longer user waiting times overall. Model parameters like these are set to certain values
that are assumed to represent realistic service parameters and remain the same throughout all
simulations. A list of the most important constant parameters used in this work is presented
in Table 3.1.

Parameter Symbol Value
Simulation duration t f 24 h
Demand R Manhattan taxi data, Nov.12-18 '18 (10 %)
Fleet sizes M 100-500 vehicles
Vehicle capacity C 4 passengers
Simulation step tstep 1 s
Boarding and deboarding time tboa 30 s
Repositioning decision time stept r 15 min
Repositioning time horizon thor 30 min
Vehicle �xed costs c�x $25
Service base fare pbase $1.50
Distance costs cdist 0.25 $/km
Distance fare pdist 0.50 $/km
Obj. weight of waiting time � 1 s= 1

Obj. weight of accepted requests
 106

Time window violation penalty ptw 10� 4

Table 3.1: Constant system, model, and optimization parameters.

Variable Parameters

Besides constant parameters, there are model variables worth investigating, because they
represent decisions made by the service provider when designing an ODM service. Each of these
parameters can be adjusted, resulting in positive or negative impacts on certain performance
indicators. Some can also have an e�ect on the service quality perceived by users, which can
have long-term consequences for the appeal of the service. In this work, a PSA is conducted
for such parameters of the 2-step service model. The variable model parameters investigated
in this work are the following:

� Optimization periodto,

� Objective weight of distance� ,

� Assignment lock timet lock,

� Pickup time window lengtht twl .
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The durationto between two subsequent global optimizations is shown to have a signi�cant
impact on the system performance in service models solely depending on periodical optimiza-
tion of assignments, e.g., in [Syed , Kaltenh •auser , et al., 2019]. However, it is unclear
what impact this parameter has on a service model, which relies on an initial response to
service users based on a heuristic. The optimization periods considered in this work range
from 10 s to 60 s. The standard value used outside of the PSA is 30 s.

In order to examine the impact of varying optimization objectives, a weighing factor� is
integrated in the objective function presented in Equation 3.1. This factor e�ectively speci�es
the priority of the optimization of assignments between saving mileage driven by vehicles of
the 
eet on one side and the overall user waiting times between request and pickup as well as
the penalization of pickups outside of associated time windows on the other. In general, the
former is important to reduce the overall tra�c in the business area due to unnecessary trips
of ODM vehicles, which is a priority for the acceptance of the service from the perspective of
a city such an ODM service is supposed to be o�ered in. On the other hand, short waiting
times and reliable pickup time window predictions are crucial for the service quality perceived
by users. Hence,� is an important parameter for service providers to carefully �ne-tune when
running any ODM service.

Since� is multiplied with the driven distance associated with a solution, the values examined
in the PSA of this work are measured in units of m� 1 to make the term�F 1 in Equation 3.1
unitless. For example,� = 1 m� 1 implies that each meter driven corresponds to one second
of waiting time, since� is set to 1 s= 1 in the control functionFcon. The range of values of
� is evaluated exponentially from 6� 10= 4 m= 1, corresponding to 100 km of driven distance
being penalized equivalent to 1 min of user waiting time, which heavily prioritizes saving user
waiting times over distance, to 6� 101 m= 1, which represents an objective function weighing
1 m of driven distance equivalent to 10 min of user waiting time, thereby virtually neglecting
the latter. The standard value is set to� = 6 � 10� 2 m� 1, which aims to prioritize both
objectives equally by penalizing 1 km of driven distance like 1 min of user waiting time.

The last two parameters analyzed in PSAs are directly linked to the service user experience.
The period between when the �nal assignment of a vehicle to a request is made by the operator
and the corresponding pickup timetpu, is referred to ast lock. At t = tpu � t lock, users are
informed about their exact pickup times and the vehicles that are assigned to them, because
the assignments are �xed and will not be subject to changes due to global optimizations
anymore. This means, the longert lock, the earlier users can plan when to leave the house or
otherwise schedule their remaining time until pickup, while being certain when exactly they
will be picked up. Such services are perceived better than options in which assignments are
�xed very late or not at all, resulting in uncertainty and stress for users being informed on
short notice. On the other hand, the longer the lock time, the smaller is the optimization
potential, because requests are less often part of global optimization, limiting the number of
times a potentially better assignment can be found.

Similarly, the length of the pickup time window directly a�ects the perceived user experience
and the size of the solution space during global optimizations. The larger this parametert twl ,
the more uncertain it is for service users when they will be picked up, which again translates
to a worse perceived service quality. Shorter time windows allow users a more precise short-
term planning immediately after the initial response is received. However, a shortert twl also
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means assignments tend to include pickup times closer to the pickup times associated with the
originally found assignment based on the heuristic that de�ned the pickup time window in the
�rst place, even though solutions with individual pickup assignments outside of the associated
time window would result in globally better solutions.

On top of the variables evaluated in the PSA of the 2-step service model, an additional
parameter investigated in this work is the maximum user waiting time for pickupstmax. This
parameter marks the longest time a service user is willing to wait between submitting the
request and being picked up. In all considered models, the operator of the service is assumed
to be aware of this threshold and the fact that no o�er that implies a pickup later thantmax is
accepted by a user. This simpli�cation is reasonable, considering the capabilities of large-scale
data analyses of real-world ODM services that allow service providers to identify correlations
between user waiting times and accepted service o�ers. The assumed maximum waiting time
depends on the customer model used. In the conventional customer model,tmax = 450 s or
seven and a half minutes. Otherwise,tmax ranges between 450 s and 900 s (15 min).

3.4.3 Key Performance Indicators

A precise and meaningful evaluation of system performances is crucial to understand and
quantitatively measure the di�erences between service models and varying parameter sets.
Because there is a great number of measurable statistics in agent-based simulations, it is not
trivial to determine the most important ones to assess the system performance. Also, multiple
perspectives need to be taken into account when evaluating the quality of an ODM service.

The service provider aims to maximize pro�t, hence maximizing the number of requests
served with a 
eet that is as small as possible. The 
eet operator is also interested in low
requirements for computational resources for the management and simulation of service mod-
els. First and foremost because a quick optimization of assignments and hence short response
times for users are desirable for a high-quality service, but also because hardware necessary to
operate large ODM 
eets is an expense not to be underestimated. An additional and often
one of the biggest expense factors is the mileage driven by the vehicles of the ODM 
eet,
because the energy needed to move them needs to be paid for.

Because less driven mileage by the ODM 
eet means less tra�c in the business area the
service is o�ered in, political decision makers are interested in keeping this number low, too.
More speci�cally, the added kilometers driven due to the ODM service are expected to be
minimized, meaning the di�erence between the total driven distance of all vehicles of the
ODM 
eet and the sum of all trip distances requested by service users. If that value is
positive, e.g., due to empty mileage driven by the service vehicles on their way to pickup
locations, the net tra�c in the streets of the city the service is o�ered in is increased. Such
services might still be judged positively in general by policy makers, because the total number
of vehicles necessary to make the trips is drastically reduced due to the high utilization of
ODM 
eets compared to privately-owned cars.

The third perspective that needs to be considered is the service user and the perceived
service quality. If a service provider is not able to make o�ers that meet the expectations of
customers, the service is predestined to fail in the long term, because potential users will look
for alternatives. Individual requirements for the service are very divers between customers.
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However, the qualities most commonly asked for are short waiting times, both for request
responses and pickups, and reliability in the sense that if an o�er is made, the service will be
provided at the stated conditions. Obviously, service users also expect to be o�ered a service
when requesting one, at least in most of the instances. In this point, interests of service
providers, policy makers and users align.

Derived from these various service quality measures, the following list of key performance
indicators (KPIs) is identi�ed and used for the ride hailing use case throughout the remainder
of this work:

� Pro�t generated, measured in US-Dollar,

� Requests served, measured in percent of the total number of requests made,

� Computation time, measured in seconds,

� Distance driven emptilyby the 
eet, measured in percent of the total driven distance,

� Added distancedue to service, measured in percent of the total direct distances of the
requested user trips,

� Average user waiting timefor pickups, measured in seconds,

� Pickup-in-time-window rate, measured in percent of all pickups made.

The pro�t generated by a service is the di�erence of the revenue and the costs associated
with it. The revenue is composed of a service base farepbase payed by all served customersRs

and a distance-related farepdist, which increases with the direct trip distancesd(zpu;j ; zdo;j ) of
served usersj 2 Js. On the 
ip side, the total costs of a service is the sum of the �xed vehicle
costsc�x , which equally applies for all service vehiclesM , independent of the usage of each
vehicle during the simulations, as well as costscdist related to the driven distanceD i of each
vehiclei 2 I , normally due to some sort of fuel or consumed energy needed to move. The
generated pro�t therefore equates to the objective function

Fobj = Rs pbase+
JsX

j

(d(zpu;j ; zdo;j ) pdist) � V c�x �
IX

i

(D i cdist) : (3.11)

The percentage of requests served by the evaluated ODM service is an indicator of what
fraction of users that made a service request have been picked up and transported to their
destination. This number is not identical with the percentage of served passengers, since
the number of passengers associated with a request is variable. However, in the ride hailing
use case, the di�erence between these two KPIs is purely random, because the maximum
group size for each request is set to the capacity of the vehicles in the 
eet and each request
is served one-by-one, meaning there is no packing of multiple requests within a vehicle and
therefore no tendency to reject requests with more passengers involved. Using the customer
model of this section, the percentage of users served is identical with the percentage of users
that received a service o�er, though, because all requests that can be picked up within the
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respective maximum waiting time receive an o�er, accept this o�er and are served by the
ODM service vehicles.

Computation time is measured in seconds and re
ects the processing time of the complete
simulation, including optimization (heuristic and global), 
eet management (routing, reposi-
tioning), demand data operations (reading, processing) and evaluation (saving of statistics
during simulation and calculation of KPIs at the end).

Since the distance driven by vehicles of the ODM 
eet is crucial for the evaluation of the
service for both the provider and public decision makers in the business area, this KPI needs to
be evaluated thoroughly. The overall mileage driven can be split into several parts. Distances
driven with customers on board are desirable for all parties, while empty mileage needs to
be avoided, because it increases the service costs and the tra�c in the business area. The
percentage of empty mileage can be further divided into distances traveled directly to pickup
locations and trips made based on repositioning assignments.

In addition to the empty distance driven by service vehicles relative to the overall mileage,
another metric to measure unwanted trip lengths is the added amount of mileage that is
caused by o�ering the service relative to a scenario in which all requested trips would have
been made with privately-owned cars instead. This KPI is a strong indicator of how an ODM
service a�ects the tra�c in the business area, besides the bene�t of reducing the number of
vehicles needed to provide the requested trips.

When it comes to the most important KPIs from a service user's perspective, the average
waiting time between request and pickup is among the ones that is most decisive if a service
is considered to be good or not. As described in Section 3.1, the service models evaluated in
this work di�er in their respective response times and the moment, when vehicles are assigned
to new requests and therefore begin their trip to the pickup location. Later response times
therefore directly translate to longer pickup waiting times in these service models.

Besides waiting times, customers appreciate services which ful�ll what they o�er, meaning
they do not want to be surprised by pickups happening outside of a communicated time window
or { even worse { late rejections after they initially had been accepted. The constraints
of the global optimization used in this work forbid such late rejections. However, pickups
outside of associated time windows are possible. As stated in Equation 3.1, solutions that
imply such assignments are penalized, which means in order for them to be considered better
than solutions only including pickups in time by the optimization algorithm, they need to be
considerably better in terms of other objectives. The percentage of requests that is served
within their respective pickup time windows is referred to as \pickup-in-time-window rate".

All of these KPIs are compared between service models and in PSAs in simulations conducted
for each of the seven simulation dates and �ve 
eet sizes considered. The values of some KPIs
vary tremendously with 
eet sizes as well as between the considered simulation dates due to
the signi�cant di�erences in demand shown in Figure 3.5. Hence, in the upcoming sections,
results are depicted in speci�c ways for each KPI side-by-side.

Evaluation of Key Performance Indicators in Relation to Fleet Sizes

When evaluating the system performances in relation to 
eet sizes, the total mean value of
each KPI averaged over all simulation dates considered is presented on the left. Because of
the large range of values, however, it is hard to make out di�erences between the scenarios
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compared in the �gures for some of the KPIs. In order to facilitate these direct comparisons,
there is another metric presented as well. Instead of depicting the total values measured for
all KPIs, these �gures show the average di�erence of each individual KPI in a certain scenario
to the mean value of all KPIs considered in the �gure in this scenario.

For example, consider an arbitrary KPIX in a simulation scenario with 100 vehicles. This
KPI is measured in simulations of all datesa considered, so there is anX a for each simulation
date. Further assume three service models to be compared with each other,M 1, M 2 andM 3.
In a �rst step, the averageX avg;a of the three values ofX a for M 1, M 2 andM 3 is calculated
for each simulation datea. Then the di�erence of each individual value ofX a to X avg;a is
calculated, resulting in a value for� X a for each service model. This procedure is repeated for
all simulation datesa considered and the mean value of all� X a is determined, from hereon
referred to as \delta to average". Note that the delta to average ofX measured using service
modelM 1 might vary between days, even if the value ofX remains constant, because it is
calculated relative to the values of the same KPI achieved with other modelsM 2 andM 3, as
described. The whole process is carried out for all 
eet sizes, resulting in the graphs seen on
the right of �gures depicting KPIs over 
eet sizes.

The delta to average is suited to provide insight into not only the di�erences of various
service models due to the smaller scale of values to compare. It also allows to examine the
variance in performances of service models, more so than an average of KPIs over simulation
dates directly would be capable of. The reason for this is that the variation of performances
over the simulation of di�erent days is much larger than over service models due to the variance
in demand, shown in Figure 3.5.

Evaluation of Key Performance Indicators in Parameter Sensitivity Analyses

The same reason applies to the decision how to depict results in the PSAs conducted in
Chapters 4 and 5. Since the 
eet size is �xed to a speci�c value, the variation in total
values of KPIs in a speci�c parameter setup solely comes from the varying demand during the
simulation dates. On the left of each �gure presented in the PSA section, the respective KPI
is shown for all values of the evaluated parameter and each simulation day in varying colors
and slightly faded. The average over all simulation dates is presented as bold, black line. The
same line is presented separately at the right of each �gure, which allows the identi�cation of
slighter variations related to the evaluated system parameter.

In Sections 6.3.2 and 6.4.2, parameters of the di�usion customer model are examined in the
2-step service model. The variations of the average values of KPIs in these PSAs are large
enough to be investigated without singling out the average in an extra plot. Hence, each KPI
is depicted with respect to �rst o�ers made by the service operator on the left of these �gures,
on the right the same KPI is presented in relation to second o�ers. This allows to compare
these two and identify di�erences more easily.

Please note that in addition to the results presented in the next chapters, the Appendix
provides additional insights into the KPIs described above.
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Chapter 4

Ride Hailing Use Case

The �rst ODM use case in which the di�erent service models are tested is ride hailing. This
transportation mode guarantees customers to be served individually, without the option for
rides to be shared. Thus, user trips between pickup and drop-o� locations are made on the
shortest route, ensuring travel times similar to trips made with privately-owned vehicles. Ride
hailing services are therefore very convenient for customers and reduce the overall number
of vehicles necessary to serve the mobility demand in densely populated urban areas. On the
other hand, this transportation mode potentially implies added tra�c within the business area,
because in addition to the distances driven during user trips, mileage is produced during trips
that are made emptily to pickup locations.

This chapter introduces the methods used to assign vehicles to ride hailing service requests
and presents results of the evaluation of service models and model parameters in this use case.

4.1 Assignment Approaches

The methods used to assign vehicles to service requests are crucial for the system performance
of ride hailing services. In the following section, a short description is presented of both the
heuristic method used for immediate responses in Service Models 1 and 2 as well as the exact
optimization approach applied in Service Models 2 and 3.

Nearest Neighbor Policy

The nearest neighbor policy (NNP) is a heuristic designed to �nd feasible assignments very
quickly. Its concept is simple: for every new user request, the trip durations from the service
vehicles' next idle locations to the pickup location of the new user are calculated and the
earliest possible pickup timetpu is derived. Because the new request is the only one taken into
account, the assignment to the respective vehicle is consequently the best solution possible in
terms of the control functionFcon introduced in Section 3.2.

If tpu � tmax, the user request is accepted and a service o�er is sent to the customer.
In the service model that solely depends on this heuristic procedure, this o�er includes the
exact pickup timetpu and the assigned vehicle, because both are �xed in this service model, as
described in Section 3.1. In the 2-step service model, the o�er comprises a time window during
which the pickup is expected to take place, which is preliminary, because later reassignments
are possible.
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4 Ride Hailing Use Case

The greatest advantage of the NNP is its simplicity, not only allowing this heuristic to easily
be applied to most formulations of the VRP, but also to �nd feasible solutions to the respective
problems very quickly. The computation time needed to calculate the pickup times and to
�nd the vehicle that is able to serve the request the soonest scales linearly with the problem
size. The NNP is therefore used for �nding assignments in many real-world services and often
used as a reference in the research area of transportation, as shown in Section 2.2.

When it comes to optimality, however, like other heuristics, the NNP is unable to reliably
produce globally optimal solutions to the dynamic DaRP. The more service users need to be
served and the higher the ratio of requests to vehicles, the smaller is the likelihood of the NNP
to produce solutions anywhere close the global optimum.

Global Optimization Method and Constraints

Unlike heuristics in the ride hailing service models considered in this work, periodic optimization
is capable of globally improving the solution quality by taking into account multiple requests
and reassigning vehicles if bene�cial.

At the end of each optimization periodto, the simulations conducted with Service Models 2
and 3 run into global optimization as illustrated in Figure 3.6. The �rst step of this process is
to �nd all feasible pairs of vehicles and unlocked requests that could potentially be assigned
to each other. In order to identify these pairs, for each request, that has not yet been locked
to a service vehicle, an algorithm determines the user waiting time implied by an assignment
to every vehicle. If the respective waiting time is shorter than the maximum waiting time of
the user, the vehicle-request pair is added to a list of potential assignments.

This search is sped up by considering only one unlocked assignment per vehicle. This
simplifying constraint allows to substantially prune the solution space of the global optimization
without reducing the optimization potential signi�cantly. That is because assignments of more
than one unlocked request in the task queue of a vehicle are assumed to rarely be part of an
optimal solution, considering the additional waiting time for users that are picked up after
another unlocked request due to the implied detour and boarding times.

In a next step, for all the vehicle-request pairs in the list of potential assignments, the control
function value is calculated according to Equation 3.1. After that, the optimization problem
is formulated and solved using CPLEX, a software created by IBM ([IBM ILOG CPLEX ,
2017]), which is able to reliably �nd the global optimum of such a problem.

Finally, the new request assignments found during the global optimization are added to the
task queues of the respective vehicles, replacing former unlocked requests in them (which are
reassigned to other vehicles themselves) if there are any. Reassigned users are not yet noti�ed,
though. Only when the pickup by their currently assigned vehicle happens withint lock, users
receive the exact pickup time and vehicle ID. This is to avoid confusion and annoyance on
the side of customers due to continuous noti�cations sent after every optimization period,
which potentially decreases the perceived service quality rather than improving it because of
the transparency.
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4.2 Results

In this section, the service models for the ride hailing use case described in Section 3.1 are
evaluated in terms of the KPIs introduced in Section 3.4.3. After the comparison of the service
models, a PSA is conducted for the two-step service model.

4.2.1 Evaluation of Service Models

The three service models evaluated in this section vary in their respective approach to manage
user requests, as described in Section 3.1. The service model illustrated in Figure 3.1 only relies
on heuristic methods and does not include any global optimization. It is therefore referred to
as Service Model 1, \no global optimization". It is further depicted as red lines in the �gures
of this section.

Service Model 2 uses both heuristic and exact optimization techniques in order to provide an
immediate response to user requests while being able to use the global optimization potential.
This model is referred to as \2-step service" and colored black in the upcoming �gures.

The third and �nal service model considered in this section does not make use of any
heuristic methods, but instead uses global optimization when it comes to the decision if a user
request is accepted or not. Service Model 3 is hence labelled as \only global optimization" in
the comparative graphs of this section. Its associated color is blue.

The evaluation of service models is conducted by comparisons of the KPIs described in
Section 3.4.3 in relation to ODM 
eet sizes of 100 to 500 vehicles. The parameter sets used
in the simulations are described in Section 3.4.2. The variable parameters are set to their
respective standard values.

Figure 4.1: Pro�t in US-Dollars generated with various service models in the ride hailing use
case with 
eet sizes from 100 to 500 vehicles. Left: total mean values. Right:
delta to average values.

Figure 4.1 presents the average daily pro�t in US-Dollars ($) generated by each of the
service models on its left, as well as the delta to average as explained in Section 3.4.3 on
its right. The maximum pro�t of approximately $30 000 is generated with 
eet sizes of 400
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vehicles in all service models, implying that the added revenue of additional vehicles in larger
scenarios cannot make up for the costs caused by idle vehicles. The delta to average reveals
that Service Model 3 outperforms the others by a margin of $(47� 102) in scenarios with 
eet
sizes of 500 vehicles to $(637� 404) in simulations with 200 vehicles. In relation to the overall
pro�t, that is a gain of up to 3 % compared to Service Model 1. For all 
eet sizes except 400
vehicles, Service Model 2 generates slightly more pro�t than Service Model 1, albeit within the
standard deviation indicated by the error bars. In general, the di�erences of generated pro�t
between the service models as well as the standard deviations of individual results are greater
in scenarios with smaller 
eet sizes. With larger 
eet sizes, it becomes more and more likely
that assigning the closest vehicle to a user request is globally the best solution, mitigating the
gap between the service models.

Figure 4.2: Percentage of requests served with various service models in the ride hailing use
case with 
eet sizes from 100 to 500 vehicles. Left: total mean values. Right:
delta to average values.

The percentages of requests served during the simulation of the service models shows the
direct relation between the number of paying customers and the pro�tability of an ODM
service. Figure 4.2 shows a very similar disparity of this KPI between the considered service
models compared to the pro�t. Again, the di�erences are clearer in simulation scenarios with
smaller 
eet sizes for the same reasons explained above. The percentage of served requests
ranges from 32.9 % in simulations of Service Model 1 with 100 vehicles to 98.3 % in 500-
vehicle scenarios of all three service models. In scenarios with 
eet sizes of 300 vehicles or
less, Service Model 3 outperforms both of the service models depending on heuristics. In these
instances, the bene�t of the option for the operator to select the most suitable requests to be
served according to the periodically conducted global optimization outweighs the drawback of
later average pickup times due to the increased response time of this service model, at least
from the operator's perspective. The higher the percentage of served user requests, the less
important this advantage becomes, until the number of requests that can be served due to
quicker response times by Service Models 1 and 2 negate it completely, which can be observed
in simulations with 400 and 500 vehicles.

The computation times associated with each of the three service models is presented in
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Figure 4.3. Independent of the service model, the computation times increase with the 
eet
size, as anticipated. Simulations with Service Model 1 clearly take the shortest computation
times in scenarios with all considered 
eet sizes. The gap to Service Models 2 and 3 grows
with increasing 
eet sizes, which indicates the increasing complexity of the global optimization
in scenarios with larger 
eets. While in scenarios with 100 vehicles, the average computation
times of simulations with Service Models 2 and 3 are indistinguishable and around 150 s longer
than the computation time of simulations with Service Model 1, the gap between the service
models that include global optimization also grows with the 
eet size. In the scenarios with the
largest 
eets considered, simulations with Service Model 1 last around 2230 s (ca. 37 min) on
average, simulations with Service Model 2 approximately 2720 s (ca. 45 min) and simulations
with Service Model 3 2820 s (ca. 47 min).

Figure 4.3: Computation times in seconds in simulations of various service models in the ride
hailing use case with 
eet sizes from 100 to 500 vehicles. Left: total mean values.
Right: delta to average values.

In Figure 4.4, the percentages of distances driven without a user on board relative to the
total distances driven by all vehicles in the 
eet are presented. Two categories of empty trips
are shown: the distances driven during trips to pickup locations (Figure 4.4a) and the empty
mileage due to repositioning trips (Figure 4.4b). In all service models, the total percentage
of empty mileage increases with growing 
eet sizes, from around 19 % in simulations with
100 vehicles to approximately 26 % in instances with 500 vehicles, even though the average
trip lengths to pickup locations decrease in scenarios with more service vehicles, dropping
from around 17 % in 100-vehicle scenarios to below 11 % in scenarios with the largest 
eets
considered. The reason for this is the growing potential for repositioning in simulations with
more idle vehicles, which can be observed in Figure 4.4b. While only around 2 % of all trips
made in scenarios with 100 vehicles are due to repositioning, this number rises to more than
15 % in simulations with 500 vehicles.

The relative di�erences between the service models are presented in the �gures on the right,
showing the delta to average. While the empty distances due to repositioning are very similar
for all considered 
eet sizes, the distances driven during pickup trips vary considerably, depend-
ing on the service model used during the respective simulation. Once more, Service Model 3
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(a) Distance driven emptily during pickup trips in percent of total driven distance.

(b) Distance driven emptily during repositioning trips in percent of total driven distance.

Figure 4.4: Distances driven emptily in percent of total mileage for various service models in
the ride hailing use case with 
eet sizes from 100 to 500 vehicles. Left: total mean
values. Right: delta to average values.

performs better than both of the other models, especially in simulations with larger 
eet sizes.
However, there is also a clear gap between Service Model 1 and 2: while the percentage
of empty mileage is up to (0.25� 0.09) % higher in simulations of the 2-step service model
compared to the service model only depending on global optimization, this value is topped in
simulation scenarios using only heuristic assignments, adding another (0.28� 0.12) %.

This discrepancy can be explained by the fact, that the global optimization used to reop-
timize the initial heuristic assignments in the 2-step service model is capable of reducing the
overall distances of pickup trips to requests, while the decision which user requests are served
is made by the heuristic. In Service Model 3, this selection is made periodically, allowing the
operator to accept the most suitable requests. Additionally, idle vehicles only start their pickup
trip to a new request after the �rst periodic optimization is executed, which further decreases
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the empty mileage due to avoided detours driven to initially assigned pickup locations, that
are reassigned during the global optimization.

It is worth mentioning here, that the relative amount of emptily driven mileage is a pivotal
KPI for service providers and operators. However, in order to evaluate the impact of the service
on the tra�c in the respective business area, the measure changes in a slight yet important way.
Instead of measuring the percentage of empty distance relative to the total distance driven by
the 
eet, the more interesting question for public decision makers is \how much more mileage
is produced due to the service being o�ered compared to the direct trip distances of the service
users"? Or in other words, if all customers served by the ODM service would have used a
privately-owned vehicle and directly travel from their origin to their destination, how much
less empty mileage would have been produced? In the ride hailing use case, this can easily
be answered by simply inverting the fraction of trips being made with customers on board,
because each user is served individually and the direct travel distance is equivalent with the
distance driven with customers on board.

Figure 4.5: Added distances driven due to various service models in the ride hailing use case
in percent of total distance of direct user trips with 
eet sizes from 100 to 500
vehicles. Left: total mean values. Right: delta to average values.

Hence, the added distance due to the ride hailing service models evaluated in this section
ranges from (23.6� 0.3) % in simulations using either of the three service models with 100
vehicles to between (34.5� 0.2) % (Service Model 3) to (35.1� 0.3) % (Service Model 1) in
simulations with 
eet sizes of 500 vehicles as depicted in Figure 4.5.

In the evaluation of KPIs from service providers' and city o�cials' points of view, like service
pro�tability and produced empty mileage, the service model only using global optimization
outperforms the other two service models considered in the ride hailing use case. When it
comes to the service quality indicators from a user's perspective, though, the picture changes.
Figure 4.6 depicts the average waiting times of served customers between requesting a service
and being picked up. On the left-hand side, the total values show that the average waiting
times decrease with increasing 
eet sizes. In scenarios with 100 vehicles, customers are served
after 337 s (Service Model 2) to 339 s (Service Model 3). In the 500-vehicle scenarios, the
average waiting times are between 134 s and 147 s. In Service Model 2 the waiting times are
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Figure 4.6: User waiting times in seconds with various service models in the ride hailing use
case with 
eet sizes from 100 to 500 vehicles. Left: total mean values. Right:
delta to average values.

lowest in simulations with all considered 
eet sizes, followed by Service Model 1 and Service
Model 3, which can be observed in the delta to average on the right. This �gure further
reveals the di�erences between the service models with increasing 
eet sizes. While the gap
between Service Models 1 and 2 is rather stable between (1.3� 1.9) s and (2.9� 1.2) s in
simulations with 
eet sizes from 100 to 500 vehicles, the discrepancy to user waiting times in
Service Model 3 clearly grows with increasing 
eet sizes. In simulations with 100 vehicles, the
2-step service model serves customers (2.7� 2.1) s faster on average than the service model
only using global optimization. This di�erence increases steadily to up to (12.8� 1.1) s in
simulations with 500 vehicles.

This observation can be explained with the delayed response implied by Service Model 3,
which also delays the start of idle vehicles towards the pickup locations of new requests. The
more vehicles present, the more likely it is that an idle vehicle initially assigned by the nearest
neighbor heuristic is also globally the optimal solution. In Service Model 3, however, there is no
heuristic making the initial decision to send a vehicle immediately, instead this decision is made
in the next global optimization taking place after anotherto

2 seconds on average. Therefore,
the di�erence in average user waiting time between Service Models 1 and 2 compared to
Service Model 3 seems to converge to this value, which is 15 s in the simulations considered
in this section becauseto = 30 s in the standard parameter set.

Besides the average waiting time, the reliability of projected pickup times is another im-
portant performance indicator of service models when it comes to the received quality from
a user's perspective. The KPI used to measure this is the pickup-in-time-window rate, as ex-
plained in Section 3.4.3. In Figure 4.7, the pickup-in-time-window rates of each service model
is presented. On the left, one of the typical features of Service Model 1 can be observed: since
there is no reoptimization of initial assignments, the pickup always happens at the time it was
originally projected and communicated to the respective user. The pickup-in-time-window rate
is therefore 100 % in all simulations with that service model.

In both of the other service models, assignments can be changed after the initial pickup
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Figure 4.7: Pickup-in-time-window rate in percent for various service models in the ride hailing
use case with 
eet sizes from 100 to 500 vehicles. Left: total mean values. Right:
delta to average values.

time window is de�ned. Even though solutions with assignments outside of the associated
pickup time window are penalized as described in Section 3.2, such solutions can be found to
be globally better if driven distances or the total user waiting times are reduced, or { in the
case of Service Model 3 { if more requests can be accepted. Hence, the pickup-in-time-window
rate deviates from 100 %, as can be seen on the left of Figure 4.7. In Service Models 2 and 3,
the rate of correctly predicted pickup time windows is highest in scenarios with small 
eet
sizes (approximately 99.8 % with 100 vehicles) and reaches its minimum in simulations with
400 vehicles, which coincides with the simulation scenarios in which the generated pro�t is
maximized. However, in these instances, the 2-step service model performs slightly worse than
the service model only using global optimization, achieving a pickup-in-time-window rate of
below 98.7 % compared to over 99 % in Service Model 3.

The right-hand side provides further insight into the variations between the service models.
Especially the standard deviation of the delta to average shows that even though the di�erences
in total percentages seem small, the performance gaps of the three service models are signi�-
cant in the sense that they are greater than the respective standard deviations, represented by
the error bars, at least in simulations with larger 
eet sizes. The error bars associated with the
pickup-in-time-window rate of Service Model 1 re
ect the fact that even though the variation
of that KPI in simulations of this speci�c service model is zero, the delta to the average of all
three service models varies for each simulation date, resulting in the shown standard deviation.

To summarize the comparison of Service Model 1 (\no global optimization"), Service
Model 2 (\2-step service") and Service Model 3 (\only global optimization") in the ride
hailing use case, the main results are the following:

� The pro�t generated with Service Model 3 is up to 3 % higher than in simulations of
Service Model 1 and is higher than the pro�ts generated with each of the other service
models throughout simulations with all considered 
eet sizes.

� The maximum daily pro�t of around $30 000 is reached in scenarios with 400 vehicles,
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in which the di�erences between the three service models is insigni�cant.

� Service Model 3 is capable of serving the most requests in scenarios with 300 vehicles
or less. In simulation scenarios with larger 
eets, the di�erences between the service
models is negligible.

� The average computation time of simulations of Service Model 1 is the shortest in
scenarios with all considered 
eet sizes. With increasing 
eet sizes, the computation
times of simulations of all service models grow steadily.

� The total percentage of empty mileage produced by the various service models increases
with growing 
eet sizes. This is due to the steeply increasing distance driven during the
repositioning of idle vehicles which outweighs the reduction in pickup trip distances due
to more available vehicles.

� Between the service models considered, Service Model 3 produces the shortest emp-
tily driven distance, followed by Service Model 2, which performs better than Service
Model 1, especially in saving mileage during pickup trips. The gaps in empty mileages
due to pickup trips between the service models grows with increasing 
eet sizes.

� The average waiting times drop with increasing 
eet sizes, ranging from almost 340 s to
below 150 s in simulation scenarios with 100 to 500 vehicles respectively.

� Service Models 1 and 2 serve customers signi�cantly faster than Service Model 3, while
this gap widens with increasing 
eet sizes. Service Model 2 outperforms Service Model 1
by up to (2.9� 1.2) s and Service Model 3 by up to (12.8� 1.1) s in simulations with
500 vehicles.

� While the pickup-in-time-window rate of Service Model 1 is 100 % by design, in both of
the other models, the minimum rate is reached in scenarios with 400 vehicles in which
the most pro�t is generated. Service Model 2 achieves a pickup-in-time-window rate
of approximately 98.7 % in these instances, while Service Model 3 never drops below
99.0 %.

4.2.2 Evaluation of 2-Step Service Model Parameters

After evaluating three di�erent versions of ride hailing service models, the following section
focuses on the 2-step service model. A PSA is conducted, providing insight into dependencies
of certain model parameters. This section focuses on the most important and most sensitive
KPIs for each evaluated parameter. Besides each investigated parameter, the standard pa-
rameter set is used. The shown simulation scenarios are run with a 
eet size of 300 vehicles.
As described in Section 3.4.2, the �gures presented in this section include an overview of the
results of each individual simulation date to provide insight into the variance of the respective
KPI in scenarios with varying demand, as well as the average of all simulation dates for each
value of the evaluated parameter. This average is also presented separately, which allows to
identify variations in direct relation to the evaluated parameter values in more detail.
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Optimization Period

The �rst parameter of the 2-step service model examined in more detail is the optimization
period to, which de�nes the intervals in which the global optimization is executed. The
standard value ofto is set to 30 s in the simulations runs during the prior section. In order
to test the impact of shorter and longer periods between global optimizations, the range of
evaluated optimization periods is set from 10 s to 60 s in steps of 10 s.

As the pro�tability of a service is crucial for providers, the generated pro�t in relation to
to is presented �rst. The optimization period (also referred to as \batch time" in literature)
a�ects the performance and pro�tability of service models that respond to requests after the
�rst global optimization is executed, as shown in [Syed , Kaltenh •auser , et al., 2019]. In
the 2-step service model, however, the frequency of global optimization does not have a direct
impact on the received service quality for users, because both o�ers communicated to the
customer are sent independently ofto.

Figure 4.8: Pro�t in US-Dollars in simulations of the 2-step service model with 300 vehicles in
the ride hailing use case with values of the optimization periodto between 10 s and
60 s. Left: values for all simulation dates and the average value. Right: average
value in detail.

Figure 4.8 shows the total pro�t generated in relation to varying values ofto. Clearly,
the variance between the di�erent simulation dates is signi�cantly higher than between the
various optimization periods. That is because the demand during the considered simulation
dates varies drastically (see Figure 3.5), which a�ects the potential pro�t for an ODM service
immensely. Nevertheless, as can be seen on the right of Figure 4.8, the average pro�tability
also changes with varying optimization periods. The standard value of 30 s is found to produce
the best results ($27 495), which is 0.5 % more than the average pro�t generated withto = 20 s
($27 360). Overall, no clear correlation toto can be observed and the service's pro�tability is
found to be rather insensitive to the optimization period used in the 2-step service model.

Even though the impact of di�erent optimization periods for users of the 2-step service model
is not as direct as in other service models, Figure 4.9 reveals a clear correlation between the
pickup-in-time-window rate andto: the longer the intervals between global optimizations, the

65



4 Ride Hailing Use Case

Figure 4.9: Pickup-in-time-window rate in percent of all accepted requests in simulations of
the 2-step service model with 300 vehicles in the ride hailing use case with values
of the optimization periodto between 10 s and 60 s. Left: values for all simulation
dates and the average value. Right: average value in detail.

higher the precision of pickup time window projections. The average pickup-in-time-window
rate rises continuously from 98.76 % in simulations withto = 10 s to 99.40 % in instances in
which to = 60 s. Part of the added accuracy can be explained by the fact that in scenarios
with longer periods, the share of requests that is picked up before they become part of any
global optimization rises with increasingto. Since such requests are guaranteed to be picked
up within their respective time windows, this a�ects the total pickup-in-time-window rate.

Objective Weight of Distance

The next parameter analyzed in this section is the weight� given to the driven distance
associated with a solution in the objective function presented in Equation 3.1. This parameter
regulates the focus between the overall driven mileage and the total user waiting time that is
caused by the assignments implied by a solution. In other words, it changes the optimization
objective from focusing on minimizing the distances driven by service vehicles (high� ) to the
minimization of average user waiting times (low� ). The value range in this PSA spans multiple
magnitudes: the lowest� considered is 6� 10= 4 m= 1, the highest value is 6� 101 m= 1, while
the standard parameter value is� = 6 � 10= 2 m= 1. To facilitate the readability of results, the
x-axis is set to a logarithmic scale for this parameter.

The e�ective reduction of empty mileage presented in Figure 4.10 directly correlates with
the emphasis on minimizing the total distance driven in the objective function. Because each
assignments of a user to a service vehicle is rewarded with a very high value by the objective
function, increasing� does not necessarily lead to fewer requests served in total and therefore
no reduction in trip distances with customers on board. Instead, it results in a net reduction
of total empty mileage due to saved mileage during pickup trips. The distance driven during
repositioning trips, however, is not clearly correlated to� , as the repositioning algorithm is
independent of this parameter.
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Figure 4.10: Distance driven emptily in percent of total driven distance in simulations of the
2-step service model with 300 vehicles in the ride hailing use case with values of
the objective weight of distance� between 6� 10= 4 m= 1 and 6� 101 m= 1. Left:
values for all simulation dates and the average value. Right: average value in
detail.

With increasing� , intuitively, the average user waiting time is expected to increase as well,
as the global optimization focuses more and more on saving mileage in favor of avoiding long
waiting times for service users. Figure 4.11 shows that such a correlation cannot be observed
in the simulations evaluated in this work, though. In fact, the longest average waiting times
are measured in simulations in which� is set to 6� 10= 3 m= 1 with an average value of 260.1 s.
The shortest mean user waiting time of 258.1 s is reached in scenarios with� = 6 � 10= 2 m= 1.

These counter-intuitive results can be explained by considering the consequences of assign-
ments that favor short waiting times over saved mileage: imagine two vehiclesv1; v2 and two
requestsr1; r2 which can both be served within their respective maximum waiting time by both
vehicles, even one after another. In this example, ifr2 would be picked up byv1 after serving
r1, the waiting time ofr2 would be signi�cantly higher than ifv2 is assigned, even though the
total distance driven by both vehicles to ful�ll their respective assignments would be longer in
that case. Regardless, if� is set to a very low value relative to� , the latter solution would be
considered best, because shorter waiting times would be prioritized higher than shorter travel
distances, resulting in two vehicles being occupied for a time, which is in total longer than if
v1 would be assigned to bothr1 and r2, which means later requests are served later. This
example demonstrates how during the course of a 24 h-simulation, the average user waiting
time is higher when using a parameter set originally designed to minimize it.

Assignment Lock Time

Unlike the optimization period and the objective weight of distance during global optimization,
the assignment lock timet lock directly a�ects the service experience of users. Ift lock is set to
high values, customers receive a binding assignment con�rmation earlier. Hence, the service
o�ers a better predictability and improves the perceived service quality compared to models
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Figure 4.11: User waiting time in seconds in simulations of the 2-step service model with 300
vehicles in the ride hailing use case with values of the objective weight of distance
� between 6� 10= 4 m= 1 and 6� 101 m= 1. Left: values for all simulation dates
and the average value. Right: average value in detail.

with shortert lock, in which customers receive the details of their assignment { like the exact
pickup time and vehicle ID { only on very short notice before the pickup takes place, potentially
resulting in stress for the customer or delays in the pickup process. On the other hand, a
shorter t lock implies that requests are more often subject of global optimization, increasing
the chance to potentially being reassigned to another vehicle in order to improve the overall
system performance.

It is therefore not trivial for the service operator to choose suitable values fort lock. In the
following PSA, the assignment lock times range from 0 s, which means requests can potentially
be reassigned until a pickup eventually takes place and customers are only noti�ed when their
assigned vehicle arrives at the pickup location, to up to 300 s (5 min). The standard value of
t lock is 120 s (2 min).

Once more, the generated pro�t is investigated �rst. As the delta to average reveals, the
pro�tability of the 2-step service does not depend ont lock. While the maximum pro�t is
reached in the standard scenario witht lock = 120 s (2 min), the worst system performance is
produced in simulations in whicht lock is set to 180 s (3 min). In simulation scenarios in which
t lock = 0 s, the average pro�t is even lower than in scenarios with the longest assignment
lock time of 300 s (5 min), which directly contradicts the assumption that the optimization
potential decreases with higher values oft lock.

Another KPI that is a�ected by varying assignment lock times is the pickup-in-time-window
rate. Figure 4.13 illustrates that the accuracy of pickup time window projections is lowest
(99.04 %) in simulations in whicht lock is set to 60 s (1 min) and rises with increasing assignment
lock times to 99.71 %. There is also a small but consistent uptick of the pickup-in-time-window
rate in simulations witht lock = 0 s, implying that in these scenarios, a signi�cant number of
requests is reassigned within the last minute before the scheduled pickup in order to avoid the
penalty in the objective function.
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Figure 4.12: Pro�t in US-Dollars in simulations of the 2-step service model with 300 vehicles in
the ride hailing use case with values of assignment lock timet lock between 0 min
and 5 min. Left: values for all simulation dates and the average value. Right:
average value in detail.

Figure 4.13: Pickup-in-time-window rate in percent in simulations of the 2-step service model
with 300 vehicles in the ride hailing use case with values of assignment lock
time t lock between 0 min and 5 min. Left: values for all simulation dates and the
average value. Right: average value in detail.

Pickup Time Window Length

The last parameter evaluated in this section is the pickup time window lengtht twl . Similar to
the assignment lock time, this parameter is an integral element of the perceived service for
customers, which also a�ects the predictability of the service for users. A longert twl causes
uncertainty on the side of customers about when exactly they are going to be picked up and
hence when they will arrive at their respective destination. Shorter time windows, on the other
hand, allow customers to be able to plan their time until pickup more precisely, e.g., when
exactly to leave the house to avoid waiting outside in the rain or in the dark. The shorter the
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pickup time windows, though, the fewer opportunities for ODM operators to reassign requests
without taking a penalty during global optimization, which potentially limits the optimization
potential. The range of values oft twl evaluated in this section spans from 0 s to 300 s (5 min),
the standard value is 120 s (2 min).

Figure 4.14: Pro�t in US-Dollars in simulations of the 2-step service model with 300 vehicles in
the ride hailing use case with values of pickup time window lengthst twl between
0 min and 5 min. Left: values for all simulation dates and the average value.
Right: average value in detail.

Figure 4.15: Pickup-in-time-window rate in percent of all accepted requests in simulations of
the 2-step service model with 300 vehicles in the ride hailing use case with values
of pickup time window lengthst twl between 0 min and 5 min. Left: values for all
simulation dates and the average value. Right: average value in detail.

Figure 4.14 shows the pro�t generated using varying values oft twl . The scale of changes of
the average value on the right is considerably smaller compared to the other PSAs, showing
that the pro�tability of services with all considered values oft twl ranges from 27 457 to 27 495,
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within a relative span of 0.1 %. Therefore, apparently distinct peaks and trends of the average
pro�t in relation to the time window length need to be treated as only small variations, leading
to the conclusion thatt twl does not have a signi�cant impact on the pro�tability of a 2-step
ride hailing service model.

A KPI that clearly correlates witht twl is the pickup-in-time-window rate, which is depicted
in Figure 4.15. This observation is rather a validation of the simulation and the service
model than an actual �nding. However, the percentage of correctly predicted pickup time
windows even for small values oft twl is worth noticing. Even in scenarios in whicht twl = 0 s,
the pickup-in-time-window rate never drops below 98 % in any simulation, implying that less
frequent reassignments of requests do not negatively impact the system performance as a
whole.
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Chapter 5

Ride Pooling Use Case

In comparison to the ride hailing use case, in which each vehicle only serves one group of
passengers at a time, the ride pooling use case increases the complexity of the assignment
problem and the service model drastically. Between an individual's pickup and drop-o�, other
tasks can be assigned to vehicles, which potentially leads to detours. In theory, this allows
service providers to increase the e�ciency of their 
eet and hence the pro�tability of their
service. However, service users are not willing to make unlimited detours in favor of the
provider's pro�t. Hence, it is reasonable to introduce the maximum detour time as a new
model parameter and to measure the average user detour time in the evaluated scenarios as
an additional system performance indicator.

Besides the added layer in the model's complexity, ride pooling also necessitates other
methods to �nd optimized assignments of requests to vehicles. In the ride hailing use case, in
which the user pickup is always succeeded by the same user's drop-o�, the number of feasible
combinations of pickup and drop-o� tasks within one vehicle's task queue is relatively small,
even if three or more requests are considered. The assignment approaches introduced in the
former chapter make use of this constrained solution space to e�ciently search for optimal
assignments. However, in the ride pooling use case these limitations cease and the assignment
techniques need to be adjusted.

This chapter describes the methods used to �nd initial assignments as well as the global
optimization algorithm. It also introduces additional model parameters and indicators to
evaluate the system performance of ride pooling services. In the concluding section, the
results of three di�erent ride pooling service models are presented, a parameter sensitivity
analysis is conducted for the 2-step service model and the performances of ride hailing and
ride pooling services are examined and compared.
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5.1 Use Case Speci�c Performance Indicators and
Parameters

One of the goals of this work is to compare the performances of ride hailing and ride pooling
services within one simulation framework, using the same case study and model parameters.
However, because of the intrinsic di�erences between the two use cases, there are aspects of
the system performance that are di�cult to compare, if at all. This section introduces some
of these aspects and describes how they are measured, evaluated and compared.

The property that separates ride pooling from ride hailing is the option for the service
operator to combine trips of multiple users, such that more than one request can be served
simultaneously by one vehicle. This means, that the operator needs to take into account
the capacity of each vehicle in the 
eet when assigning requests. Even though the capacity
constraint is also part of optimization in the ride hailing use case, as described in 3.2, it plays
a much more vital role in the ride pooling use case. When o�ering a ride hailing service, it
basically limits the amount of passengers that can be served with each request. This can be
communicated to the service users, hence larger user groups can be generally excluded from
the service and the capacity constraint does not limit the solution space for the assignment
problem in any way.

In the ride pooling use case, however, the capacity constraint a�ects the assignment process
signi�cantly, because the operator aims to maximize the e�ciency of the ODM 
eet by pooling
as many user requests as possible. In principle, the more requests can be served by one vehicle,
the more vehicles are available for later requests, which translates to more served requests
overall, and potentially more pro�t for the service provider and also fewer miles traveled,
which improves the tra�c situation in the service area. Therefore, one of the most important
KPIs for ride pooling services is the average occupancy of vehicles in the 
eet. A high average
occupancy is bene�cial for the service provider. It indicates that many rides are shared between
users and the 
eet e�ciency is high. On the 
ip side, this has consequences for customers of
the service, not all of which are favorable.

One positive aspect of ride pooling services compared to ride hailing o�ers for users is
the increased e�ciency and availability of vehicles, which in principle translates to a higher
percentage of accepted requests and/or shorter pickup waiting times. Additionally, real-world
service providers often o�er ride pooling services at cheaper conditions than ride hailing rides
because of the increased 
eet e�ciency. This pricing aspect of ODM services is not in the scope
of this work, however, and prices are kept constant between both use cases for comparability.

One downside for users of ride pooling services is closely connected to the reason why it is
more pro�table for the provider. Every time a vehicle serves another request while having one
or more customers on board, it needs to make a detour from the direct route to its current
destination. This detour directly delays the drop-o� time of each of the passengers. Delayed
drop-o�s of course do not contribute to a well-perceived service experience, even more so when
they are hard to predict beforehand.

In order to avoid extensively long delays of drop-o�s, operators of ride pooling services
need to limit the detours a vehicle is allowed to make with customers on board. Such limited
detour times can be implemented in at least two di�erent ways. The �rst option is to allow
a �xed amount of time that a drop-o� might be scheduled later than expected if the vehicle
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would travel directly from the pickup location to the destination of a request. This implies
that a customer that requests a short trip could face a detour that is actually longer than the
originally planned ride. To prevent such experiences, another way to set a maximum detour
time tdet,max of a request is to de�ne it relative to its direct travel time between pickup and
drop-o�. The latter is used in this work, in whichtdet,max is set to 50 % of the direct trip
duration.

Both the mean occupancy of service vehicles and the percentage of the average user detour
times relative to direct trips are important KPIs for ride pooling service providers. The negative
consequences for users are compensated by the potential of a higher service availability.The
quantitative di�erences in requests that can be served with varying service models are evaluated
in this work.

Dynamic pricing strategies of ODM service providers are not in the scope of this work. For
ride hailing and ride pooling services the fares are assumed to be the same. Note that the
distance-related farepdist refers to the shortest possible distance between pickup and drop-o�
location of a request and does therefore not increase with detours.

Besides service providers and users, the third stakeholder in ODM services investigated in this
work are cities the service is provided in. Ride pooling services are well-suited to improve urban
tra�c. The best KPI to measure the positive impact of this transportation mode compared to
scenarios where all trips are made with self-owned vehicles or ride hailing, is the added distance
due to the serviceDadd. This metric represents the percentage of additional mileage that is
produced by service vehicles compared to the sum of all distances of direct trips from pickup
to drop-o� locations of served customers. If the value is negative, the service provides a net
reduction of tra�c in the business area, assuming that all trips would otherwise be made with
vehicles owned privately. Positive values on the other hand indicate that a service increases
the amount of tra�c, typically due to empty trips.

Figure 5.1: Supplemental illustration for the added distance due to serviceDadd.

A conceptional illustration of how the added distance due to a service is measured is pre-
sented in Figure 5.1 . Both users in the example share the same destination, indicated by the
red 
ag. In a scenario without any ODM services, both would need to travel their respective
direct path's \A" and \C". This distanced1 = dA + dC is the reference the \added distance"
Dadd relates to.

In a second scenario, both customers are served by a ride hailing service. The only available
vehicle is at the pickup location of one of the service users. The shortest possible way to
serve both requests is for the vehicle to pick up the �rst user, travel via path \A", drop o�
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the passenger at the destination, go to the pickup location of the second user via \C", pick
up that customer and return to the destination, again along path \C". In total, the distance
covered therefore isd2 = dA + 2dC > d 1 and

Dadd =
d2 � d1

d1
> 0: (5.1)

The third and �nal example assumes that both customers are served by a ride pooling service
and they can share their rides. The service vehicle can therefore take another route: after the
picking up the �rst customer it can follow path \B" to the second customer, who also gets
picked up and both users are transported to the destination via path \C" and dropped o�
at arrival. Assuming a geometry similar to the situation depicted in Figure 5.1, the distance
between the service users is shorter than the direct path of the �rst user to the drop-o�
location. Hence,d3 = dB + dC < d A + dC = d1 and

Dadd =
d3 � d1

d1
< 0: (5.2)

Note that Dadd is not guaranteed to be negative for all routes that include shared rides of
ride pooling service users. If the detour from one or more direct paths of customers on-board
becomes too long, it is possible that the service produces additional net mileage compared to
the scenario in which the customers use their own vehicles to get to their destinations instead.
However, the maximum detour time constraint mitigates the number of feasible routes for
which this holds.

5.2 Assignment Approaches

The optimal assignment of user requests to vehicles in the ride pooling use case is crucial,
because of the sheer number of possible combinations of tasks within each vehicle's task
queue. Unlike the ride hailing use case described in Chapter 4, in the ride pooling use case the
maximum number of requests served within one task queue is limited mainly by the capacity
of the vehicle and the maximum user detour time rather than the average trip time. That is
because several nearby users can be picked up sequentially, before they are collectively driven
in the direction of their destinations and dropped o�.

In order to account for this enlarged solution space, two methods to search for the best
vehicle-request assignments are presented in this section. First, the heuristic approach for
initial assignments, followed by the global optimization algorithm to periodically improve the
solution quality.

5.2.1 Insertion Heuristic

The initial assignment of a new requestj 2 J to a service vehiclei 2 I and its respective
task queue� i is made by a heuristic as in the ride hailing use case. However, instead of only
considering the time and location of a vehiclei when it is idle (in case� i 6= ; after the last
task in � i ), the heuristic used in the ride pooling use case needs to take into account every
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slot in � i to search for a feasible pickup option. Also, each position of the respective drop-o�
in the sequence of the task queue is eligible, as long as the associated pickup precedes it.

The search space grows rapidly with the number of requests served within one task queue
� i . In order to e�ciently eliminate infeasible sequences of tasks, it is not su�cient to check if
the maximum waiting time constraint is ful�lled for the new requestj 2 J . Since the waiting
times as well as the detour times of the other usersk � J in the task queue� new

ik potentially
change when inserting a new task before their respective pickup or drop-o�, a feasibility check
is necessary for all subsequent tasks. In order to not increase the computational complexity
further, the sequence of already assigned tasks in� old

ik remains unchanged. Only if the entire
set of usersk � J , including the new requestj , can be served according to the constraints
formulated in Sections 3.2 and 5.1,� new

ik is considered feasible.
For each vehiclei 2 I there is potentially more than one sequence of tasks� new

ik considered
feasible for a given subset of usersk � J . For vehiclei 2 I the set of all feasible combinations
of tasks associated with the set of requestsk � J is denoted as� ik . In a pre-processing step
before the selection of a vehicle that should serve a new request, the best task queue� new

ik 2 � ik

is identi�ed for each vehiclei 2 I according to the control functionFcon in Equation 3.1.
After the best task queue� new

ik 2 � ik for vehiclei 2 I is found, the di�erence between the
values ofFcon(� new

ik ) andFcon(� old
ik ) is calculated.

� Fcon = Fcon(� new
ik ) � Fcon(� old

ik ) (5.3)

If at least one vehicle can serve the new requestj 2 J , the assignment that implies the
smallest� Fcon is o�ered to the user.

The insertion heuristic for the ride pooling use case is considerably more sophisticated than
its counterpart in the ride hailing use case in order to account for the increased complexity
of the optimization problem. Its methodology can be described in three steps: i) search for
feasible solutions, ii) identify the best solution for each vehicle individually, and iii) select the
best assignment. This approach allows to e�ciently �nd an initial assignment for incoming
requests. Note that this heuristic procedure allows changes of the waiting and detour time of
already assigned requests, albeit in the limits set by pickup time windows, maximum waiting
and detour time constraints. This is a fundamental di�erence to the nearest neighbor policy
used for initial assignments in the ride hailing use case, which is intrinsically unable to a�ect
already made assignments.

5.2.2 Anytime Optimal Algorithm

Global reoptimization considers possible assignments of all users that had not yet been picked
up to all vehicles that are able to serve the requests. Hence, two sets of assigned requests
need to be considered separately: unlocked requests and locked requests. Locked requests
need to be served by the vehicle they are already in or locked to. The only degree of freedom
left to optimize is the time of their respective drop-o�s, limited by the maximum detour time.
However, unlocked requests have not yet been locked to a vehicle and are therefore free to be
reassigned to any vehicle that is able to serve it within the constraints.

This work follows the approach of [Alonso-Mora , Samaranayake , et al., 2017] and
[Engelhardt et al., 2019]. The idea of this method, which is referred to as \anytime
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optimal algorithm", is to eliminate most combinations of tasks within a given task queue� ik

before explicitly check feasibility and calculate values ofFcon(� ik ). The concept is based on an
added layer between requests and vehicles, denoted as bundle layer. The optimization problem
is thereby e�ectively split in two: which request bundlesk � J can be served together and
which vehiclesi 2 I can serve the request bundles optimally, taking into account the users
that are already locked.

Figure 5.2: Exemplary graph formulation of the V2RB assignment problem. The edges high-
lighted in green indicate a possible optimal solution.

This three-layer assignment problem can be formulated as a graph problem, connecting
vehicles to single requests (RV), requests with other requests (RR) and vehicles to request
bundles (V2RB). Figure 5.2 presents an example of such a graph problem formulation. An edge
on the left side of this graph between vehiclei 2 I and request bundlek � J is denoted as
V2RB(i; � ik ) and its cost is equivalent to the value of the control functionFcon in Equation 3.1
for the best task queue� ik of vehiclei 2 I that could be used to serve the requests ink � J .
Two important remarks are that all requests locked to vehiclei 2 I must be ink � J served
by task queues� ik connected toi 2 I and the task queue� old

ik that was assigned toi 2 I before
the global reoptimization is always connected toi 2 I to guarantee that the new solution is
at least as good as the old one.

On the right-hand side, edges between bundlesk � J and requestsj 2 J are referred to
as RR(j; k ). The set of edges connecting feasible request bundles that include requestj 2 J
may contain many subsets of requests, but always contains(j; f j g).
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A key property of a request bundlek � J is its rankr k , which is the number of requestsj 2 k
contained by it. The graph representation of the problem together with de�nition of ranks
allows the following conclusion: a V2RB(i; � ik ) of rank r k cannot be feasible if one or more
of the r k V2RBs of rankr k0 = r k � 1, with k0 � k, is infeasible. This realization drastically
reduces the number of potential solutions, because with increasing ranks the probability of
�nding feasible V2RBs decreases because of the maximum waiting time and detour constraints.

Consider an example with one vehiclei 2 I and three requestj 1, j 2, j 3 2 J . Starting
at r k = 1, which represents the RV-edges in the graph, all assignments of single-request
bundles to vehicles are checked for feasibility. In this example, the vehicle is able to serve each
request in time if it moves directly to the respective request, so(i; j 1), (i; j 2) and (i; j 3) are
all feasible RV-connections. Continuing withr k = 2, RR-connections need to be considered
as well. Since in this example all RV-connections are feasible, all six RR-connections with two
requests(j 1; f j 1; j 2g), (j 1; f j 1; j 3g), (j 2; f j 1; j 2g), (j 2; f j 2; j 3g), (j 3; f j 1; j 3g) and(j 3; f j 2; j 3g)
are checked for feasibility. If for one of these, e.g.,(j 1; f j 1; j 3g) no task queue� i f j 1 ;j 3g is
found that ful�lls the feasibility constraints, the corresponding V2RB(i; � i f j 1 ;j 3g) is considered
infeasible. Coming tor k = 3, we can make use of the fact, that there cannot be a feasible
V2RB of rankr k = 3 if there is an infeasible V2RB of rankr k0 = 2, such as(i; � i f j 1 ;j 3g),
with k0 � k. Therefore, the V2RB(i; � i f j 1 ;j 2 ;j 3g) is known to be infeasible without explicitly
checking. Following this scheme, the graph-building process becomes manageable even for
large 
eets of vehicles and many unlocked requests.

With the complete graph built, the actual assignment problem is to �nd assignments of
request bundles to vehicles such that all constraints are satis�ed and the control function
Fcon is minimized. The anytime optimal algorithm used in this work is well-suited to globally
optimize the assignments of ride pooling requests to vehicles in large-scale scenarios. This
allows the comparison of service models in the ride hailing use case, which is intrinsically less
complex and can therefore be simulated with problem sizes and model parameters close to
real-world ODM services in case studies, like the one introduced in Section 3.4.

5.3 Results

This section is split in three parts. First, the system performances of three service models for
the ride pooling use case, described in Section 3.1, are compared. In the subsequent part,
a PSA is conducted for the 2-step service model and the variable parameters introduced in
Section 3.4.2. At the end of this section, the results of the 2-step service models are compared
between the ride hailing and the ride pooling use cases.

5.3.1 Evaluation of Service Models

Like in the evaluation of the ride hailing service models in Section 4.2, this section presents
a comparison of the three service models described in Section 3.1, but for the ride pooling
use case. The heuristic used in Service Models 1 (\no global optimization") and 2 (\2-step
service") is presented in Section 5.2.1. The global optimization technique that is used in the
latter as well as in Service Model 3 (\only global optimization") is described in Section 5.2.2.
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In addition to the KPIs evaluated in the ride hailing use case, which are described in Sec-
tion 3.4.3, this section provides insight into the performance indicators presented in Section 5.1,
which are of special importance in the evaluation of ride pooling services.

Figure 5.3: Pro�t in US-Dollars generated with various service models in the ride pooling use
case with 
eet sizes from 100 to 500 vehicles. Left: total mean values. Right:
delta to average values.

Figure 5.3 presents the average pro�t in US-Dollars generated per day. The maximum value
for all the service models of approximately $40 000 is produced in scenarios with 
eet sizes of
300 vehicles. The delta to average on the right shows that Service Model 1 is outperformed
by both of the others by a margin between ($121� 81) compared to Service Model 3 in
scenarios with 500 vehicles and ($426� 265) in relation to Service Model 2 in scenarios with
300 vehicles. Expressed as a percentage, the de�cit of Service Model 1 relative to the other
models is between (0.3� 0.2) % (500 vehicles) and (2.0� 2.6) % (100 vehicles), while the
di�erence between Service Models 2 and 3 is smaller than the standard deviation of the results
in most of the scenarios.

In Figure 5.4, the percentage of customer requests served by each of the services is shown.
In all scenarios with 400 or more vehicles, more than 99 % of requests are served with all ride
pooling service models, which makes it unpro�table to further increase the 
eet size, as seen
in Figure 5.3. In Service Model 3, the percentage of served customers is highest on average in
most scenarios. In the most pro�table instances with 
eet sizes of 300 vehicles, it outperforms
the other service models by margins of (0.48� 0.46) % (Service Model 1) and (0.45� 0.41) %
(Service Model 2), respectively.

An exact evaluation and comparison of computation times is di�cult due to inevitable
variance of performance of the hardware when it comes to long simulations like these. Never-
theless, the gap between the service models seems to be signi�cant. As shown in Figure 5.5,
simulations of Service Model 1 are computed the fastest, which is not surprising, because the
time consuming global optimization of assignments is only performed in the other two service
models. The average total computation time in Service Model 1 increases steadily with grow-
ing 
eet sizes from 2385 s (ca. 40 min) in scenarios with 100 vehicles to 5259 s (ca. 88 min)
in 500-vehicle scenarios. While the computation times for Service Model 3 grow similarly,
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Figure 5.4: Percentage of requests served with various service models in the ride pooling use
case with 
eet sizes from 100 to 500 vehicles. Left: total mean values. Right:
delta to average values.

Figure 5.5: Computation times in seconds for simulations of various service models in the ride
pooling use case with 
eet sizes from 100 to 500 vehicles. Left: total mean values.
Right: delta to average values.

although with values more than twice as large as in Service Model 1 (between 4808 s and
11 014 s, or approximately 80 min and 184 min), the same cannot be said for Service Model 2.
Instead, the maximum computation time of 8376 s (ca. 140 min) on average is measured in
scenarios with 
eet sizes of 300 vehicles which corresponds with the most pro�table instances.

In general, the computation times in simulations of the 2-step service model are clearly faster
than in the simulations of the service model only using global optimization. This observation
can be explained by the reduction of the solution space in Service Model 2 by selecting
the customers that are served with a heuristic instead of a global optimization algorithm.
Optimizing the assignments in terms of which vehicle serves which request is clearly a less
computational challenging task than including the search for an optimal selection of accepted
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customers.

(a) Distance driven emptily during pickup trips in percent of total driven distance.

(b) Distance driven emptily during repositioning trips in percent of total driven distance.

Figure 5.6: Distances driven emptily in percent of total mileage for various service models in
the ride pooling use case with 
eet sizes from 100 to 500 vehicles. Left: total
mean values. Right: delta to average values.

The distance driven emptily as percentage of the total distance traveled by the vehicles of
the various services is presented in Figure 5.6, split up into its two components: empty trips to
pickup locations (Figure 5.6a) and repositioning trips (Figure 5.6b). The total share of empty
trips rises in all three service models with increasing 
eet size. The empty pickup trips account
for 7.05 % in Service Model 3 to 7.44 % of the total distance in Service Model 1 in scenarios
with 
eet sizes of 300 vehicles or less. In scenarios with larger 
eets, the share decreases to
5.07 % (Service Model 3) to 5.34 % (Service Model 1) in scenarios with 500 vehicles. This
makes sense, because with more vehicles in the 
eet the average distance to the next available
one becomes smaller.

On the other hand, the percentage of trips that are made during repositioning increases

82



5.3 Results

constantly from scenarios with 100 vehicles (between 2.16 % in Service Model 2 and 2.32 %
in Service Model 1) to scenarios with 500 vehicles (between 15.76 % in Service Model 2 and
16.48 % in Service Model 3). Again, this is reasonable because in scenarios with larger 
eets,
more vehicles are idle and therefore eligible for repositioning, while in small-
eet scenarios
most vehicles are needed to serve the demand.

Note that a high share of repositioning trips also implies that more vehicle are moved to
areas with higher demand, which in turn potentially increases the chances to be able to serve
upcoming request. So, while empty mileage is always to be avoided from the perspective of
the city the business area is in, a high percentage of repositioning trips can be desirable for
service providers to increase the percentage of served requests.

When comparing the three service models, Service Model 3 produces the fewest empty
mileage due to pickup trips. This is reasonable because the model is based on the concept to
wait a certain period of time before making the choice which requests should be served. This
selection is based on the optimization of an objective function that includes the minimization
of user waiting times and trip distances. Hence, it is expected that this model performs well in
this regard. In all scenarios it produces between (0.09� 0.13) % (compared to Service Model 2
in scenarios with 
eet sizes of 200 vehicles) and (0.32� 0.09) % (compared to Service Model 1
in scenarios with 
eet sizes of 300 vehicles) less empty mileage due to pickup trips.

Another observation can be made when comparing the distances traveled during reposition-
ing trips. While all service models perform relatively similar in scenarios with small 
eet sizes,
the larger the 
eet sizes the clearer becomes the gap between Service Model 3 and Service
Models 1 and 2. In scenarios with 
eet sizes of 500 vehicles, the service model only using
global optimization produces (0.72� 0.23) % more empty mileage due to repositioning than
Service Model 1 and even (0.87� 0.25) % more than Service Model 2.

Putting both components together, the total distance driven emptily is dominated by the
pickup trip distance in scenarios with small 
eet sizes and by the distance traveled due to
repositioning in large-
eet instances. Hence, even though Service Model 3 outperforms the
other service models with regard to pickup trips, Service Model 2 produces the smallest total
empty mileage for scenarios with 200 vehicles or more.

As mentioned before, though, the empty mileage is not the only metric to measure the
impact of each service model on the tra�c in the business area of the service. Figure 5.7
presents the added distance driven due to the service, a KPI introduced in detail in Section 5.1.

On the left side, the total values reveal that in all scenarios the pooling service models
evaluated in this work have a positive impact on the tra�c by reducing the net mileage driven
in the system (negative added mileage). The reduction is highest in small-
eet scenarios, in
which the driven distance is reduced by up to 18.9 % and becomes smaller with increasing 
eet
sizes. In scenarios with 500 vehicles, the distance saved by the service amounts to between
0.6 % (Service Model 1) and 2.1 % (Service Model 2).

The right-hand side shows the relative performances of the three service models in more
detail. Independent of the 
eet sizes in the scenarios, Service Model 2 outperforms the other
service models. The gap to Service Model 3 remains relatively constant for all 
eet sizes
between (0.4� 0.5) % and (0.7� 0.3) %. The di�erence between Service Models 1 and 2
however is largest in scenarios with 
eet sizes of 300 vehicles, in which the reduction is
(2.0 � 0.3) % higher in Service Model 2.
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Figure 5.7: Added distances driven due to the service in percent of total mileage for various
service models in the ride pooling use case with 
eet sizes from 100 to 500 vehicles.
Left: total mean values. Right: delta to average values.

Another KPI that measures the e�ciency of a ride pooling service, which is closely related
to the implied mileage reduction is the mean occupancy of service vehicles. Driven distances
can only be reduced if rides with a similar destination are shared and the more rides are shared,
the higher is the occupancy throughout the 
eet on average.

Therefore, it is not surprising to see in Figure 5.8 that the mean occupancy drops from
between 1.87 and 1.89 passengers in scenarios with 100 vehicles to below 1.50 in scenarios
with 
eet sizes of 500. This observation corresponds with the reduction of distances driven
due to the services, shown in Figure 5.7 as negative added mileage.

The same is true for the comparison between the three service models. Like observed before,
Service Model 1 with no global optimization of the request assignments performs the worst
in all scenarios considered. And again, the gap to the best-performing Service Model 2 is
largest in 300-vehicle scenarios with a di�erence of 0.03� 0.01 passengers per vehicle, which
is equivalent to (1.9� 0.5) % of the mean occupancy in these scenarios.

Coming to the more customer-focused KPIs, Figure 5.9 presents the average user waiting
time from sending the request to being picked-up. As expected, the average waiting time
decreases with increasing 
eet sizes due to the rising availability level of nearby service vehicles.
In scenarios with 100 vehicles, the average waiting time is between 276 s (Service Model 2)
and 285 s (Service Model 3), in the largest scenarios with 500 vehicles it comes down to 97 s
to 109 s.

The direct comparison of the deltas on the right shows the clear gap between the service
models. Service Model 2 picks up customers (0.6� 1.1) s to (5.1� 1.1) s faster than Service
Model 1 depending on the 
eet sizes. The clearest gap, however, is between Service Model 3
and the other two service models. The concept of this service model includes a period of time
after each user request in which the operator does not directly react to the request. This
period can be between 0 s and 30 s (the optimization periodto) in these scenarios, depending
on the timing of the request relative to the next global optimization.

This additional waiting time until pickup cannot be compensated by the enlarged solution
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Figure 5.8: Occupancy in average passengers per vehicle for various service models in the ride
pooling use case with 
eet sizes from 100 to 500 vehicles. Left: total mean values.
Right: delta to average values.

Figure 5.9: User waiting times in seconds with various service models in the ride pooling use
case with 
eet sizes from 100 to 500 vehicles. Left: total mean values. Right:
delta to average values.

space of this service model and can clearly be observed on the right side of Figure 5.9. The
gap to Service Model 2 amounts to between (9.6� 2.8) s and (14.0� 1.5) s.

Another important indicator for the quality of ride pooling services perceived by users is the
detour time. In Figure 5.10, the detour is presented as percentage of the shortest possible
travel time between pickup and drop-o� location. As stated in Section 5.1, the maximum
value for this KPI is set to 50 %.

The left-hand side of the �gure shows the mean user detour time over the 
eet sizes
considered. It clearly decreases with increasing numbers of vehicles in scenarios with all three
service models. Starting between 26.7 % (Service Model 1) and 27.1 % (Service Model 3),
it drops to values of between 15.3 % (Service Model 3) and 15.8 % (Service Model 1). This
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Figure 5.10: User detour times in percent of shortest possible path times with various service
models in the ride pooling use case with 
eet sizes from 100 to 500 vehicles. Left:
total mean values. Right: delta to average values.

observation makes sense considering that in scenarios with fewer vehicles, in order to serve as
many requests as possible, the service operator has to send vehicles to locations further away
from their direct paths compared to when more vehicles are available and chances are higher
that another vehicle's detour is shorter or that the vehicle is idle.

The delta of the various service models does not provide such a clear picture, though. While
for smaller 
eet sizes, the largest percentages of detour times are measured in simulations of
Service Model 3, the same service model performs best in this regard for 
eet sizes of 300
vehicles and more. The exact opposite is true for Service Model 1: while it outperforms Service
Models 2 and 3 by (0.08� 0.19) % and (0.38� 0.17) %, respectively, in scenarios with 
eet
sizes of 100 vehicles, it performs worse and worse relative to the other service models with
increasing 
eet sizes. In the largest problem instances with 500 vehicles, the percentage of
detour time is (0.39� 0.19) % and (0.51� 0.16) % larger than in Service Models 2 and 3
respectively.

The next and �nal KPI in the evaluation of the ride pooling service models is the pickup-
in-time-window rate, which indicates what percentage of users are picked up within the time
window initially projected for each request. Figure 5.11 presents the total value on the left
and the deltas to the average of all service models' performances on the right.

Because in Service Model 1 the initial assignment is not changed anymore, the percentage of
users that are picked up in their respective time window is always 100 %. In Service Models 2
and 3, the rate is lowest in scenarios with 200 vehicles in the 
eets, with 97.21 % and 96.58 %
respectively. For larger 
eet sizes, the percentage increases, up to over 99 % in both service
models in scenarios with 
eet sizes of 500 vehicles. While Service Model 3 performs slightly
worse than Service Model 2 in scenarios with 
eet sizes of 100 and 200 vehicles, both reach
similar values within their respective standard deviation.

Summing up the evaluation of the three ride pooling service models, the following observa-
tions can be made:

� Service Model 1 generates up to 2 % less pro�t than Service Models 2 and 3, both of
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Figure 5.11: Pickup-in-time-window rate in percent for various service models in the ride pool-
ing use case with 
eet sizes from 100 to 500 vehicles. Left: total mean values.
Right: delta to average values.

which perform relatively similar in most scenarios considered. The highest pro�t per day
is produced in scenarios with 300 vehicles with all three service models and amounts to
approximately $40 000 in this case study.

� In Service Model 3, the percentage of requests served is highest on average in all scenarios
considered. All service models are able to serve more than 99 % of all requests in scenarios
with at least 400 vehicles.

� In terms of computation time, simulations of Service Model 1 can be run more than
twice as fast as simulations of Service Model 3. While the computation times seem
to grow steadily with 
eet sizes in simulations of Service Models 1 and 3, when using
Service Model 2, the peak is reached in scenarios with 
eet sizes of 300 vehicles and the
highest pro�t.

� The empty distances driven during pickup trips is almost constant in scenarios with 
eet
sizes of 300 vehicles or less with all service models before dropping by up to 2 %, while
the share of empty trips due to repositioning increase steadily with increasing 
eet sizes
from around 2 % to over 15 %.

� Service Model 3 performs best in terms of empty pickup trips, but because Service
Model 2 produces fewer mileage due to repositioning, the total empty mileage in scenarios
with Service Model 2 is the lowest in scenarios with at least 200 vehicles.

� The added distance due to the service is negative in all scenarios considered, which means
the ride pooling service models contribute to a net reduction of vehicle mileage in the
business area. The total reduction decreases with increasing 
eet sizes. The highest
reduction of distances driven in the system independent of the 
eet sizes is achieved by
Service Model 2, followed by Service Model 3.
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� Correlating with the reduced vehicle mileage, the mean occupancy of the vehicles de-
creases with increasing numbers of vehicles, and Service Model 2 outperforms Service
Models 1 and 3.

� The waiting times between request and pickup drop from over 275 s in scenarios with
100 vehicles to below 100 s with 500 vehicles. Due to its model-speci�c properties, the
average user waiting times in Service Model 3 are highest in all scenarios, while Service
Model 2 outperforms Service Model 1 by up to more than 5 s.

� The percentage of user detour times relative to the direct path between the respective
pickup and drop-o� locations decreases steadily with increasing 
eet size. In scenarios
with 
eet sizes of at least 300 vehicles, Service Model 3 produces the least amount of
detour, while Service Model 1 generates the most.

� Outside Service Model 1, the pickup-in-time-window rate is lowest in scenarios with
200 vehicles, in which Service Model 2 reaches 97.2 % and Service Model 3 96.6 %. In
scenarios with larger 
eets, these two service models produce results that only di�er
within their respective standard deviation.

Comparison to Ride Hailing Use Case

Besides the ride pooling service models evaluated in this section, the same service model
concepts are examined in the ride hailing use case in Section 4.2. A high-level comparison
between the system performances in both use cases is helpful to understand their respective
potentials, strengths and weaknesses, beyond the choice of a service model.

The KPIs in which ride pooling services perform signi�cantly better are important for all three
stakeholders of ODM services. The maximum daily pro�t for the service provider is increased
by over 30 % compared to ride hailing services and can be achieved with smaller 
eets. The
percentage of requests served is higher in scenarios with all considered 
eet sizes due to a
higher average vehicle occupancy, notably also in scenarios with 
eet sizes that produce the
highest pro�tability, which is an indication that the service availability for customers is higher.
Ride pooling service users also have shorter average waiting times until they are picked up:
compared to ride hailing services with the same 
eet size, the waiting time is approximately
1 min shorter. Furthermore, in all considered ride pooling scenarios, the ODM service has a
positive e�ect on the tra�c situation in the business area, while the added distances driven
due to ride hailing services are between 23 % and 35 %, depending on the 
eet size.

On the other hand, ride hailing service o�er bene�ts with regard to two critical KPIs. The
computation times of simulations of ride hailing services are only a fraction of the computation
times necessary to simulate ride pooling services, which can be directly derived from the
increased complexity of the assignment problems that need to be solved in scenarios in which
rides can be shared. Longer computation times in real-world applications of ODM services can
have a negative impact on the perceived service quality due to increased response and waiting
times for customers. Another downside of ride pooling services is the fact that sharing rides
unavoidably leads to detours that service users need to be willing to take. In the ride pooling
scenarios considered in this work, the average detour relative to the direct travel distance
between pickup and drop-o� amounts to between 15 % and 27 %, depending on the 
eet size.
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From the perspective of the overall travel times of customers, these detours undo much of the
bene�t of shorter average waiting times until pickup.

All in all, the ride pooling use case studied in this work o�ers some substantial advantages
compared to ride hailing. However, its weaknesses need to be addressed in order to provide a
high-quality service to customers.

5.3.2 Evaluation of 2-Step Service Model Parameters

The PSA of the ride pooling service includes the parameters described in Section 3.4.2. Like
in Section 4.2.2, the 2-step service model is used, 
eet sizes of 300 vehicles are considered
and outside of the respective parameter investigated, the standard parameter set is applied.
Because of the additional KPIs of importance for the ride pooling use case, the system per-
formance is not necessarily compared in terms of the same indicators as in the ride hailing use
case.

Optimization Period

Figure 5.12: Pro�t in US-Dollars in simulations of the 2-step service model with 300 vehicles
in the ride pooling use case with values of the optimization periodto between
10 s and 60 s. Left: values for all simulation dates and the average value. Right:
average value in detail.

The optimization periodto states how long the intervals are between the global optimization
of assignments of vehicles to requests. The investigated range is between 10 s and 60 s. The
standard value used in the other evaluations is 30 s.

In Figure 5.12, the generated daily pro�t is presented in relation toto. As in the ride
hailing use case, the variance between the simulations of di�erent dates, shown on the left,
is signi�cantly higher than the variation of performances because of changing optimization
periods. The reason for this is the di�erence in demand in each of the evaluated dates, which
plays a huge role for the performance of the service in terms of almost every KPI. The PSA
focuses on the variations in relation to the respective parameter, though.
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As shown on the right-hand side of Figure 5.12, the maximum daily pro�t of $39 894 is
produced in scenarios with optimization periods of 30 s. In scenarios with the shortest and
longest optimization periods, the generated pro�t is the lowest with values of $39 770 and
$39 763 forto = 10 s and 60 s respectively, which is approximately 0.3 % less than the maximum
pro�t. It is therefore fair to deduce that the pro�tability of the service is rather insensitive to
the optimization period.

Figure 5.13: Pickup-in-time-window rate in percent of all accepted requests in simulations of
the 2-step service model with 300 vehicles in the ride pooling use case with values
of the optimization periodto between 10 s and 60 s. Left: values for all simulation
dates and the average value. Right: average value in detail.

The pickup-in-time-window rate shown in Figure 5.13 reveals a steady increase in the accu-
racy of the predicted pickup time window with increasing length of the optimization period.
For to = 10 s, averaged over all dates 97.24 % of accepted requests are picked up within the
time window initially communicated to them. This value increases to 97.90 % in scenarios
with optimization periods of 60 s. This trend can be explained by the fact that in scenarios
with longer optimization periods more users are picked up before they are part of any global
optimization. Such users are all picked up within their pickup time window, which increases
the overall ratio.

Objective Weight of Distance

The objective weight of distance� is a parameter in the objective function (see Equation 3.1).
With � , the service operator can control the priority of saving travel distances of service vehicles
relative to reducing customer waiting times and picking up users within their respective time
windows. High values of� imply that the objective function prioritizes solutions with short trip
distances, even if that implies longer user waiting times, potentially outside of given pickup
time windows. The range of evaluated values for� reaches from 6� 10= 4 m= 1 to 6 � 101 m= 1.
The x-axis is therefore set to a logarithmic scale for this parameter. The standard value is
6 � 10= 2 m= 1.
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Figure 5.14: Pro�t in US-Dollars in simulations of the 2-step service model with 300 vehicles
in the ride pooling use case with values of the objective weight of distance�
between 6� 10= 4 m= 1 and 6� 101 m= 1. Left: values for all simulation dates and
the average value. Right: average value in detail.

Figure 5.14 presents the daily pro�t generated in scenarios with varying� . A steep increase
in pro�tability can be observed between scenarios with� � 6 � 10= 3 m= 1, in which the average
pro�t does not surpass $38 045, and scenarios with� � 6 � 10= 1 m= 1 in which the pro�t is
between $40 387 and $40 458. This gap is equivalent to approximately 6 % to 7 % of the total
pro�t per day. The pro�t made with the standard value of� is 1.4 % lower than the maximum.
The main reason for this considerable gap in pro�tability between varying values of� is the
focus on sharing rides in favor of some service quality parameters.

Figure 5.15: Added distances driven due to the service in percent of total mileage in sim-
ulations of the 2-step service model with 300 vehicles in the ride pooling use
case with values of the objective weight of distance� between 6� 10= 4 m= 1 and
6 � 101 m= 1. Left: values for all simulation dates and the average value. Right:
average value in detail.

91



5 Ride Pooling Use Case

This can easily be seen when looking at Figure 5.15, which depicts the added distance due
to the service. In scenarios with very small values of� , the service does not have a positive
impact on the tra�c. The higher the objective weight of distance, the more mileage is saved. In
scenarios with� = 6 � 10= 1 m= 1 or higher, the reduction in the distance service vehicles have
to travel compared to scenarios in which every customer would use privately-owned vehicles,
is more than 15 %.

Figure 5.16: Occupancy in average passengers per vehicle in simulations of the 2-step service
model with 300 vehicles in the ride pooling use case with values of the objective
weight of distance� between 6� 10= 4 m= 1 and 6� 101 m= 1. Left: values for all
simulation dates and the average value. Right: average value in detail.

This reduction can only be achieved if the mean occupancy per vehicle increases, which can
be observed in Figure 5.16. While in scenarios with� = 6 � 10= 4 m= 1 the mean occupancy
is 1.51 passengers per vehicle, this value increases to up to 1.82 on average in scenarios with
� = 6 � 101 m= 1. This means that shifting the focus in the objective function from minimizing
the waiting time to minimizing the travel distances, can cause an increase of over 20 % in the
average number of passengers per service vehicle.

The choice of� also has a very distinct e�ect on KPIs re
ecting the service experience of
users. In Figures 5.17 and 5.18, the mean user waiting and detour times are presented, the
latter as percentage of the shortest possible trip durations. Both show a similar dependency
on � : for values of� � 6 � 10= 2 m= 1 the user experience is good, with short waiting times
until pickup (167 s or less) and low percentages of detour times (21.24 % or less). Increasing
the focus of the objective function further to minimizing the distances traveled, leads to a
jump in both KPIs. The percentage of detour times increases to values between 23.28 %
(� = 6 � 10= 1 m= 1) and 23.75 % (� = 6 � 101 m= 1). The user waiting time until pickup
increases to 225 s in scenarios with� = 6 � 10= 1 m= 1 and even 243 s when� = 6 � 101 m= 1,
a rise of 35 % and 46 % compared to scenarios with the standard value.

Such a strong e�ect on the waiting time of customers also has consequences on the pickup-
in-time-window rate, as shown in Figure 5.19. While in scenarios with� � 6 � 10= 2 m= 1 the
percentage of correctly predicted pickup time windows is always higher than 97.5 %, the rate
drops signi�cantly to between 81.2 % and 86.1 % for higher values. This implies that the longer
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Figure 5.17: User waiting times in percent of shortest possible path times in simulations of the
2-step service model with 300 vehicles in the ride pooling use case with values of
the objective weight of distance� between 6� 10= 4 m= 1 and 6� 101 m= 1. Left:
values for all simulation dates and the average value. Right: average value in
detail.

Figure 5.18: User detour times in percent of shortest possible path times in simulations of the
2-step service model with 300 vehicles in the ride pooling use case with values of
the objective weight of distance� between 6� 10= 4 m= 1 and 6� 101 m= 1. Left:
values for all simulation dates and the average value. Right: average value in
detail.

waiting times are mainly caused by reassignments of requests after their initial assignment,
which also de�nes the communicated pickup time window. Because of the high value of�
relative to the weight of accepted requests
 and the penalty for assignments outside of the
pickup time windowptw , the objective function prioritizes solutions with short distances over
others with more accurate pickup time predictions.
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Figure 5.19: Pickup-in-time-window rate in percent in simulations of the 2-step service model
with 300 vehicles in the ride pooling use case with values of the objective weight of
distance� between 6� 10= 4 m= 1 and 6� 101 m= 1. Left: values for all simulation
dates and the average value. Right: average value in detail.

Assignment Lock Time

The timing of when assignments are locked plays a big role in the reception of the 2-step
service model from a customer's point of view. It de�nes the timet lock before a projected
pickup, after which no changes can be made to the respective assignment, which in this service
model coincides with the time when the �nal assignment is communicated to the service user.
The values fort lock examined in this PSA range from 0 s to 300 s (5 min), 120 s (2 min) being
the standard value.

The daily pro�t is not very sensitive tot lock, as can be seen in Figure 5.20. The maximum
pro�t of $39 894 is reached in scenarios with the standard valuet lock = 120 s. In all scenarios
the pro�t per day remains within 0.4 % of this number, with no clear trend to be observed in
relation to the assignment lock time.

A clear drawback of shorter assignment lock times can be observed in Figure 5.21, in
which the pickup-in-time-window rate is presented. With increasing values oft lock, the rate of
correctly predicted pickup time windows rises from 97.7 % to 99.3 %. This observation can be
explained by the fact that the number of opportunities for an request to be reassigned decline
with longer assignment lock times. Therefore, the chance to be assigned to a vehicle that is
not able to pick up the user in his or her respective pickup time window also becomes smaller,
ultimately causing higher pickup-in-time-window rates.

Pickup Time Window Length

The pickup time window lengtht twl is the last parameter examined in this PSA. Variations of
t twl have an e�ect on not only the number of possible solutions for the global optimization
problem, but also the user experience. Shortert twl imply an improved predictability for cus-
tomers when their pickup will take place. Long pickup time windows on the other hand are
associated with a bad user experience, because the uncertainty of the pickup time of service
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Figure 5.20: Pro�t in US-Dollars in simulations of the 2-step service model with 300 vehicles in
the ride pooling use case with values of assignment lock timet lock between 0 min
and 5 min. Left: values for all simulation dates and the average value. Right:
average value in detail.

Figure 5.21: Pickup-in-time-window rate in percent in simulations of the 2-step service model
with 300 vehicles in the ride pooling use case with values of assignment lock
time t lock between 0 min and 5 min. Left: values for all simulation dates and the
average value. Right: average value in detail.

users is higher. The PSA is conducted with values oft twl = 0 s to 300 s (5 min) with a standard
value of 120 s (2 min).

Like the relation between pro�t and the assignment lock time, Figure 5.22 reveals that the
pickup time window length also does not seem to have a signi�cant impact on the service
pro�tability. In all scenarios considered, the pro�t ranges between $39 772 and $39 914, which
is a di�erence of less than 0.4 %. The insensitivity of this KPI tot twl is also shown by the lack
of an apparent trend of the pro�t in dependence of the length of pickup time windows.

As expected, however, the pickup-in-time-window rate presented in Figure 5.23 correlates
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Figure 5.22: Pro�t in US-Dollars in simulations of the 2-step service model with 300 vehicles in
the ride pooling use case with values of pickup time window lengthst twl between
0 min and 5 min. Left: values for all simulation dates and the average value.
Right: average value in detail.

Figure 5.23: Pickup-in-time-window rate in percent in simulations of the 2-step service model
with 300 vehicles in the ride pooling use case with values of pickup time window
lengthst twl between 0 min and 5 min. Left: values for all simulation dates and
the average value. Right: average value in detail.

strongly witht twl . The share of correctly predicted pickup time windows declines almost linearly
with decreasingt twl , from 99.5 % in scenarios witht twl = 300 s to 96.7 % when the pickup
time window length is 60 s. There is a steep drop in scenarios in which the time window is
reduced to a single point in time, though. The average pickup-in-time-window rate in these
scenarios is 92.1 %.

Putting together these results, it seems fair to conclude that the system performance is not
impaired too much by changing pickup time window lengths, while the accuracy of pickup
time predictions remain on a reasonably high level, at least fort twl � 1 min.
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Chapter 6

Di�usion Customer Model

Up to this point, this work focused on the evaluation of ODM service models and their
parameters in agent-based simulations. The purpose of such evaluations was to determine
the e�ectiveness and performance of the respective services in order to make conclusions for
real-world applications.

The results found in these simulations are comparable between the service models, because
the simulation framework is the same for all of them. However, the assumptions made in order
to improve the comprehensibility and transparency of the evaluation do not allow a direct
transfer of the results to how an exact projection the service model would perform in reality.
That is the point of any model: it needs to be simple enough to allow to observe consequences
of parameter changes, while being as close a possible to its real-world equivalent.

Many of the assumptions and simpli�cations of the simulation framework and models used
in this work are described in Chapter 3. Most of them facilitate the understanding of the
evaluation as a whole or avoid aspects of reality that are very di�cult to implement but do
not necessarily help to gain insight into the topic that is investigated.

One part of the simulation framework that is often regarded as such a di�cult-to-implement
aspect, is the customer model. As pointed out in Section 2.3, in the literature there is a lack
of such models that can easily be implemented into ODM simulation frameworks, while being
able to re
ect very basic characteristics of realistic service users.

As described in Section 3.3, the \conventional customer model" (CCM) includes attributes
associated with each service request, like the time of request, pickup and drop-o� locations and
the number of passengers. Outside of these properties, the CCM is very limited in its ability
to emulate any human-like behavior. The service o�er made by the operator can be arbitrarily
bad as long as the waiting timetw until pickup is shorter than the maximum waiting time
tmax set as model parameter. Such o�ers will always be accepted immediately by customers
in the CCM, which is not realistic but the standard customer model used in literature (see
Section 2.3).

This chapter introduces a novel ODM customer model, which aims to be reasonably simple
to comprehend and interpret, and to include facets of human behavior that are typically
observed in real-world ODM services. The concepts of this model are described in Section 6.1,
its parameters introduced in Section 6.2 and its impact on the evaluation of ride hailing and
pooling service models are presented in Sections 6.3 and 6.4, respectively.
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6.1 Concept and De�nition

The concept and design of the ODM customer model introduced in this section is in
uenced
mainly by the \generalized di�usion model for preference and response time" presented in
[Yu andHyland , 2020]. Because of several fundamental alterations and adjustments to the
service models used in this work, it will instead be referred to as \di�usion customer model"
(DCM), though.

The goal of the DCM is to represent a more realistic and plausible ODM service customer
model than the CCM, while being simple to implement, able to generate reproducible results
and traceable in its consequences on the system performance. Note that it explicitly is neither
designed to nor aimed to generally improve the system performance of ODM services. Instead,
the evaluation of service models should be closer to realistic values that would occur in real-
world applications of these services.

Di�erences between CCM and DCM

In the CCM, the decision about accepting or rejecting a request is exclusively made by the
service operator. Only if it is not possible to pick up a user withintw, the request is rejected
and the deleted from the system. Otherwise, the o�er is guaranteed to be accepted by the
user who made the request.

In reality, service providers are very unlikely to send rejections as long as there is any chance
the o�er might be accepted. On the other hand, only a certain percentage of o�ers will be
accepted by customers and the chance of being accepted should depend on the quality of the
o�er.

Furthermore, the decision-making process requires some time on the customer side. Instead
of an immediate reaction like in the CCM, in the DCM each user takes a certain amount of
time before responding to the service operator. This makes it more di�cult for the operator
to manage all users' requests simultaneously, many of them still in the process of con�rming
o�ers. The average duration of this process also depends on the o�er quality, which takes into
account that customers are torn between accepting and rejecting o�ers that are mediocre.

Since not every service user behaves the same, the DCM also allows a variance of certain
model parameters to re
ect varying characteristics that have an impact on the decision-making
process. Also, the decision is not predetermined to be the same for two users with identical
parameter values, facing o�ers with the same quality. This element of randomness requires the
service operator to be more 
exible when reacting to unexpected acceptances and rejections,
again emphasizing the model's increases realism.

Methodology

The method used to model user behavior in the DCM is a combination of the (binary) decision
�eld theory and the random utility model.

In the binary decision �eld theory, decision making can be modeled as an dynamic, accumu-
lative process in which two contrasting stimuli stochastically a�ect the intermediate decision
stateD t until a certain decision threshold� is reached [Busemeyer andTownsend , 1992;
Busemeyer and Diederich , 2002]. The binary choices in this theory are a variant of a
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discrete \random walk model". The random walk, however, is drifting toward one of the two
directions implicated by the possible choices in the model. In the DCM, this binary choice is
made between \accepting" or \rejecting" the o�er, and the drift is de�ned by the o�er quality
q. If an o�er is perceived as \good", a customer is more likely to accept it. Hence,q > 0 and
the random walk tends to head towards the decision threshold+ � , associated with accepting
the o�er. On the other hand, if the o�er is \bad", the o�er quality is negative and the drift
tilts the way of the random walk towards� � , which is equivalent with rejecting the o�er.

The wayq is de�ned in the DCM has a signi�cant impact on the model itself. This work
derivesq exclusively from the waiting time until pickup that is implied by the o�er associated
with q. There are potentially many more parameters that a�ect the o�er quality perceived by
service users, which remains outside the scope of this work. The waiting timetw is one of the
most crucial ones, though, which motivates this parameter's design choice.

The value ofq is limited to the range[� 1; 1], negative values being associated with o�ers
that are perceived worse than o�ers with positive values ofq. The wayq is calculated depends
on two variables,tw;1 and tw;2, which are referred to as the �rst and second decisive waiting
times respectively.

q(tw; tw;1; tw;2) =

8
><

>:

1 8tw 2 [0; tw;1]

1 � 2 tw� tw;1

tw;2 � tw;1
8tw 2 ]tw;1; tw;2]

� 1 otherwise

(6.1)

This implies, that the o�er quality is constantly at its maximum value of 1 if the waiting
time is shorter thantw;1, then drops linearly to= 1 for longertw until tw = tw;2. In the DCM,
the second decisive waiting time of the customertw;2 is equivalent with the maximum waiting
time tmax. The operator is assumed to be aware of this threshold and rejects user requests
that can only be served with pickup waiting timestpu > t max.

Note that the o�er quality is calculated separately for each o�er that is sent to the customer.
The initial o�er's quality is referred to asq1. If another o�er is sent to a user, the associated
quality isq2. The waiting timetw used to calculate bothq1 and q2 is the di�erence between
the estimated pickup timetpu and the time of requestt req.

The decision-making process can be formulated as follows. When the service operator sends
an o�er, the user starts the decision-making process after an initial reaction timet re. This
period is reserved for perceiving the o�er and interactions with the service applications.

Then, after initializing the decision stateD t=0 = D0, at any point in timet, the decision
state D t is updated based on the valenceV and the feedback rateS.

D t+� t = SDt + V(t) (6.2)

The time step size� t of the random walk is prede�ned as a model parameter. The feedback
rate quanti�es how much the next decision state is in
uenced by the current value ofD t . It
re
ects the decisiveness and short-term memory of a customer, in the sense that low values
of S � 1 imply decision-making processes that do not evolve further away from the initial
decision stateD0. If S = 1, the decision-making process is not hindered by setbacks like these,
implying that the random walk of the decision-making process reaches greater highs and lows
faster.
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Figure 6.1: Examples of four decision-making processes with varying o�er qualities in the DCM.

The valenceV represents the sum of the perceived utility of an option (o�er qualityq) and
a random term� . The o�er quality q is determined by the expected waiting time associated
with it and remains constant throughout each individual decision-making process. In this work,
the randomness of� represents the stochastic element of cognitive processes, which is one of
two common interpretations of this term. It was originally stated in [Thurstone , 1927] as
part of the random utility model, in contrast to the interpretation that it represents nothing
but the lack of information about the individual decision maker, advocated by e.g., [Train ,
2001]. The mean value of� is zero, its variance� 2 is equivalent with the di�usion rate� in the
context of the DCM. The distribution of� can be approximated with the normal distribution
for small values of� t [Busemeyer andTownsend , 1992].

The process of updatingD t is repeated iteratively until one of the following conditions is
met: (a) one of the decision thresholds� � is reached, (b) the maximum decision duration
td,max is exceeded or (c) the assigned vehicle arrives at the pickup location of the user that is
still in the decision-making process. In case of (a), the o�er is either accepted (ifD � + � )
or rejected (ifD � � � ). If (b), the o�er is accepted ifD � 0 and rejected otherwise. And in
case of (c) the customer's decision-making process is stopped, the o�er is accepted and the
boarding process initiated.

Figure 6.1 illustrates four exemplary decision-making processes with varying o�er qualities.
Note that the process time in this illustration starts aftert re during which the decision states
of all four instances is constantly zero andD0 = 0.

The random nature of the process can be recognized in the erratic way each decision state
takes. In the cases of the processes depicted in gray and green, the o�er qualities are positive,
which in the DCM means they are perceived by the service user as good o�ers. The operator
therefore expects that these o�ers are accepted, which they eventually are. The decision-
making process takes slightly longer in the case ofq = 0:12 compared to the scenario in which
q = 0:20, which is also typical for the DCM. Because the drift of the random walk is smaller,
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Figure 6.2: Interactive process between service operator and user using the DCM.

the average number of steps necessary to reach� increases because the random element of
the valence dominates.

In the examples with negative values ofq, the outcome of the decision-making process varies.
In the yellow instance, in whichq = � 0:04, the �nal decision by the user is to accept the o�er,
even though it is normally perceived as bad. Such a decision is categorized as \unexpected
acceptance". Because of its small absolute value ofq, this decision-making process takes the
longest, as anticipated.

The only example of a rejection is shown in red. Here, the o�er quality is the lowest between
all shown examples, which implies that the probability of the o�er being rejected is the highest
from the start.

Decision-making process Embedded in Simulation Framework

Figure 6.2 shows how the DCM is implemented in the simulation framework. Unlike the CCM,
in the DCM the decision-making process is split between the service operator (upper part of
the �gure in yellow) and the user (bottom part in blue). The general direction of the process
illustration is from left to right.

The process begins at the user's side with sending the service request to the operator (box 1).
The operator then starts a heuristic to �nd a vehicle that can serve the request (box 2). If this
search is successful and the customer is projected to be picked up within the maximum waiting
time, so before the second de�nitive waiting timetw;2 is reached, the request is accepted. In
this case, the operator assigns a vehicle of the 
eet to the request and sends an o�er to the
customer. This initial o�er contains a pickup time window and is associated with an o�er
quality q1. If the heuristic does not �nd a feasible solution, the request is instead rejected.
It is deleted from the system and the customer is sent a noti�cation of the rejection. This
terminates the process.

If an o�er is sent to the customer, a decision-making process is kicked o� as described above
(box 3). Depending on the o�er quality, this process can take up to the maximum decision
durationtd,max. A positive decision by the customer results in an acceptance noti�cation being
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sent to the service operator. If the decision-making process ends with the customer rejecting
the o�er, the operator is informed about this decision and deletes the request from the system.
This also means, that the request is removed from the task queue of the currently assigned
vehicle, which consequently will instead head to the location of the next task in the list or
become idle if no task is left.

During the time the decision-making process is running, the operator is not inactive in regard
of this exemplary request. The vehicle that was originally assigned to the request based on
the solution found with the heuristic is executing its task queue and eventually heads towards
the pickup location of the user. In the meantime, after each optimization periodtp, a global
optimization of all assignments takes place, including the example request (box 4). As a result,
the assignment of the request can change once or multiple times, before the request is locked.
This event is triggered by the operator at the point in time when the projected pickup time
is exactlyt lock ahead, as described in 3.1. The changes of assignments between the time the
request is sent and locked are not communicated to the user. Instead, an o�er is sent when
the assignment is locked, including the �nal pickup time projection, associated with the new
o�er quality q2.

Another decision-making process begins, in which the customer chooses to either accept
or reject this �nal o�er (box 5). Again, the decision is sent to the operator and the request
is handled accordingly. If the o�er is accepted, the assigned vehicle approaches the pickup
location and picks up the waiting customer, which is the end of the interactive decision-making
process in the DCM.

Note that the operator assumes all o�ers made to users are accepted. This may result in an
overestimation of the number of requests that need to be served, and is therefore considered to
be a conservative approach by the operator when it comes to assignment strategies. This can
lead to situations in which a subsequent o�er to a customer is made with a shorter waiting time
than the initial one, because another customer that would have been served before, rejected
their o�er in the meantime. If the �nal o�er is already made to and accepted by a user, and
the assigned vehicle arrives at the pickup location earlier than o�ered, the simulation model
assumes the vehicle to wait until the planned pickup time.

6.2 Model Parameters and Key Performance Indicators

In the DCM, the number of parameters, variables and KPIs increases compared to simulations
with the CCM. The constant model parameters are the same throughout all evaluations with
the DCM. They are either determined empirically or based on values from the literature.

Variable model parameters vary between simulations in order to examine their respective
impact on the system performance and KPIs. In addition to the performance indicators in-
troduced in Section 3.4.3, in the DCM a number of new KPIs are evaluated to measure the
di�erences during the decision-making process.

Constant Parameters

Values of model parameters that are constant in all simulations with the DCM are chosen to
represent an average customer as closely as possible. Because of the complexity of human
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decision-making processes and the huge variety of personal preferences and characteristics of
ODM service users, these values need to be treated as best e�orts to simplify the customer
model in a reasonable way.

The reaction timet re and the maximum decision durationtd,max are both set to constant
values that have a direct impact on the average decision durationtd. The time necessary for
service users to comprehend the o�er and interact with the device they use to communicate
with the service provider is summarized undert re and set to 2 s. This amount of time is
plausible for most customers who are assumed to be most likely to use the service. In the
model, this time passes before the actual decision-making process is started as described in
Section 6.1.

The value oftd,max is set to 60 s. This implies that any decision-making process that is
not �nished after one minute, is stopped and the user decides if the o�er is accepted or not
depending on the current value ofD t . This prevents the customer model to end up in an
in�nite decision-making process and can easily be imagined to be implemented in the service
application as a countdown that encourage the user to make a decision in a timely manner.

During the decision-making process modeled with the DCM, the central variable is the de-
cision stateD t . Its progression is randomized. However, the stochastic behavior is determined
by some constant model parameters.

First, the initial valueD0 at the beginning of each decision-making process is de�ned to
be zero, independent of any previous decisions made by the same customer. This choice of
D0 implies that every customer is absolutely unbiased with respect to historic decisions and
motivates each decision solely on the current o�er's quality.

The step size� t of the random walk states the granularity of the decision-making process.
The smaller the values of� t, the closer the model represents a continuous decision-making
process. A smaller� t also implies more steps per simulation steptstep, which means that the
computation time tends to grow with decreasing� t. Finding a suitable value for the step size
of the random walk therefore is a trade-o� between the realism and the applicability of the
DCM. In this work,� t is adopted from [Yu andHyland , 2020] and set to 0.01 s.

Another parameter that a�ectsD t is the feedback rateS. It determines the impact ofD t

on D t+� t and therefore represents the decisiveness of service users during the decision-making
process. High values ofS imply that each individual step in the random walk is very much
depending on the recent history of preceding steps made in the same decision-making process.
On the other hand, ifS is very small, the valenceV is the dominant element of each iteration
of D t , which mechanically tends to produce random walks meandering aroundD0 with rare
occasions of high altitudes ofD t in any direction. The value ofS = 0:991used in this work is
adopted from [Yu andHyland , 2020] and empirically found to produce reasonable decision
durations.

Variable Parameters

The variable parameters of the DCM evaluated in this work can be split in two categories:
\global" variables are changed between simulations but are considered constant during each
individual scenario. In contrast, \inherent" parameters vary within a certain value range for
each individual service user, even in the same instance of simulation.
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Global variables of the DCM investigated in this work are the decisive waiting times(tw;1; tw;2).
This parameter pair determines the calculation of the o�er qualityq (see Equation 6.1) and
is therefore a fundamental part of the DCM.

Figure 6.3: O�er quality assessment in DCMs with four di�erent pairs of values for(tw;1; tw;2).

Figure 6.3 shows the o�er quality assessment with the four di�erent pairs of(tw;1; tw;2)
evaluated in this work. The version of the DCM withtw;1 = 0 s andtw;2 = 900 s (15 min)
is depicted in red. Unlike the other versions, there is no plateau of high-quality o�ers for
su�ciently short waiting times. Instead,q drops to= 1 linearly with increasing waiting times
until tw = 15 min, which is the longest decisive waiting time evaluated.

In the model instance depicted in purple, the o�er quality associated with waiting times of
150 s (2.5 min) is set to 1, meaning that users do not make a di�erence in their assessment
of the o�er and are very likely to accept it. The linear decrease ofq stops attw;2 = 750 s
(12.5 min).

Similar to the purple example, in the yellow version of the DCM there is a plateau ofq = 1.
Here, tw;1 = 300 s (5 min), though, and the drop toq = � 1 is sharper, withtw;2 = 600 s
(10 min). This version of the DCM is used in the PSAs in Sections 6.3.2 and 6.4.2.

The fourth and �nal version of the DCM is shown in blue. In this version, both decisive
waiting times are equal and set to 450 s (7.5 min). This translates to a function ofq(tw) that
is equivalent with a step function. All waiting times oftw � 450 s are associated with an o�er
quality of q = 1, while fortw > 450 s,q = � 1. This special version of the DCM is also the
closest analogy possible with the DCM to the CCM described in Section 3.3. In both, there
is no gradual decline of the o�er quality with increasing waiting times, but instead e�ectively
one single maximum waiting time that separates o�ers that are (very likely to be) accepted
and those that are rejected by the operator.

All four versions of the DCM share the property that o�ers implying waiting times of
tw < 450 s are associated with positive values ofq and therefore perceived positively by
customers. The chance for such o�ers to be accepted is generally higher than to be rejected
by the user. Also, the area below each of the four graphs is the same. Since this area can be
translated to the average probability of each o�er to be accepted in each of the versions of
the DCM, a comparison of these versions { together with the base line de�ned by the CCM {
is sound.
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Inherent parameters of the DCM are properties that are di�erent for each particular cus-
tomer. They represent the variety of characteristics service users have as individuals. In order
to keep the DCM comprehensible and its parameter changes traceable, this work focuses on
two model parameters and their impact on the system performance.

The di�usion rate� determines the variance of the random term� in the valenceV during
each step of the random walk. High values of� imply a widely spread distribution of random
numbers around the mean, which is set to 0. On the other hand, small� increase the
probability of� to be very close to the mean.

Service users with high� -values therefore are more often connected to decision-making
processes that deviate randomly from the direction implied by the o�er quality. Such customers
can be described as rather erratic in their behavior and the decision made by them tend to be
less closely related to quality of the o�er presented to them. The range of possible values of
� is set to 2 to 4. The standard value used outside of the PSAs is� = 3.

The other inherent variable is the decision threshold� . This parameter speci�es the absolute
valueD t needs to reach for the customer to make a decision. As soon asD t � + � , the o�er is
accepted. If insteadD t � � � , the decision of the service user is to reject the o�er. IfD t does
not reach any of the decision thresholds before the maximum decision duration, the decision
is made based on the decision state at this pointD td,max. If the assigned vehicle reaches the
pickup location before a decision is made by the customer, the o�er is always accepted and
the user boards the vehicle.

High values of� prevent decisions to be made after only a few steps of the random walk,
possibly with very widely spread random numbers involved. Instead, users with such� -values
tend to make thoughtful decisions, very much based on the quality of the o�er presented to
them. On the other hand, users with small values of� make more impulsive decisions, that
may take less time to make and are more likely to be unrelated to the value ofq. In the PSAs

Parameter Symbol Values
Decisive waiting times (tw;1; tw;2) (0 s,900 s), (150 s,750 s), (300 s,600 s), (450 s,450 s)
O�er quality q Depending ontw; tw;1; tw;2

Random walk step size � t 0.01 s
Initial decision state D0 0
Feedback rate S 0.991
Di�usion rate � 2-4 (standard: 3)
Random term � Normally distributed, with mean 0 and variance�
Valence V Depending onq and �
Decision state att + � t D t+� t Depending onS andV
Decision threshold � 30-50 (standard: 50)
Reaction time t re 2 s
Max. decision duration td,max 60 s

Table 6.1: Parameters and variables of the DCM.

of the DCM, � ranges from 30 to 50. The standard value is set to 50. As an overview, all
constant and variable parameters of the DCM are listed in Table 6.1.
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Key Performance Indicators

To evaluate the impact of the inherent parameters on the decision-making processes, new KPIs
need to be de�ned. Note that each of the following KPIs is measured for the two separate
decision-making processes considering both the initial o�er with o�er qualityq1, as well as the
second o�er associated withq2. In KPIs related to the second o�er, only customers are taken
into account who accepted the �rst o�er, so all percentages are relative to this number. KPIs
related to theo-th o�er are referred to with superscripto (e.g., xo).

The �rst DCM-speci�c KPI is the acceptance rater o
a. This KPI di�ers from the \percentage

of requests served" introduced in Section 3.4.3 in several ways. In the DCM, it is not only
the operator that decides if a request is accepted. Instead the customer has to accept the
o�er based on its quality. Hence,r o

a is an indicator of the average o�er qualityqo. Especially
the acceptance rate of second o�ersr 2

a is of high interest to the operator, because a bad
performance in this KPI means many late rejections, which can imply a lot of unnecessary
trips and detours on top of the lost paying customer.

Because one of the features of the DCM is the possibility of unexpected decisions by cus-
tomers, both the rates of unexpected acceptancesr o

a,u and rejectionsr o
r,u are measured and

compared. High values in these categories imply the DCM tends to make more random deci-
sions, while low values are associated with very predetermined decision-making processes.

Besides the fact that decisions about accepting or rejecting requests are no longer made
exclusively by the operator, another di�erence between the CCM and the DCM is the time
it takes for such a decision to be made. In the CCM, the operator can be certain that an
accepted request will be served immediately after the initial heuristic �nds a feasible solution.
In the DCM, every decision takes a certain amount of time, referred to as decision duration
to
d. The longer the average decision-making process takes, the longer the operator is uncertain

if an o�er is accepted or not, again potentially causing longer trips towards pickup locations
of users that eventually might reject the o�er.

All these KPIs are relevant in the evaluation of the inherent variable parameters� and � in
Sections 6.3.2 and 6.4.2.

6.3 Evaluation of Di�usion Customer Models in the Ride
Hailing Use Case

The impact of the DCM on ODM service models is �rst evaluated in the ride hailing use
case. The service model of choice is the 2-step service model introduced in Section 3.1. The
methods for heuristic and globally optimized request assignments are unchanged from those
described in Section 4.1. In the �rst of the upcoming sections, four di�erent versions of the
DCM are compared to the CCM presented in Section 3.3. The DCMs vary in their respective
decisive waiting times(tw;1; tw;2) as shown in Figure 6.3. At the end of the section, a PSA is
conducted for the two model-speci�c parameters� and � .
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6.3.1 Comparison of Customer Models

Like in the comparison of ride hailing service models in Section 4.2.1, the �gures presented in
the following section are split in two parts. On the left hand side, the average total values of
the respective KPI are shown for the simulations run for all dates with �ve di�erent customer
models, four versions of the DCM and the CCM, acting as a base line. On the right of each
�gure, the delta to average is presented. These values are calculated by �rst averaging over
the di�erences between the models at each individual simulation date and then averaging over
these di�erences at each date. This method allows to focus on the model-related e�ects on
the KPI instead of the comparably big variations due to changing 
eet sizes or demand over
various days.

Figure 6.4: Pro�t in US-Dollars generated in simulations with various di�usion customer model
parameters in the ride hailing use case with 
eet sizes from 100 to 500 vehicles.
Left: total mean values. Right: delta to average values.

The �rst KPI investigated is the pro�t generated with each of the models. Figure 6.4 shows
that the general dependency on the 
eet size is the same for all customer models, with a
maximum pro�t of around $30 000 in scenarios with 400 vehicles. The delta to average reveals
that the service pro�tability decreases with increasing values oftmax, which in the DCM is
equivalent with the second decisive waiting timetw;2. As expected, the di�erence between
the CCM (black) and the DCM withtmax = 450 s (blue) is negligible, because the latter is
e�ectively the representation of the former in the context of a di�usion model. The di�erence
between the DCMs withtmax = 900 s (depicted in red) andtmax = 450 s is largest in scenarios
with small 
eet sizes. Considering 
eet sizes of 100 vehicles, the gap is $795� 456, which
means the pro�t in the red scenarios is up to (6.6� 3.8) % smaller than scenarios with the
DCM closest to conventional customer models.

How the pro�tability of a service is connected to the number of service o�ers made and the
percentage of requests served is presented in Figure 6.5. Figure 6.5b shows a similar relation
between the customer models as in Figure 6.4. In scenarios with the CCM and its equivalent
version of the DCM, the percentage of requests served by the service is highest, independent of
the 
eet size. The gap to the DCM withtmax = 900 s is between (0.46� 0.27) % in scenarios
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(a) Percentage of service o�ers made by the service provider

(b) Percentage of requests served by the service provider.

Figure 6.5: Percentage of requests served and service o�ers made in simulations with various
di�usion customer model parameters in the ride hailing use case with 
eet sizes
from 100 to 500 vehicles. Left: total mean values. Right: delta to average values.

with 500 vehicles and (1.22� 1.10) % in scenarios with 100 vehicles.
The decline in percentage of served requests with increasing values oftmax is a consequence

of the way decisions are made in the DCM and how the operator makes o�ers to service users.
In scenarios with larger di�erences between the decisive waiting timestw;1 and tw;2, more
requests are accepted and more service o�ers are made, which can be seen in Figure 6.16a.
A large portion of these additional o�ers is made with negative values ofq, as the operator
tries to accept as many requests as possible, even if the o�er quality is perceived as bad. This
means parts of the service 
eet are assigned to these requests, reducing the number of vehicles
available to serve upcoming requests, and thereby further decreasing the average o�er quality.
Most of such o�ers will be rejected, though, and the associated requests end up not being
served.
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Figure 6.6: Computation time in seconds in simulations with various di�usion customer model
parameters in the ride hailing use case with 
eet sizes from 100 to 500 vehicles.
Left: total mean values. Right: delta to average values.

The total computation times shown in Figure 6.6 reveal another clear di�erence between
the versions of the DCM and the CCM. Again, the di�erence between the models correlates to
the value oftmax associated with the respective version of the DCM: the larger this parameter,
the longer the average computation time to simulate the scenario. This observation can be
explained by the added computation time necessary to simulate the decision-making processes
of each customer. As explained in Section 6.1, decision-making processes connected to o�ers
with qualitiesq around 0 tend to take longer than those with higher absolute values. Due to the
form of o�er quality assessment in each of the four versions of the DCM shown in Figure 6.3,
the DCM-version withtmax = 900 s (red) includes the most such instances, followed by the
one withtmax = 750 s (purple) andtmax = 600 s (yellow). The version in which both decisive
waiting times are equal (tmax = 450 s, blue) only includes o�ers with absoluteq-values of 1.
The decision-making processes made in these scenarios are all very short, therefore the added
computation time due to the random walk of the decision-making process is negligible, which
can be seen by the narrow o�set of computation times in scenarios with this version of the
DCM and the CCM.

The implications of the DCM can also be observed in Figure 6.7, in which the empty
distances driven during pickup trips (Figure 6.7a) and during repositioning trips (Figure 6.7b)
are shown. The di�erences in distances driven by vehicles on their way to pickup locations are
greatest between the versions of the DCM withtmax = 900 s andtmax = 450 s, respectively. It
is (3.01� 0.33) % in scenarios with 
eet sizes of 100 vehicles and drops to essentially 0 % in
scenarios with 500 vehicles.

This observation is in line with the expectation that the DCM is able to model additional
empty mileages that is produced when vehicles on their way to a pickup location stop in
their tracks when a customer rejects an o�er. Because such events take place more often
in scenarios in which the average o�er quality is low, small-
eet scenarios show a larger
discrepancy in distances driven emptily. The fact, that the empty mileage due to repositioning
is virtually the same for all customer models underlines the impact of additional empty mileage
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